ATTACHMENT “A”

Requirements for item 1.

a) Item 1 calls for the acquisition of two DEC/Compaq 4100 Alpha’s, model DN-51JAC-FB server class systems with the following attributes pertaining to each system individually:

a) System must include one (1) BA30P-AA Alpha server pedestal kit

b) System must include a minimum of Two (2) Central Processing Units (CPUs) operating at a minimum of 466 MHz.

c) System must include a minimum of 4 MB of high speed cache memory per CPU.

d) System must include a minimum of 1 GB of memory

e) System must include two (2) Ethernet interfaces capable of 10 or 100 Mb/s operation

f) Ethernet interfaces must adhere to IEEE 802.3u standard and support 100baseT communication.

g) Ethernet interfaces shall include necessary host to modular network interface cable.

h) System must include an FDDI interface capable of communication at 100 Mb/s over optical fiber.

i) System must include an Ultra SCSI controller and associated interface cable.

j) System must be interfaced with shared RAID array described in item 2 via UtraSCSI interface.

k) System must include a SCSI system disk of 4.3 GB capacity or larger in system enclosure.

l) System must include sufficient power supplies to support simultaneous operation of all sub-systems and devices described in this procurement action.

m) System must include a 17 inch color monitor and 3 button PS compatible mouse.

n) System shall include all necessary cables, terminators, and mounting hardware to make described configuration fully operational.

o) System and components must be covered by a minimum 3 year on-site at MSFC warranty for parts and labor.

p) System must be capable of executing the OpenVMS operating system.
Requirements for item 2.
a) Item 2 calls for the acquisition of a storage array to be shared by the two server systems described above, DEC/Compaq part number DS-SWXRA-HC with the following attributes:

a) Storage system must have a 24 slot backplane.

b) Storage system must be equally accessible to both server systems.

c) Storage system must include necessary software and microcode to enable simultaneous communication with both server hosts described above.

d) Storage system must include necessary softwa

e) re, hardware, and microcode to support RAID levels 0-5.

f) All disk within the storage system must be read and write accessible to both servers simultaneously.

g) Storage system must include sufficient power supplies and controller hardware to provide full redundancy for storage system and a full complement of disk drives (DEC/Compaq part numbers DS-BA35X-HH and DS-BA35X-HE or equivalent)

h) Storage system must include dual redundant controllers with a minimum of 128 MB cache per controller.

i) Storage system must include all interface hardware, cables, terminators, etc. to make unit fully operational.

j) Storage system must include a quantity of fourteen  (14) 4.3GB disk drives and ten (10) 9.1GB drives for a combined capacity of 151.2 GB.

k) Storage system and components must be covered by a minimum 3 year on-site at MSFC warranty for parts and labor.

Requirements for item 3.
a) Item 3 calls for the acquisition of a Digital Linear Tape (DLT) subsystem which includes DEC/Compaq models DS-TZ89N-TA, 35/70 GB Digital Linear Tape Drive, Tabletop Model; KZPDA-AA digital fast, wide, single ended SCSI controller card on bulkhead; and BN21K-05 five meter SCSI-3 cable “or equal” with the following attributes.

a) Shall be interfaced with and hosted by one of the Alpha 4100 File Servers described in Item 1 above.

General Requirements:

1. System price includes delivery, installation, and initial configuration of all items.

2. System warranty covers parts and labor for three years.  Principle Period of Maintenance  (PPM) shall be 9x5, maximum 4 hour response time.

3. Systems and components described in this procurement action must be delivered at current ECO/revision level of hardware, firmware, and microcode.

