JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC –STD-123.  See work page for instructions.)


	1.  DRD Title
	2. Date of current version
	3. DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Engineering Design Change Proposal
	March 9,  2004
	104
	NNJ-BH4-HA7-4-001P

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category:  (check one)

	Define contractor proposed changes to controlled NASA requirements or product configuration.
	 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

	Technical

Administrative

SR&QA

	6.  References (Optional)
	7.  Interrelationships (e.g., with other DRDs) (Optional)

	EA-WI-027
	

	8.  Preparation Information (Include complete instructions for document preparation)

	SCOPE:

This DRD provides a description of the minimum information required to be submitted to NASA when a change to NASA requirements is believed by the contractor to save money, reduce risk, increase efficiency, improve performance, or improve safety.

CONTENTS:

The Engineering Design Change Proposal (EDCP) shall contain the following data as a minimum.  It is acceptable for the contractor to submit a change using the forms provided by the appropriate NASA change board.  

1. Contractor EDCP number, date, and title

2. Description of change including technical impacts and technical impacts if not changed.

3. Justification for change

4. Effectivity of the change specified in terms of deliverable subcontract products and affected serial number or version. 

5. Retrofit requirements and proposed incorporation/action when applicable.

6. Data Requirements Documents Affected

7. Estimate of cost impact

8. Impact to Schedule

9. Impacts to Safety 

FORMAT:

The contractor's format shall be used unless a NASA configuration control board form is used.  Changes to NASA controlled documentation shall be submitted with the current "From" text or drawing and the proposed "To" text or drawing.

MAINTENANCE:

None required
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