Attachment 1
Specifications for RFQ NNL04052766Q,
for Semiconductor Characterization System
(Amended 6/10/2004

(All changes are shown in red below)
1. Operating System

Windows XP Operating platform

Full Client/Server 10/100baseT network capability

Support for unlimited variety of printers

Remote operation via LAN or WAN

Supports Microsoft Office Word and Excel on the front panel

2. Control Software

Windows GUI based front panel operation (can be operated via LAN)

Built-in test sequencing with no programming for up to 1 million tests

Integrated support for external instrumentation included

Integrated support for Keithley Switch Matrices

Full Excel compatible data format

Report ready data graphs including popular formats .jpg, .gif, .bmp

3. Hardware Chassis

Embedded Pentium PC with 256M RAM

Integrated CD-RW drive

Integrated 40GB Hard Drive

SVGA input for connection of external Monitor

Integrated support for external monitors

Integrated  Full Kelvin Ground Unit

Maximum Output Power of 92W continuous

4. Measurement Hardware

Supports from 2-8 SMUs (Source Measure Units) Simultaneously:  2 medium power SMUs 
Options for both Medium Power and High Power SMUs

Up to 4 High Power SMUs simultaneously

“Smart-SMU” technology puts uP, memory and A/D Converter on every SMU

“Smart-SMU” technology allows true, parallel SMU operation

Option PreAmplifier adds ultra-low current capability to 0.01fA on either MP or HP SMU:  4200 PA Preamps fpr 4200-SMU
All SMUs are independently floating, with a Low Sense terminal on every SMU:  2 SMU channels   
