Attachment 1

2 Micron Laser Specifications

Please note the items highlighted in Red have been revised.

1) Wavelength: one laser at 2053.536 nm, second laser at 2053.204 nm at middle of temperature tuning range such as by Ho:Tm:YLF crystal
2) Output power: greater than 40 mW
3) Spectrum: single frequency
4) Spatial mode structure: TEM00
5) Coarse tuning: greater than 0.07 nm by temperature
6) Rapid fine tuning: greater than 4 GHz such as by PZT
7) Polarization: linear better than 95:1
8) Line width: less than 50 kHz over 1 ms
9) Output: coupled to single-mode polarization maintaining fiber
10) Optical isolation at output: Faraday isolated to greater than 40 dB
11) Environmental operating conditions: 20-25 degrees C heatsink
12) Physical size: within 6 inch length, 6 inch width, and 3 inch height
13) Operational lifetime: longer than 4000 hours
14) Electronics: regulated current and temperature with display of parameters

*Quotes received which exceeds the above minimum specifications – both in terms of the number of specifications exceeded and the perceived value as determined by the government - may be evaluated more highly than an offeror whose product just meets the minimum specifications.  The Government reserves the right to incorporate terms the offeror proposes that enhances the Government’s minimum specifications and is determined to represent the “Best Value”.  

