Reduced Vertical Separation Minimums (RVSM) – PR#4200078873
Install FAA required Reduced Vertical Separation Minimums (RVSM) modification on Gulfstream 1159 serial number 222.

 

     All work must be in accordance with an approved FAA Supplemental Type Certificate (STC).

 

     Remove aircraft autopilot for calibration and recertification at Honeywell or authorized repair facility.

 

     Aircraft shall be skin mapped to insure existing skin and paint around static ports are within acceptable tolerance for 

     certification.

 

     Aircraft shall be ground and flight checked to verify accuracy of installed equipment.

 

     Conduct or arrange for a monitored aircraft height keeping performance flight by over flying a height monitoring unit or by     

     flying with a technician and GPS based monitoring unit.

 

     Provide an International Operations Manual and Minimum Equipment List.

 

     Aircraft must be approved for operation in RVSM airspace.

  

Install Enhanced Ground Proximity Warning System With Windshear (EGPWS) with a world-wide terrain data base.

 

Certification and equipment shall be accomplished in accordance with applicable manufacture’s recommendations and FAA

Requirements. STC’s, 8110, and/or 337 approvals are required.

 

Aircraft weight and balance forms and equipment lists shall be updated.

 

Two sets of wiring diagrams shall be provided for all modification work. This includes system interconnects as well as tie-ins to existing systems.   
 

