	
	REQUEST FOR QUOTATION (RFQ)
	(THIS IS NOT AN ORDER)     

	Issued By:
	Arcata Associates, Inc. 

P.O. Box  5150

 Huntsville, Al 35814

                                                                                                                                              

	RFQ#: 100ARC34142
	
	Buyer: B. T. Sexton E::Mail:  billy.sexton@msfc.nasa.gov


	  

	Tel # 256-544-2689
	Date:   09/20/2004
	Arcata  Required Delivery Date:  10/29/2004
	

	Fax. #:256-544-5828
	
	Quote Requires FOB:  Destination
	

	Purchase Request No.

34142
	Date Quote Required

10/04/2004
	Cert for Nat Def Rating

DPA Req2/DMS Reg DO-C9

	
	
	

	IMPORTANT: (a) Arcata/UNITeS may (1) reject any or all offers if such action is in the best interest of Arcata , (2) accept other than the lowest offer, and (3) waive informalities and minor irregularities in offers received.

(b) Arcata may award a subcontract/order on the basis of the initial offer without discussions.

(c) Arcata intends to award one subcontract/order for the items defined in the RFQ.  This does not preclude or limit Arcata from making a split award if it is deemed to be in the best interest of Arcata.

(d) If you are unable to quote, please so indicate on this form and return it.  This request does not commit Arcata to pay any costs incurred in the preparation of the submission of this quotation or to contract for supplies or services.  Supplies are of domestic origin unless otherwise indicated by offeror.  Any representations or certifications attached to this Request for Quotation must be completed and submitted by the offeror in order to be considered responsive.
Arcata GENERAL PROVISIONS PART I and GOVERNMENT PROVISIONS FAR CLAUSES PART II, ( x ) will or (  ) will not apply to any purchase order which results from this quotation.

	
	
	
	
	

	SEE LAST PAGE FOR SPECIAL INSTRUCTIONS

	ITEM 
DESCRIPTION
	SALIENT FEATURES ATTACHED
	
	 
	QTY
	UNIT PRICE
	TOTAL PRICE

	
	
	
	

	Note: See minimum specifications page 3 of 3.
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	WARRANTY:
	
	Proposal based on Published Price List
	
	or GSA Schedule
	
	

	
	APPLICABLE PAGES ATTACHED
	
	

	DISCOUNT FOR PROMPT PAYMENT:
	
	/10 Days
	
	/20 Days
	
	/30 Days

	BUSINESS CLASSIFICATION (Check One):
	(
	
	)Large      (
	
	)Small     (
	
	)SDB       (
	
	)WO

	NAME AND ADDRESS OF QUOTER
	Signature of Person Authorized to Sign Quotation:

	
	

	
	Name:

	
	Title Of Signer:

	
	Telephone Number:

	
	Fax Number:

	BUYER’S  SHIPPING ADDRESS (FOB DEST)
	Delivery Date Quoted:
	

	Arcata BLDG  4471 ROOM 192 C
	FOB:
	
	Destination or

	MARSHALL SPACE FLIGHT CENTER, AL 35812
	
	
	Origin - City/State:

	
	
	
	


	Arcata
	REQUEST FOR QUOTATION – Continuation Sheet


	

	SUPPLIES/SERVICES DESCRIPTION  
	QTY
	UNIT PRICE
	TOTAL PRICE

	1. MPC7447A POWER PC RISC MICROPROCESSOR 
	1 Ea
	
	

	        SEE MINIMUM SPECIFICATIONS  ON PAGE 3 OF 3
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	 
	
	
	


                                                                  SPECIAL INSTRUCTIONS 

NOTE 1: SOLE MAKE AND MODEL. NO SUBSTITUTES.

NOTE 2: PROVIDE COPY OF PRICE SHEET OR DOCUMNTATION FOR COST WITH QUOTE.

NOTE 3: COMPLETE REPRESENTATIONS AND CERTIFICATIONS AND RETURN WITH QUOTE.

MPC7447A Minimum Specifications

1. Provide a hardware-modeling environment around an actual MC7447AHX1420LB PowerPC.

2. Hardware model must be able to interface with the Synopsys Model Source System that MSFC currently owns.

3. The hardware model must be functionally equivalent to the MC7447AHX1420LB except for the following items:

a. The model is not required to support the internal PLL within the device.

b. The model is not required to support the Power and Thermal Management functions of MPC7447 device

c. The model is not required to support the CLK_OUT signal

d. The BVSEL pins are not required to be supported in simulation.  This pin should be tied to OVDD for selecting the I/O voltage as 2.5v.

e. The JTAG/COP interface and LSSD Test mode does not need to be tested.

4. Hardware Model should be capable of being accessed over a network to run functional simulations with Mentor Graphics Tools.
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