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SECTION J

CISS GFE CRITICAL SPARES


	
	Nsn
	Generic Name
	Tech Description
	Qty
	 Price Avg.
	Standby Reten-tion Level
	Date Created
	Date Issue
	Index Description

	1
	1290014613928
	MODULE
	DUAL INPUT                                                    7456
	7
	 81.78 
	7
	09/09/94
	07/26/07
	FOR CONTROL PANEL MODELS XL3, MXL AND IXL. CERBERUS          PYROTRONICS PART NUMBERS LISTED BELOW.

	2
	2540014426140
	BASE
	5 7/8 INCH DIAMETER, 2 1/4 INCH HEIGHT, 2 WIRE                7456
	6
	 6.95 
	6
	11/03/94
	08/11/05
	SIMPLEX HEAT DETECTOR MODELS 2098 AND 4098. SIMPLEX PART NUMBER LISTED BELOW.

	3
	4210007201815
	EXTINGUI-SHER
	EMPTY, 2.5 GALLON CAPACITY, WALL BRACKET INCLUDED             7641
	35
	 93.39 
	35
	02/08/94
	09/06/07
	WATER AGENT, STORED PRESSURE DISCHARGE. STAINLESS STEEL.   PER CID A-A-392 AND AMEREX PART NUMBER LISTED BELOW.

	4
	421000JSC5027
	EXTINGUI-SHER
	20 POUND CAPACITY, 23 1/4 INCH HEIGHT, 10 1/4 INCH WIDTH,  7946  7 INCH DIAMETER, 15-21 FOOT RANGE, 30 SECOND DISCHARGE TIME
	5
	 81.55 
	5
	06/03/03
	12/03/03
	ABC DRY CHEMICAL, STORED PRESSURE EXTINGGUISHERS. CONTAINS SPECIALLY FLUIDIZED AND SILICONIZED MONO AMMONIUM PHOSPHATE CHEMICAL. CHEMICALLY INSULATES CLASS A FIRES BY MELTING AT APPROXIMATELY 350 DEGREES F AND COATS THE SURFACE TO WHICH IT

	5
	4210011237286
	MODULE
	RELAY                                                         7456
	4
	 149.13 
	4
	09/08/94
	02/22/05
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART        NUMBER LISTED BELOW.

	6
	4210011318754
	MODULE
	SWITCH, .05 AMP, 120 VOLTS, TWO SINGLE POLE, DOUBLE 7456  THROW, YELLOW LED INDICATOR
	2
	 88.49 
	2
	09/09/94
	02/26/08
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART        NUMBER LISTED BELOW.

	7
	4210011852762
	DETECTOR
	FIRE DETECTOR                                                 7456
	30
	 47.60 
	30
	12/12/91
	11/20/07
	IONIZATION, DUAL CHAMBER, HIGHLY STABLE SOLID STATE AMPLIFIER SWITCHING CIRCUIT. FIRST RESPONSE TO FIRE IN THE FORM   OF SMOKE OR INVISIBLE PRODUCTS OF COMBUSTION, UL LISTED.     CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	8
	4210013616921
	EXTINGUISHER
	5 POUND CAPACITY, 17 3/4 INCH HEIGHT, 8 3/4 INCH              7052  WIDTH, 5 1/4 INCH DIAMETER, HORN TYPE, 3 TO 8 FOOT RANGE, UL RATING 5B:C
	15
	 127.50 
	10
	09/16/92
	06/11/07
	FOR CLASS B FLAMMABLE LIQUID, GREASE FIRES AND CLASS C ELECTRICAL FIRES. SEAMLESS, LIGHTWEIGHT, HEAVY DUTY ALUMINUM ALLOY 6351-T6 CYLINDER WITH BRASS, CHROME PLATED, STRAIGHT   THREAD, O-RING SEALED, INTERCHANGEABLE VALVES, STAINLESS STEEL CARRY

	9
	4210013616922
	EXTINGUI-SHER
	10 POUND CAPACITY, 24 INCH HEIGHT, 12 INCH WIDTH, 7 INCH 7052  DIAMETER, HOSE TYPE, 3 TO 8 FOOT RANGE, UL RATING 10B:C
	10
	 184.60 
	10
	09/16/92
	06/11/07
	FOR CLASS B FLAMMABLE LIQUID, GREASE FIRES AND CLASS C ELECTRICAL FIRES. SEAMLESS, LIGHTWEIGHT, HEAVY DUTY ALUMINUM ALLOY 6351-T6 CYLINDER WITH BRASS, CHROME PLATED, STRAIGHT   THREAD, O-RING SEALED, INTERCHANGEABLE VALVES, STAINLESS STEEL CARRY

	10
	4210014355163
	EXTINGUI-SHER
	RED LINE 30, 30 POUND CAPACITY 7671
	7
	 298.80 
	7
	04/23/96
	03/28/97
	23 SECOND DISCHARGE TIME, 8 FOOT EFFECTIVE RANGE, 1.19 POUND PER SECOND AGENT FLOW RATE, 54 1/2 POUND CHARGED WEIGHT. EXTINGUISHING AGENT IS MET-L-X; DRY POWDER COMPOSED OF A SALT BASE PLUS A POLYMER FOR SEALING. MAY BE USED ON SODIUM, POT

	11
	4210014474180
	PULL BOX
	ALUMINUM WITH RED LETTERING 7456
	29
	 17.70 
	30
	08/19/94
	09/06/06
	MANUAL STATIONS, NON-CODED. NOTIFIER PART NUMBERS LISTED BELOW.

	12
	4210014474182
	PULL BOX
	RED ALUMINUM WITH SILVER LETTERING 7458
	30
	 18.59 
	30
	08/17/94
	09/06/06
	MANUAL STATIONS, NON-CODED. NOTIFIER PART NUMBERS LISTED BELOW.

	13
	4210014673616
	EXTINGUI-SHER
	10 POUND CAPACITY, 20 INCH HEIGHT, 7 3/4 INCH WIDTH, 7946  5 INCH DIAMETER, 15 TO 21 FOOT RANGE, 14 1/2 SECOND                DISCHARGE TIME, WALL BRACKET
	5
	 44.10 
	5
	06/03/03
	12/03/03
	ABC DRY CHEMICAL, STORED PRESSURE EXTINGGUISHERS. CONTAINS SPECIALLY FLUIDIZED AND SILICONIZED MONO AMMONIUM PHOSPHATE CHEMICAL. CHEMICALLY INSULATES CLASS A FIRES BY MELTING AT APPROXIMATELY 350 DEGREES F AND COATS THE SURFACE TO WHICH IT

	14
	4210014938162
	EXTINGUI-SHER
	5 POUND CAPACITY, WALL BRACKET INCLUDED                       7641
	10
	 29.70 
	10
	02/01/96
	12/03/03
	DRY CHEMICAL EXTINGUISHING AGENT.  AM GENERAL PART NUMBER LISTED BELOW.

	15
	4210015535045
	EXTINGUI-SHER
	30 POUND CAPACITY, 32 INCH HEIGHT, 13 INCH WIDTH, 8 INCH 7854  DIAMETER, RANGE WITH APPLICATOR: 3 TO 6 FEET, DISCHARGE  TIME: 18 SECONDS, RANGE WITH NOZZLE: 8 TO 10 FEET, DISCHARGE TIME: 13 SECONDS, TEMPERATURE RANGE: -40 DEGREE F TO 
	1
	 725.00 
	1
	04/01/98
	12/19/06
	FOR FIGHTING CLASS D FIRES, LITHIUM AND LITHIUM ALLOY, DRY   POWDER CONTAINING A COPPER EXTINGUISHING AGENT, SPECIAL CORROSION RESISTANT YELLOW, CLASS D, COLOR CODED PAINT FINISH. "SOFT FLOW" EXTENSION APPLICATOR KEEPS OPERATORS HANDS AWAY 

	16
	4210015535046
	RELEASING DEVICE
	PRESSURE SETTING: 1/2" X 1-1/4", VENT RATING: 40,             7546  MECH LOAD: 50 POUNDS
	1
	 45.00 
	1
	06/15/95
	
	FOR SUPROTEX DELUGE, UNSUPERVISED PRE-ACTION OR DELUGE VALVE OPERATIONS.  SINGLE ACTING DIAPHRAGM, CAST IRON HOUSING. AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	17
	431000JSC5239
	DIAPHRAGM
	BLACK, 2 INCH DIAMETER                                        7851
	1
	 241.90 
	1
	04/07/98
	07/26/06
	FOR ELLINGTON BUILDING 135 AND 276 DELUGE SYSTEM. BUNA-N-RUBBER. GRINNELL PART NUMBER LISTED BELOW.

	18
	431000JSC5244
	PUMP
	7930
	1
	 589.00 
	1
	09/20/01
	
	FOR RETROFIT PROTEC CLOUD CHAMBER. VACUUM PUMP. SAFE FIRE   DETECTION PART NUMBER LISTED BELOW.

	19
	432000JSC5163
	KIT
	VACUUM PUMP KIT, REBUILD, 2 ITEMS PER KIT                     7908
	1
	 99.00 
	1
	04/20/00
	
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION LISTED BELOW.

	20
	432000JSC5164
	PUMP
	VACUUM                                                        7889
	1
	 924.00 
	1
	04/20/00
	01/03/08
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	21
	472000JSC5440
	HOSE
	RED, 1/4 INCH INSIDE DIAMETER, 5/8 INCH OUTSIDE DIAMETER      2624
	1
	 1,237.50 
	1
	09/27/94
	11/30/05
	SMOOTH INSIDE SURFACE, 500 PSI, -67 TO 158 DEGREE F TEMPERATURE RANGE, TWO BRAID, WILL NOT SNAKE OR TWIST UNDER PRESSURE. NOLAND AND GATES PART NUMBERS LISTED BELOW.

	22
	4810013008569
	MODULE
	RELEASING DEVICE, 5 MILLIAMPS NORMAL, 1.5 AMPS MAXIMUM, 7456  3 OHMS MAXIMUM LINE RESISTANCE
	2
	 111.75 
	2
	09/08/94
	06/15/06
	FOR SYSTEM 3 ALARM CONTROL.  CERBERUS PYROTRONICS PART        NUMBER LISTED BELOW.

	23
	4820002018362
	REGULATOR
	1 3/4 INCH DIAPHRAGM, 4-80 PSIG DELIVERY RANGE, 7855  3000 PSIG INLET, 540 CGA INLET CONNECTION
	1
	 115.08 
	1
	04/01/98
	10/27/06
	GAS SERVICE OXYGEN, MODEL SR250. FORGED BRASS BODY AND HOUSING CAP, TWO-2 INCH DIAL PRESSURE GAUGES. VICTOR PART    NUMBER LISTED BELOW.

	24
	482000JSC5826
	AIR PLATE
	4 INCH DIAMETER 7546
	1
	 26.50 
	1
	06/15/95
	
	FOR DRY PIPE VALVE C-2. RUBBER MATERIAL. VIKING PART NUMBER LISTED BELOW.

	25
	482000JSC5828
	SEAT
	4 INCH, CLAPPER 7456
	2
	 63.00 
	2
	06/15/95
	
	FOR VIKING DELUGE VALVE MODEL D-5. VIKING PART NUMBERS LISTED BELOW.

	26
	482000JSC5834
	SEAT
	3 INCH, INNER DIAPHRAGM 7456
	2
	 63.00 
	2
	06/15/95
	12/13/02
	FOR VIKING DELUGE VALVE MODEL D-5. VIKING PART NUMBERS LISTED BELOW.

	27
	482000JSC5850
	VALVE
	DIFFERENTIAL 7585
	4
	 35.33 
	4
	09/01/95
	
	FOR 3 INCH DRY PIPE VALVE MODEL G. STAR SPRINKLER PART NUMBER LISTED BELOW.

	28
	482000JSC5856
	CHAMBER ASSEMBLY
	VALVE 7703
	0
	 1,116.40 
	1
	05/29/96
	09/03/96
	FOR IFD II DETECTOR. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	29
	482000JSC5857
	VALVE
	ROTOR 7703
	1
	 900.00 
	1
	05/29/96
	02/05/97
	FOR IFD II DETECTION. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	30
	4820015535044
	KIT
	KIT INCLUDES: SEAT GASKET #1102 AND COVER GASKET #1103        7585
	2
	 39.85 
	2
	11/22/95
	
	FOR 4 INCH DRY PIPE VALVE, GRUNAU MODEL A.  KIT CONSISTS OF:                                                  1. ONE COVER GASKET, P/N 1103
2. ONE SEAT  GASKET, P/N 1102 STAR SPRINK

	31
	533000JSC5789
	FACING
	2 INCH MODEL C 7546
	2
	 43.24 
	1
	06/15/95
	
	RELIABLE AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	32
	533000JSC5791
	SEAL
	2 1/2 INCH DIAMETER 7546
	4
	 13.53 
	4
	06/15/95
	08/04/03
	FOR 6 INCH AUTOMATIC DELUGE VALVE MODEL C. AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	33
	533000JSC5797
	FACING
	4 INCH MODEL B WETPIPE                                      7546
	2
	 11.00 
	2
	06/15/95
	
	RELIABLE AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	34
	533000JSC5798
	FACING
	4 INCH MODEL C-1 DRYPIPE VALVE 7546
	1
	 128.00 
	1
	06/15/95
	05/12/05
	RELIABLE AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	35
	533000JSC5799
	FACING
	6 INCH MODEL B WETPIPE VALVE 7546
	2
	 5.00 
	2
	06/15/95
	
	RELIABLE AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	36
	533000JSC5805
	FACING
	4 INCH MODEL A-4 MULTIMATIC DELUGE VALVE 7546
	1
	 38.00 
	1
	06/15/95
	
	RUBBER. GRINNELL PART NUMBERS LISTED BELOW.

	37
	533000JSC5806
	FACING
	6 INCH MODEL A-4 MULTIMATIC DELUGE VALVE 7546
	1
	 39.60 
	1
	06/15/95
	
	RUBBER. GRINNELL PART NUMBERS LISTED BELOW.

	38
	533000JSC5817
	WASHER
	7546
	1
	 29.70 
	1
	06/15/95
	
	FOR FOUR INCH ALARM VALVE MODEL F. BRASS. FIREMASTER SPRINKLER PART NUMBER LISTED BELOW.

	39
	533000JSC5820
	FACING
	4 INCH MODEL A ALARM VALVE 7546
	4
	 22.90 
	4
	06/15/95
	
	RUBBER. GRINNELL PART NUMBERS LISTED BELOW.

	40
	533000JSC5848
	O-RING
	CLOUD CHAMBER 7904
	11
	 2.03 
	37
	04/20/00
	08/25/05
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	41
	534000JSC8484
	AIR SEAT
	7546
	1
	 48.89 
	1
	06/15/95
	
	FOR 3 INCH DRY PIPE VALVE MODEL G. STAR SPRINKLER PART NUMBER LISTED BELOW.

	42
	534000JSC8486
	DISC
	OUTER 7546
	2
	 36.61 
	2
	06/15/95
	
	FOR 3 INCH DRY PIPE VALVE MODEL G. STAR SPRINKLER PART NUMBER LISTED BELOW.

	43
	534000JSC8502
	PLATE
	MOTOR ASSEMBLY 7703
	1
	 24.10 
	1
	05/29/96
	09/03/96
	FOR IFD II DETECTOR. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	44
	534000JSC8503
	PLATE
	SEAL 7703
	1
	 120.40 
	1
	05/29/96
	09/03/96
	FOR IFD II DETECTOR. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	45
	534000JSC8504
	RING
	3 INCH DIAMETER, 25 PER BOX 7591
	2
	 24.13 
	2
	08/16/96
	
	SPLIT KEY, NICKEL PLATE FINISH. LUCKY LINE PART NUMBER LISTED BELOW.

	46
	534000JSC8510
	STRAP
	GROUNDING 7936
	4
	 4.74 
	4
	06/21/02
	08/20/02
	FOR FIRE ALARM. EDWARDS SYSYTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	47
	5340014488647
	PLATE
	7456
	100
	 2.83 
	100
	07/12/95
	06/06/05
	FOR HEAT DETECTOR SERIES 500. THERMAL PLASTIC POLYPROPYLENE. FOR MOUNTING 3 TO 4 INCH JUNCTION BOX OR PLASTIC      RING. BADGER/CHEMETRONICS PART NUMBER LISTED BELOW.

	48
	536000JSC5320
	SPRING
	7546
	1
	 3.30 
	1
	06/15/95
	
	FOR 4 INCH FIRE ALARM VALVE MODEL E. WET-PIPE SPRINKLER SYSTEM. RELIABLE AUTOMATIC SPRINKLER PART NUMBER LISTED BELOW.

	49
	536000JSC5321
	SPRING
	DIFFERENTIAL 7546
	2
	 6.22 
	2
	06/15/95
	
	FOR 3 INCH DRY PIPE VALVE MODEL G. STAR SPRINKER PART NUMBER LISTED BELOW OR EQUAL.

	50
	536000JSC5322
	SPRING
	FOR 8 INCH MODEL A WET PIPE VALVE 7546
	3
	 25.38 
	3
	06/16/95
	09/10/03
	AUTOMATIC SPRINKLER PART NUMBER LISTED BELOW.

	51
	536000JSC5324
	FACING
	4 INCH MODEL E   ALARM VALVE 7543
	1
	 22.29 
	1
	07/21/95
	
	RELIABLE AUTOMATIC SPRINKLER PART NUMBERS LISTED BELOW.

	52
	536000JSC5325
	SPRING
	FOR 3 INCH STAR DRY PIPE VALVE 7585
	4
	 6.36 
	4
	12/11/95
	
	STAR SPRINKLER PART NUMBER LISTED BELOW.

	53
	536500JSC5830
	RING
	RETAINING, 10 PER PACKAGE 7905
	2
	 18.70 
	2
	04/20/00
	
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	54
	536500JSC5831
	RING
	RETAINING, 10 PER PACKAGE 7906
	1
	 68.60 
	1
	04/20/00
	10/06/04
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	55
	582000JSC5677
	COMPUTER ASSEMBLY
	7458
	1
	 2,681.62 
	1
	03/28/96
	01/02/03
	FOR D-500 PLUS RADIO ALARM, COMPUTER-AIDED DISPATCH INFORMATION AND MANAGEMENT REPORTS. MONACO PART NUMBER       LISTED BELOW.

	56
	582000JSC5678
	MONITOR
	COLOR, 14 INCH, VIDEO ASSEMBLY, REPAIRABLE                    7458
	1
	 203.55 
	1
	03/28/96
	
	FOR D-500 PLUS RADIO ALARM, COMPUTER-AIDED DISPATCH INFORMATION AND MANAGEMENT REPORTS. MONACO PART NUMBER       LISTED BELOW.

	57
	582000JSC5679
	PRINTER
	REPAIRABLE  7458
	1
	 316.33 
	1
	03/28/96
	06/13/02
	FOR D-500 PLUS RADIO ALARM, COMPUTER-AIDED DISPATCH INFORMATION AND MANAGEMENT REPORTS. MONACO PART NUMBER LISTED BELOW.

	58
	582000JSC5680
	ASSEMBLY
	RFM 5000, CUSTOM OPTION, REPAIRABLE                           7458
	1
	 2,195.00 
	1
	03/28/96
	01/02/03
	FOR D-500 PLUS RADIO ALARM, COMPUTER-AIDED DISPATCH INFORMATION AND MANAGEMENT REPORTS. MONACO PART NUMBER LISTED BELOW.

	59
	583500JSC5141
	LAMP
	7456
	3
	 10.00 
	3
	09/08/94
	
	FOR FIRE CONTROL PANEL MODEL AM2020 AND SYSTEM 5000. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	60
	589500JSC5175
	MODULE
	COMMUNICATION, 5 VOLT INPUT + OR - 5%, 20 MILLIAMPS 7456
	1
	 81.00 
	1
	09/08/94
	
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	61
	589500JSC5176
	TRANSCEI-VER
	16 X 12 X 4 INCH, NEMA 1 ENCLOSURE, 16 ZONES, TYPE BT2-4/EF,  7456  60 HOUR BATTERY BACKUP AND CHARGING CIRCUITRY
	0
	 3,415.87 
	2
	09/08/94
	09/13/05
	PROVIDES DTMF ENCODED RADIO TRANSMISSION OF ALARMS, TROUBLES AND RESTORATIONS. MONACO ENTERPRISES PART NUMBERS LISTED BELOW.

	62
	589500JSC5177
	TRANSCEI-VER
	BT2-3 , NARROWBAND, 5 ZONES OF ALARM AND TROUBLE REPORTING,   7456  4 WATT, NEMA 1 ENCLOSURE 20 X 12 X 4 INCH, 60 HOUR BATTERY         BACKUP AND CHARGING CIRCUITRY
	0
	 2,956.10 
	2
	09/08/94
	12/12/03
	PROVIDES DTMF ENCODED RADIO TRANSMISSION OF ALARMS, TROUBLES AND RESTORATIONS. MONACO ENTERPRISES PART NUMBERS LISTED BELOW.

	63
	590500JSC5816
	THERMIS-TOR
	MATCHED SET                                                   7456
	2
	 192.79 
	2
	12/05/94
	10/26/95
	FOR INLET SELECTOR MANIFOLD ASSEMBLY. ENVIRONMENT ONE PART   NUMBER LISTED BELOW.

	64
	5905014554042
	THERMIS-TOR ASSEMBLY
	1/8 INCH MALE PIPE, 2-3 INCH WIRE LEADS                       7456
	5
	 61.94 
	5
	12/05/94
	08/28/97
	THERMAL RESISTOR, BRASS, WATER FILLED BULB, NYLON JACKET COVER. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	65
	5920012341907
	ARRESTOR
	INCLUDES TWO 10 INCH STRIPS COAX SEAL, BOX ENCASED 7456
	2
	 74.99 
	2
	09/08/94
	05/11/05
	FOR MONACO RADIO ALARM SYSTEM. STATIC DISCHARGE UNIT PROTECTS AGAINST NUCLEAR ELECTROMAGNETIC PULSE AND LIGHTNING    SURGE VOLTAGES. MONACO ENTERPRISES PART NUMBER LISTED BELOW.

	66
	5930005484240
	SWITCH
	460 VOLTS AC, 250 VOLTS DC, SPDT 7547
	1
	 37.12 
	1
	08/28/95
	
	ONE POSITION MOMENTARY SINGLE UNIT. FULLY ENCLOSED, 23M HOLE MOUNTED. HONEYWELL PART NUMBER LISTED BELOW.

	67
	593000JSC5593
	SWITCH KIT
	7478
	1
	 50.00 
	1
	08/17/94
	12/22/05
	ANNUNCIATOR KEY, FOR CONTROL SWITCHES ON THE ACM/AEM-16AT, ACCESS SECURITY. KIT INCLUDES:                                    1. KEY                                                      2. HARDWARE FOR MOUNTING                                    3. AD

	68
	593000JSC5594
	SWITCH
	CONTACT RATINGS: 10 AMPS 125 VOLTS AC, 2.5 AMPS 24 VOLTS DC   7456
	2
	 59.56 
	2
	08/19/94
	08/09/06
	POST INDICATOR, FOR SUPERVISING ABNORMAL CONDITIONS OF WATER VALVES. DIE CAST METAL HOUSING, 3/4 INCH TAPPED CONDUIT POST INDICATOR. NOTIFIER PART NUMBER LISTED BELOW.

	69
	593000JSC5597
	SWITCH
	2 INCH  7456
	2
	 116.00 
	2
	08/19/94
	11/30/06
	FOR WETPIPE SPRINKLER SYSTEMS. CONTACT RATINGS: 10 AMPS AT 125 VOLTS AC, 2.5 AMPS AT 24 VOLTS DC, FLOW RATE 4-10 GPM MINIMUM, 32 TO 120 DEGREE F OPERATING TEMPERATURE, 175 PSI   PRESSURE RATING. NOTIFIER PART NUMBERS LISTED BELOW.

	70
	593000JSC5599
	SWITCH
	6 INCH 7456
	2
	 113.10 
	2
	08/19/94
	12/01/06
	FOR WETPIPE SPRINKLER SYSTEMS. CONTACT RATINGS: 10 AMPS AT 125 VOLTS AC, 2.5 AMPS AT 24 VOLTS DC, FLOW RATE 4-10 GPM MINIMUM, 32 TO 120 DEGREE F OPERATING TEMPERATURE, 175 PSI   PRESSURE RATING. NOTIFIER PART NUMBERS LISTED BELOW.

	71
	593000JSC5600
	SWITCH
	125/250 VOLTS, 24 VOLTS DC, 10 AMPS, TWO SPDT                 7456
	2
	 77.30 
	2
	08/19/94
	06/08/06
	SUPERVISORY. FOR GATE VALVE. NOTIFIER PART NUMBER LISTED BELOW.

	72
	593000JSC5601
	SWITCH
	1/2 AMPS, 125 VOLTS, 1/4 AMPS, 250 VOLTS DC, SPDT 7456
	4
	 17.43 
	2
	09/08/94
	09/13/05
	TAMPER, TYPE BT2-4. MONACO PART NUMBER LISTED BELOW.

	73
	593000JSC5603
	SWITCH
	10-200 PSIG, 8 PSIG DEADBAND, SWITCH ACTION; SPST OPENS ON 7456 INCREASE, ELECTRICAL RATINGS; 120/240 VOLTS AC, 10/5 AMPS AC, 120/240 VOLTS DC, 10/5 AMPS DC, HP 3/4 AC, 1/3 DC.
	0
	 121.59 
	2
	11/03/94
	
	FOR GASES, STEAM, AND LIQUIDS. 403 STAINLESS STEEL BOURDON TUBE, VISIBLE CALIBRATED DIAL, AJUSTABLE DEADBAND, MERCURY SWITCH OPERATION. MERCOID PART NUMBER LISTED BELOW.

	74
	593000JSC5605
	SWITCH
	3/4 INCH THREADS 7456
	0
	 4.50 
	5
	11/03/94
	
	AUTOMATIC DOOR. ACCOMMODATES WIRING DEVICES AND ACT AS PULL BOXES FOR CONDUCTORS. THREADED FOR RIGID CONDUIT, WITH MOUNTING LUGS. CROUSE-HINDS PART NUMBER LISTED BELOW.

	75
	593000JSC5606
	SWITCH
	125 VOLTS AC, .1 AMP, ONE RED WIRE, ONE YELLOW WIRE 7456
	0
	 3.00 
	4
	11/03/94
	
	SONTRIX PART NUMBER LISTED BELOW.

	76
	593000JSC5611
	SWITCH
	1 1/2 INCH 7456
	1
	 70.00 
	1
	12/02/94
	
	FOR WETPIPE SPRINKLER SYSTEMS. CONTACT RATINGS: 10 AMPS AT 125 VOLTS AC, 2.5 AMPS AT 24 VOLTS DC, FLOW RATE 4-10 GPM MINIMUM, 32 TO 120 DEGREE F OPERATING TEMPERATURE, 175 PSI   PRESSURE RATING. NOTIFIER PART NUMBERS LISTED BELOW.

	77
	593000JSC5612
	SWITCH
	RED, 1/2 INCH CONNECTION, 10 TO 130 PSI RANGE, 300 PSI,       7456 SPDT
	3
	 150.99 
	3
	12/02/94
	12/07/06
	DUAL, SUPERVISORY/CONTROL SWITCH. DIE CAST ALUMINUM CASE.  SPRINKLER. UNITED ELECTRIC CONTROLS PART NUMBER LISTED BELOW.

	78
	593000JSC5613
	SWITCH
	1/2 INCH NPT, SPDT, 3 WIRE LEADS 7456
	1
	 35.00 
	1
	12/05/94
	
	SUPERVISES OPEN POSITION OF OUTSIDE SCREW AND YOKE GATE VALVES, CONTROLLING WATER SUPPLIES TO AUTOMATIC SPRINKLER FIRE PROTECTION SYSTEMS. KILLARK PART NUMBER LISTED BELOW.

	79
	593000JSC5634
	SWITCH
	7547
	1
	 70.61 
	1
	08/23/95
	07/29/02
	KEY OPERATED, ID NUMBER T159, 2 POSITION MAINTAINED. G.E. PART NUMBER LISTED BELOW.

	80
	593000JSC5642
	SWITCH
	2 INCH SIZE, 2 SETS OF SPDT CONTACTS 7752
	1
	 68.78 
	1
	11/06/96
	
	FOR WET SPRINKLER SYSTEMS. VANE-TYPE. POTTER ELECTRIC PART NUMBER LISTED BELOW.

	81
	593000JSC5643
	SWITCH
	ELECTRICAL RATINGS: 5 HP, 3 PHASE 250 PSI MAXIMUM 7853
	2
	 176.13 
	2
	04/02/98
	12/07/06
	FOR HEAVY DUTY AIR COMPRESSORS. STEEL CASE AND COVER, VISIBLE CONTACTS, NO DRIFT PRESSURE SETTINGS, CAPTIVE COVER NUT, TWO GROUND SCREWS, AUTOMATIC UNLOADER VALVE. FURNAS PART NUMBER LISTED BELOW.

	82
	5930012314542
	PULL STATION
	SINGLE ACTION, PULL DOWN LEVER, SWITCH: N.O. SPST, 7768  .75 AMP @ 125 VOLTS AC/DC
	5
	 55.00 
	5
	01/31/97
	
	MOLDED POLYCARBONATE CONSTRUCTION, SHOCK AND VIBRATION RESISTANT, UL LISTED. RED MATTE FINISH, WHITE LETTERING.     CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	83
	5930012326513
	SWITCH
	TRIPLE BIASED, SPDT, 3/16 TO 5/8 INCH GAP                     7456
	4
	 132.05 
	4
	11/03/94
	12/26/00
	HIGH SECURITY, ANODIZED ALLOY HOUSING, 3 FOOT STAINLESS STEEL ARMORED CABLE, CONTACT DOOR. SENTROL PART NUMBER LIST- ED BELOW.

	84
	5930012382588
	SWITCH
	5 3/4 X 2 X 1 1/2 INCH HOUSING, SPDT 7456
	3
	 21.67 
	3
	11/03/94
	
	EXPLOSION-PROOF, MAGNETIC CONTACTS, #6 SCREW TERMINALS. BALANCED DOOR. SENTROL PART NUMBER LISTED BELOW.

	85
	5930014513074
	SWITCH
	4 INCH 7456
	2
	 99.25 
	2
	08/19/94
	03/31/05
	FOR WETPIPE SPRINKLER SYSTEMS. CONTACT RATINGS: 10 AMPS AT 125 VOLTS AC, 2.5 AMPS AT 24 VOLTS DC, FLOW RATE 4-10 GPM MINIMUM, 32 TO 120 DEGREE F OPERATING TEMPERATURE, 175 PSI   PRESSURE RATING. NOTIFIER PART NUMBERS LISTED BELOW.

	86
	5930014521122
	SWITCH
	2 1/2 INCH 7456
	2
	 120.89 
	2
	08/19/94
	04/01/05
	FOR WETPIPE SPRINKLER SYSTEMS. CONTACT RATINGS: 10 AMPS AT 125 VOLTS AC, 2.5 AMPS AT 24 VOLTS DC, FLOW RATE 4-10 GPM MINIMUM, 32 TO 120 DEGREE F OPERATING TEMPERATURE, 175 PSI   PRESSURE RATING. NOTIFIER PART NUMBERS LISTED BELOW.

	87
	5930014575405
	SWITCH
	24 INCH ARMORED CABLE, 2 INCH GAP, SPDT CONTACTS 7456
	4
	 23.40 
	4
	11/03/94
	08/06/99
	OVERHEAD DOOR, ADJUSTABLE MAGNET WITH L BRACKET, EPOXY SEALED PROTECTS FROM MOISTURE. ADEMCO PART NUMBER LISTED BELOW.

	88
	5930014674906
	SWITCH
	RED ENAMEL FINISH, 1/2 INCH NPT 7456
	3
	 63.00 
	3
	12/05/94
	08/09/06
	DIE-CAST ALUMINUM COVER, DIE CAST ZINC BASE. TAMPER RESISTANT COVER SCREWS. NOTIFIER AND POTTER ELECTRIC PART NUMBERS LISTED BELOW.

	89
	5930014813569
	BOX
	FIRE ALARM, ADDRESSABLE, MANUAL, SINGLE ACTION, MOLDED 7456  POLYCARBONATE WITH RED FINISH AND WHITE LETTERING
	6
	 102.28 
	3
	09/08/94
	08/02/07
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	90
	5930015392312
	SWITCH
	RED LEXAN COVER, PRESSURE SET 4 TO 8 PSI, 0.7 TO 7456  1.7 PSI ACTUATION VALVE, 175 PSI WORKING PRESSURE  15 AMPS @ 125/250 VAC, 2.5 AMPS @ 30 VDC, PRESSURE                 CONNECTION: 1/2" BRASS NPT MALE, ELECTRICAL CONNECTIO
	3
	 162.70 
	3
	12/05/94
	02/16/06
	FOR WET, DRY, PREACTION, DELUGE OR FOAMWATER SPRINKLER SYSTEMS. TYPE J54, MODEL 14432. SINGLE POLE, DOUBLE THROW,   NEMA 1. DIE CAST ALUMINUM BASE. VIKING PART NUMBER LISTED BELOW.

	91
	5930015461742
	SWITCH
	ADJUSTABLE RANGE 10 TO 175 PSI, 1/2" BRASS MALE THREADED 7975  BASE, DUAL SPDT
	2
	 494.76 
	2
	07/12/06
	
	FOR AIR, NITROGEN OR WATER. WILL ACTIVATE LOW PRESSURE ALARM. UL LISTED AND FACTORY MUTUAL APPROVED FOR APPLICATION IN WHICH IT IS USED. SHALL HAVE THE ABILITY TO BE WIRED FOR CLASS A OR CLASS B SERVICE AND BE FIELD ADJUSTABLE. VIKING   PART NUMBER

	92
	594500JSC5267
	RELAY
	10 AMPS AT 115 VOLTS AC, -58 TO 185 DEGREE F AMBIENT 7456  TEMPERATURE
	18
	 28.00 
	15
	07/29/94
	12/19/07
	FOR HVAC, TEMPERATURE CONTROL, FIRE ALARM, SECURITY, ENERGY MANAGEMENT, AND LIGHT CONTROL SYSTEMS.  ENCAPSULATED, RED LED TO INDICATED RELAY IS ENERGIZED, 6 INCH LEADS. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	93
	594500JSC5268
	RELAY MODULE
	EXPANDS THE CR-4 TO 8 FORM C RELAY CONTACTS 7458
	3
	 152.71 
	3
	08/17/94
	08/22/03
	FOR NOTIFIER SYSTEM 500. CIRCUIT CARD MOUNTS BEHIND THE CR-4, HARDWARE PROVIDED. WITH REMOVEABLE FIELD WIRING TER-   MINAL BLOCKS.  NOTIFIER PART NUMBER LISTED BELOW.

	94
	594500JSC5270
	RELAY AND BASE
	7456
	1
	 91.54 
	1
	03/14/95
	
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	95
	594500JSC5272
	RELAY
	2 1/2 INCH LENGTH, 1 1/2 INCH WIDTH, 1 INCH HEIGHT 7456
	14
	 16.44 
	8
	11/03/94
	
	REQUIRED FOR FOUR-WIRE DETECTION LOOP TO MONITOR FOR END OF LINE INTEGRITY. EPOXY ENCAPSULATED. SIMPLEX PART NUMBER LISTED BELOW.

	96
	594500JSC5273
	RELAY CAN
	11 PINS, 4 3/4 INCH LENGTH 7456
	1
	 45.00 
	1
	12/02/94
	
	NOTIFIER PART NUMBERS LISTED BELOW.

	97
	594500JSC5274
	RELAY CAN
	11 PINS, 4 3/4 INCH LENGTH 7456
	1
	 20.00 
	1
	12/02/94
	
	NOTIFIER PART NUMBERS LISTED BELOW.

	98
	594500JSC5296
	RELAY
	 5.8MA   DC, DMDT  7547
	1
	 24.75 
	1
	08/28/95
	
	FOR SPECIAL HAZARD FIRE ALARM SYSTEMS. PROTECTOWIRE PART     NUMBERS LISTED BELOW.

	99
	594500JSC5297
	RELAY
	 9  MA  DC, 4PDT 7547
	1
	 27.72 
	1
	08/28/95
	
	FOR SPECIAL HAZARD FIRE ALARM SYSTEMS. PROTECTOWIRE PART     NUMBERS LISTED BELOW.

	100
	594500JSC5298
	RELAY
	24 VDC, 4PDT 7547
	1
	 24.75 
	1
	08/28/95
	
	FOR SPECIAL HAZARD FIRE ALARM SYSTEMS. PROTECTOWIRE PART     NUMBERS LISTED BELOW.

	101
	594500JSC5299
	RELAY
	24 VDC, DMDT 7547
	1
	 21.78 
	1
	08/28/95
	
	FOR SPECIAL HAZARD FIRE ALARM SYSTEMS. PROTECTOWIRE PART     NUMBERS LISTED BELOW.

	102
	594500JSC5300
	RELAY
	 5.8MA  DC, 4PDT 7547
	1
	 27.72 
	1
	08/28/95
	
	FOR SPECIAL HAZARD FIRE ALARM SYSTEMS. PROTECTOWIRE PART     NUMBERS LISTED BELOW.

	103
	594500JSC6300
	RELAY
	120 VOLTS AC, 60 HERTZ, SERIAL NUMBER 4476-R-E    B048 1 7917
	1
	 1,430.57 
	1
	08/04/00
	
	FOR CONTROL SYSTEM DE-48-9 IN BUILDING 48, MCPP. SINGLE PHASE, SOLID STATE DEVICE. NORMALLY OPEN TIMED OUTPUT, INVERSE TIME TIMING, 125 VOLTS DC, 100/120 VOLTS AC POWER SUPPLY, ONE TARGET; CURRENT OPERATED, AUXILLARY RELAY OUT-   PUT (ONE NO

	104
	5945010365383
	RELAY
	COIL 12 VOLTS DC, 1152 OHMS, FORM A CONTACT 7456
	1
	 6.82 
	1
	07/12/95
	
	EPOXY MOLDED HALF SHIELD, SOLID WIRE LEADS, .1 INCH GRIP SPACING, RHODIUM MATERIAL ON DRY REEDS. STRUTHERS-DUNN PART NUMBER LISTED BELOW.

	105
	5945013860453
	MODULE
	RELAY, HIGH GOING: 26 MILLIAMPS PER RELAY, LOW GOING:  7456  21 MILLIAMPS PER RELAY, 2 AMPS, 125 VOLTS AC OR 30 VOLTS DC CONTACTS
	4
	 109.87 
	4
	09/08/94
	09/04/01
	FOR SYSTEM 3 ALARM SYSTEM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	106
	596100JSC6095
	PHOTOELECTRIC CELL
	WITH CONNECTIONS                                              7456
	2
	 742.50 
	2
	12/05/94
	12/29/97
	FOR ROTARY VALVE CLOUD CHAMBER HUMIDIFIER MOTOR ASSEMBLY. LED. SAFE FIRE DETECTION PART NUMBER LISTED BELOW.

	107
	596100JSC6107
	DETECTOR ASSEMBLY
	PHOTOCELL 7585
	4
	 100.30 
	2
	09/01/95
	06/15/06
	FOR CIRRUS AIR SAMPLING SYSTEM. ENVIRONMENT ONE PART NUMBERS LISTED BELOW.

	108
	596100JSC6108
	DETECTOR ASSEMBLY
	LIGHT EMITTING DIODE                                          7585
	3
	 120.40 
	3
	09/01/95
	05/30/96
	FOR CIRRUS AIR SAMPLING SYSTEM. ENVIRONMENT ONE PART NUMBERS LISTED BELOW.

	109
	596100JSC6115
	PHOTOCELL ASSEMBLY
	LED, MATCHED PAIR                                             7893
	3
	 450.00 
	3
	04/20/00
	05/26/06
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	110
	596300JSC5010
	MODULE
	24 VDC @ 25 MA, RELAY CONTACTS 30 VDC @ 3.0 A FORM C 7947
	1
	 594.00 
	1
	08/20/03
	05/13/05
	ZONE RELEASE MODULE HAS TWO INDEPENDENT SOLENOID RELEASE CIRCUITS, OPERATES EITHER OR BOTH. PROVIDES THE INTERFACE BETWEEN FIRE SUPPRESSION SYSTEMS AND IRC-3. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	111
	5963015120005
	MODULE
	CONTROLLABLE SIGNAL/RELEASING, 24 VOLTS DC, 1.5 AMPS          7456 PER CIRCUIT
	1
	 263.00 
	1
	09/08/94
	12/29/95
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	112
	597500JSC6297
	PLATE
	BLANK FACE FOR ENCLOSURE 7456
	27
	 4.00 
	10
	09/08/94
	
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	113
	597500JSC6298
	PANEL
	4 INCH WIDTH, 5 7/8 INCH LENGTH 7456
	4
	 4.50 
	2
	11/03/94
	
	SIMPLEX PART NUMBER LISTED BELOW.

	114
	597500JSC9223
	ENCLOSURE
	N/A  7936
	1
	 550.00 
	1
	06/21/02
	08/20/02
	FOR FIRE ALARM. WALLBOX ONLY. THREE CHASSIS MOUNTING SPACE.  EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	115
	597500JSC9224
	ENCLOSURE
	N/A  7936
	1
	 760.10 
	1
	06/21/02
	08/20/02
	FOR FIRE ALARM. INNER DOORS AND OUTER DOORS FOR 3-CAB21B.   EDWARDS SYSYTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	116
	598000JSC5070
	DISPLAY AND LEAD
	LCD 7891
	2
	 1,043.16 
	2
	04/20/00
	09/16/04
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	117
	598000JSC5071
	MODULE
	2 MA STANDBY CURRENT, 15 MA ALARM CURRENT 7939
	2
	 238.00 
	2
	06/24/02
	09/05/02
	FOR FIRE ALARM. 24 RED LIGHT EMITTING DIODES, NO SWITCHES.   FOR ALARM ANNUNCIATION. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	118
	598000JSC5072
	MODULE
	2 MA STANDBY CURRENT, 15 MA ALARM CURRENT 7939
	2
	 238.00 
	2
	06/24/02
	
	FOR FIRE ALARM. 24 YELLOW LIGHT EMITTING DIODES, NO          SWITCHES. FOR SUPERVISORY AND TROUBLE ANNUNCIATION. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	119
	598000JSC5073
	CONTROL MODULE
	2 MA STANDBY CURRENT, 15 MA ALARM CURRENT 7939
	2
	 338.63 
	2
	06/24/02
	01/03/06
	FOR FIRE ALARM. 12 SWITCHES WITH ONE GREEN AND ONE YELLOW LIGHT EMITTING DIODE PER SWITCH. FOR ZONE PAGE SELECT WITH TROUBLE ANNUNCIATION. LED DISPLAY. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	120
	598000JSC5074
	DISPLAY
	64 X 128 PIXEL DISPLAY                                        7935
	2
	 286.90 
	2
	10/07/02
	06/20/07
	FOR 3-CPU1 CENTRAL PROCESSOR MODULE. PROVIDES OPERATOR       INTERFACE FOR THE NETWORK. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	121
	5985011859833
	ANTENNA
	200 WATTS, 50 OHMS, 132 TO 174 MEGAHERTZ                      7456
	3
	 71.00 
	2
	09/08/94
	05/11/05
	FOR JSC AND ELLINGTON FIELD BUILDINGS. TYPE BSA-1/EF, STAIN- LESS STEEL, 4 GROUND RADIALS, 3DB, 5/8 INCH WAVE, 125 MPH WIND LOAD RESISTANCE. PROVIDES TRANSMISSION AND RECEPTION OF RADIO SIGNALS BETWEEN TRANSCEIVERS AND CENTRAL STATION EQUIPMENT. 

	122
	5985012805423
	MOUNT
	7 INCH 7456
	2
	 20.00 
	2
	09/08/94
	
	HEAVY DUTY, UP TO 1.75 INCH MAST, LAG BOLTS INCLUDED. MONACO PART NUMBER LISTED BELOW.

	123
	599500JSC5052
	CABLE
	HARNESS, MAIN BELL POWER, CONNECTS CPU-5000 "J5" TO 7543  MPS A/V POWER
	2
	 11.13 
	2
	07/20/95
	
	FOR NOTIFIER CENTRAL PROCESSING UNIT MODULE AND MAIN POWER   SUPPLY. NOTIFIER PART NUMBERS LISTED BELOW.

	124
	599500JSC5053
	CABLE
	CABLE, RIBBON, 1ST ROW, CONNECTS CPU-5000 TO FIRST 7543  THREE OPTION MODULES
	2
	 16.80 
	2
	07/21/95
	
	FOR NOTIFIER CENTRAL PROCESSING UNIT MODULE AND MAIN POWER   SUPPLY. NOTIFIER PART NUMBERS LISTED BELOW.

	125
	599500JSC5054
	CABLE
	HARNESS, POWER, 7 WIRE POWER, CONNECTS SYSTEM 5000 CPU 7543 TO MPS
	2
	 16.80 
	2
	07/21/95
	
	FOR NOTIFIER CENTRAL PROCESSING UNIT MODULE AND MAIN POWER   SUPPLY. NOTIFIER PART NUMBERS LISTED BELOW.

	126
	599500JSC5055
	CABLE
	CABLE, POWER RIBBON, 10 WIRE, CONNECTS MPS "P3" TO CPU- 7543  AM2020, APP1010, SYSTEM 5000
	2
	 11.94 
	2
	07/21/95
	
	FOR NOTIFIER CENTRAL PROCESSING UNIT MODULE AND MAIN POWER   SUPPLY. NOTIFIER PART NUMBERS LISTED BELOW.

	127
	599800JSC5095
	CARD
	96 SENSORS AND 96 MODULES, OR RZB12-6 PANELS 7456
	10
	 1,266.67 
	11
	07/29/94
	08/21/07
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER MODEL CM1. INTELLIGENT INTERFACE BETWEEN SENSORS AND MODULES. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	128
	599800JSC5096
	CIRCUIT CARD ASSEMBLY
	CM2N CPU, REPAIRABLE                                          7456
	8
	 1,400.29 
	8
	07/29/94
	02/01/07
	FOR CONTROL MODULE MOTHERBOARD. EDWARDS SYSTEMS TECHNOLOGY   PART NUMBER LISTED BELOW.

	129
	599800JSC5097
	CARD
	9600 BAUD MAXIMUM, REPAIRABLE  7456
	18
	 320.00 
	18
	07/29/94
	07/31/06
	FOR EDWARDS CONTROLLER MODELS CMI (N), RMDP-1N, AND CM2 (N).   PROVIDES AN RS-485 PORT FOR NETWORK COMMUNICATIONS AND AN    RS-232-C PORT FOR DOWNLOADING PROGRAM DATA INTO NETWORK CPU MEMORIES. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	130
	599800JSC5098
	CARD
	STYLE B & Y, 8 INPUTS, 2 MAY BE CONFIGURED AS OUTPUTS, 7456  REPAIRABLE
	6
	 260.14 
	6
	07/29/94
	01/31/08
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER CM1. EDWARDS SERVICE TECHNOLOGY PART NUMBER LISTED BELOW.

	131
	599800JSC5099
	CARD
	STYLE D & Z, 4 INPUTS, 2 MAY BE CONFIGURED AS OUTPUTS, 7456  REPAIRABLE
	18
	 221.89 
	18
	07/29/94
	01/31/08
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER MODEL CM1. EDWARDS SERVICE TECHNOLOGY PART NUMBER LISTED BELOW.

	132
	599800JSC5100
	CARD
	STYLE B & Y, 8 INPUTS, 8 MAY BE CONFIGURED AS OUTPUTS, 7456  REPAIRABLE
	13
	 350.80 
	8
	07/29/94
	01/31/08
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER MODEL CM1. EDWARDS SERVICE TECHNOLOGY PART NUMBER LISTED BELOW.

	133
	599800JSC5101
	PRINTED CIRCUIT BOARD
	REPAIRABLE  7456
	1
	 300.00 
	1
	07/29/94
	
	FOR LIFE SAFETY SYSTEM MICROPROCESSOR BASED, POWER LIMITED, TRADITIONAL 2 WIRE SMOKE DETECTOR, ZONED FIRE CONTROL PANEL. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	134
	599800JSC5102
	PRINTED CIRCUIT BOARD
	REPAIRABLE  7456
	6
	 1,866.97 
	6
	07/29/94
	10/19/00
	FOR FCC SYSTEM, DATA LINE EXPANDER. CONNECTS TO A SINGLE DATA PORT OF THE POLLING MASTER PCPU. EDWARDS SYSTEMS        TECHNOLOGY PART NUMBER LISTED BELOW.

	135
	599800JSC5103
	CARD
	RS-485 CARD DEDICATED FOR USE WITH MUX-8 MODULE, INTERFACES 7456  UP TO 4 MODULES, INPUT VOLTAGE FROM DCPU, 20 MILLIAMPS
	8
	 544.48 
	4
	07/29/94
	09/13/01
	FOR EDWARDS FIRE COMMAND CENTER MODEL FCC. STANDARD SIZE CARD SLOT. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	136
	599800JSC5104
	CARD
	PROVIDES TWO CLASS B DATA LINES OR ONE CLASS A DATA LINE      7456  TO REMOTE FIELD PANELS, INPUT VOLTAGE FROM PCPU OR DCPU, 20 MILLIAMPS
	5
	 486.95 
	5
	07/29/94
	04/24/02
	FOR EDWARDS FIRE COMMAND CENTER MODEL FCC. STANDARD SIZE CARD SLOT. EDWARDS SYSTEMS TECHOLOGY PART NUMBER LISTED BELOW.

	137
	599800JSC5105
	CARD
	CONNECTS PRINTERS, VDUS & COLOR GRAPHICS TERMINALS TO SYSTEM, 7456  INPUT VOLTAGE FROM PCPU OR DCPU, 10 MILLIAMPS
	2
	 459.00 
	2
	07/29/94
	02/10/99
	FOR EDWARDS FIRE COMMAND CENTER MODEL FCC. STANDARD SIZE CARD SLOT. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	138
	599800JSC5106
	CARD
	REPAIRABLE 7456
	2
	 650.00 
	2
	07/29/94
	06/15/07
	FOR EDWARDS CONTROLLER MODULE MODEL CM1 AND CENTRAL PROCESS- ING UNIT. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	139
	599800JSC5107
	CARD
	STYLE B & Y, 8 INPUTS, 5 MAY BE CONFIGURED AS OUTPUTS, 7456  REPAIRABLE
	8
	 371.25 
	8
	07/29/94
	08/07/98
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER MODEL CM1. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	140
	599800JSC5108
	CARD
	EIGHT N/O OR N/C OR FORM C, RATED 4 AMPS @ 30 VOLTS DC, 7456  REPAIRABLE
	4
	 215.00 
	4
	08/01/94
	01/31/01
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER MODEL CM1. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	141
	599800JSC5109
	CARD
	DUAL 4 TO 1 OR 1 TO 4 SELECTOR 7456
	1
	 133.00 
	1
	08/01/94
	
	FOR EDWARDS IRC-3 CONTROL MODULE MASTER MODEL CM1. EDWARDS SERVICE TECHNOLOGY PART NUMBER LISTED BELOW.

	142
	599800JSC5110
	CARD
	24 VOLTS DC INPUT, 12 VOLTS DC ISOLATED POWER OUTPUT, 7456  REPAIRABLE
	1
	 435.75 
	1
	08/01/94
	06/24/97
	FOR THE ISOLATION OF POWER BETWEEN CM1 AND CM2N PERIPHERALS. OPTICALLY ISOLATES RS-232 SIGNALS, SUPPORTS FIBER DRIVERS.   EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	143
	599800JSC5111
	MODULE
	7458
	3
	 242.00 
	2
	08/17/94
	06/22/00
	FOR SYSTEM 5000. PROVIDES FOUR STYLE Y OR Z ALARM INDICATING ZONES. NOTIFIER PART NUMBER LISTED BELOW.

	144
	599800JSC5114
	BOARD
	7458
	1
	 1,200.00 
	1
	08/17/94
	
	FOR FIRE DETECTION AND ALARM SYSTEM MODEL AFP1010. CENTRAL   PROCESSING UNIT, STORES THE SYSTEM'S OPERATIOINAL PARAMETERS, PROVIDES FORM C ALARM AND TROUBLE CONTACT. NOTIFIER   PART NUMBER LISTED BELOW.

	145
	599800JSC5116
	TRANSPONDER
	7458
	1
	 252.00 
	1
	08/17/94
	
	FOR FIRE ALARM CONTROL SYSTEM MODELS AFP1010 AND AM2020. NOTIFIER PART NUMBER LISTED BELOW.

	146
	599800JSC5119
	MODULE
	SIGNAL 7456
	1
	 240.00 
	1
	09/08/94
	
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	147
	599800JSC5121
	LOOP-DRIVER
	ANALOG 7456
	1
	 478.43 
	1
	09/08/94
	08/07/00
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONICS PART         NUMBER LISTED BELOW.

	148
	599800JSC5123
	BOARD
	7456
	2
	 360.42 
	2
	11/03/94
	
	8 POINT. SIMPLEX PART NUMBER LISTED BELOW.

	149
	599800JSC5124
	RELAY BOARD
	4 X 6 3/8 INCH 7456
	1
	 176.00 
	1
	11/03/94
	
	FOR FIRE ALARM PANEL MODEL 4002. AUXILLARY. SIMPLEX PART NUMBER LISTED BELOW.

	150
	599800JSC5125
	MODULE
	7456
	2
	 372.50 
	2
	11/03/94
	
	SIGNAL EXPANSION, FOR FIRE ALARM SYSTEM MODEL 4002 SERIES.  SIMPLEX PART NUMBER LISTED BELOW.

	151
	599800JSC5128
	MODULE
	1 ZONE, STYLE D, SURFACE COVER 7456
	7
	 35.60 
	5
	11/03/94
	
	FOR MAPNET II COMMUNICATING DEVICES. USED WHEN FIRE DETECTING DEVICE OR SUPERVISORY SWITCH IS MOUNTED SEPARATELY FROM THE ADDRESSABLE ELECTRONICS. PROVIDES STATUS MONITORING AND SUPERVISION TO THE DEVICE CIRCUIT ZONE. ZONE ADAPTERMONITOR. SI

	152
	599800JSC5129
	PRINTED CIRCUIT BOARD
	7456
	1
	 200.00 
	1
	11/03/94
	05/15/96
	CENTRAL PROCESSOR UNIT. SIMPLEX PART NUMBER LISTED BELOW.

	153
	599800JSC6002
	POWER SUPPLY BOARD
	7666
	1
	 565.35 
	1
	03/25/96
	
	FOR FIRE ALARM PANEL MODEL 4100. SIMPLEX PART NUMBER LISTED BELOW.

	154
	599800JSC6004
	CIRCUIT CARD ASSEMBLY
	CM2ND CONTROLLER, REPAIRABLE 7693
	8
	 1,306.56 
	8
	06/05/96
	08/07/07
	FOR CONTROL MODULE MOTHERBOARD. EDWARDS SERVICE TECHNOLOGY PART NUMBER LISTED BELOW.

	155
	599800JSC6005
	CARD
	24 VOLTS DC @ 300 MILLIAMPS OPERATING VOLTAGE FULLY LOADED,   7713  32 TO 120 DEGREE F OPERATING TEMPERATURE
	1
	 1,281.00 
	1
	07/24/96
	02/24/05
	FOR EDWARDS CONTROLLER MODELS IRC-3 OR FCC. SIGNATURE ANALOG ADDRESSABLE DEVICE INTERFACE CARD INTERFACES BETWEEN IRC-3, FCC AND EST SIGNATURE DEVICES. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	156
	599800JSC6007
	PRINTED CIRCUIT BOARD
	CIRRUS DISPLAY PCB ZONE 4 7890
	2
	 1,815.00 
	2
	04/20/00
	04/26/02
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	157
	599800JSC6008
	PRINTED CIRCUIT BOARD
	WATER MONITOR 7911
	2
	 178.50 
	2
	04/20/00
	
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	158
	599800JSC6009
	PRINTED CIRCUIT BOARD
	ZONE 7888
	4
	 817.44 
	4
	04/20/00
	03/23/05
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	159
	599800JSC6012
	CARD
	CLASS A  7938
	6
	 320.13 
	2
	06/03/02
	06/03/02
	NETWORK COMMUNICATION. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	160
	599800JSC6013
	CARD
	53 MA STANDBY CURRENT, 53 MA ALARM CURRENT 7938
	3
	 380.77 
	3
	06/24/02
	01/19/07
	FOR FIRE ALARM, ANCILLARY COMMUNICATION, CARD HAS TWO OPTICALLY ISOLATED RS-232 PORTS THAT SUPPORT THE CONNECTION OF A PRINTER AND/OR AN EXTERNAL COMMAND CENTER. EDWARDS      SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	161
	599800JSC6014
	CARD
	24 VOLTS DC, 60 MA STANDBY CURRENT, BAUD RATE: 300-9600,      7939  32 TO 120 DEGREE F TEMPERATURE RANGE, 85% HUMIDITY RANGE NONCONDENSING, ISOLATED POWER OUTPUT 12 VOLTS DC AND 10 MA        CURRENT
	1
	 448.00 
	1
	06/24/02
	
	FOR FIRE ALARM. OPTICALLY ISOLATES RS-232 SIGNALS. SUPPORTS SHORT HAUL MODEMS, FIBER DRIVERS, AND RDU MODEMS. BUILT IN   DB-9 CONNECTOR FOR PROGRAM DOWNLOAD, BATTERY BACKED UP.  EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	162
	599800JSC6015
	MOTHERBOARD
	15.2 TO 19.95 VOLTS DC OPERATING VOLTAGE, 32 TO 120 7941  DEGREE F OPERATING TEMPERATURE, -4 TO 140 DEGREE F                 STORAGE TEMPERATURE, 0-93% RELATIVE HUMIDITY, 9.56 INCH LENGTH, 4.3 INCH WIDTH, 3.2 INCH HEIGHT
	2
	 99.50 
	2
	06/20/02
	10/16/02
	FOR FIRE ALARM. UNIVERSAL, PROVIDES MOUNTING AND WIRING TERMINATIONS FOR UP TO SIX I/O MODULES. PROVIDES 2 RISER INPUTS THAT ARE COMMON TO ALL MODULES. NO ADDRESS REQUIRED.  COMPATIBLE WITH ALL SIGA-MXXX SIGNATURE SERIES MODULES. INPUT/OUTPUT.

	163
	599800JSC6016
	CENTRAL PROCESSING UNIT
	N/A  7943
	2
	 420.88 
	2
	11/27/02
	02/24/05
	FOR EST CONTROL MODULE IRC-3. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	164
	5998014406893
	MODULE
	15-28 VOLTS 7456
	4
	 44.00 
	4
	08/19/94
	
	FOR FIRE CONTROL MODELS AM2020, AFP1010 AND SYSTEM 5000. AIM-200 MODULE PROTECTS SYSTEM AGAINST WIRE-TO-WIRE SHORT CIRCUITS ON THE SLC LOOPS. NOTIFIER PART NUMBER LISTED BELOW.

	165
	5998014606799
	MODULE
	2 AMPS, 30 VOLTS DC/120 VOLTS AC RESISTIVE CONTACT RATING 7456
	1
	 327.67 
	1
	08/19/94
	08/26/03
	CONTROL RELAY MODULE PROVIDES FOUR FORM C (SPDT) RELAY CONTACTS USED TO CONTROL AUXILLARY DEVICES. GREEN LEDS FOR RELAY ACTIVATION OR I/O MAPPING. AMBER LEDS TO INDICATE DISABLED, MOD FAULT OR SYSTEM COMMUNICATION FAILURE. CONTROL SWITCH FOR 

	166
	5998014612001
	BACKPLANE
	37 1/4 INCH  LENGTH, 21 1/2 INCH WIDTH 7456
	1
	 223.00 
	1
	09/08/94
	
	FOR PYROTRONICS OPTION MODULE CARD CAGE MODEL MOM-4. PROVIDES TWO POWER AND TWO DATA CONNECTOR RECEPTACLES. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	167
	599900JSC6017
	CONTROL MODULE
	IRC-3, REPAIRABLE 7456
	9
	 190.00 
	2
	07/29/94
	
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	168
	599900JSC6021
	MODULE
	7456
	13
	 74.17 
	13
	07/29/94
	01/27/06
	ENABLE THE COMMUNICATIONS LOOP TO CONTINUE OPERATING WHEN    SHORT CIRCUITS OCCUR. LED INDICATOR BLINKS IN NORMAL CONDITION AND TURNS ON DURING SHORT CIRCUIT. MODULE AUTOMATICALLY RESTORE COMMUNICATIONS LOOP TO NORMAL CONDITIONS WHEN SHORT 

	169
	599900JSC6022
	MODULE
	REPAIRABLE, REVISION 5.1 OR HIGHER 7456
	12
	 799.65 
	12
	07/29/94
	01/31/08
	FOR CONTROLLER MODEL IRC-3. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	170
	599900JSC6023
	MODULE
	48 SW, ADDRESSABLE, REPAIRABLE  7456
	1
	 1,680.00 
	1
	07/29/94
	05/13/96
	19 INCH RACK MOUNT PANEL, TWO POSITION TOGGLE SWITCH AND 2 LEDS PER CIRCUIT. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER   LISTED BELOW.

	171
	599900JSC6024
	MODULE
	24 VDC, CLASS B WITH RZMP, REPAIRABLE                         7456
	9
	 823.36 
	9
	07/29/94
	03/06/07
	MULTI ZONE MODULE, MICROPROCESSOR CONTROLLED, RELAY OUTPUT   CONTROL AND POLLING PROTOCOL WITH ZAS-1 CARD. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	172
	599900JSC6025
	PRINTED CIRCUIT BOARD
	DISPLAY CPU, SUPPORTS 8 PERIPHERAL DEVICES OR 7456  INTELLIGENT DISPLAY TERMINALS, REPAIRABLE
	2
	 1,532.67 
	2
	07/29/94
	12/05/07
	FOR FIRE COMMAND CENTER SYSTEM MULTI MICROPROCESSOR BASED    CONTROL CENTER. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	173
	599900JSC6026
	PRINTED CIRCUIT BOARD
	POLLING CPU MODULE, SUPPORTS 4 CLASS B DATA CHANNELS 7456  AND 3 DCPU'S, REPAIRABLE
	2
	 750.00 
	2
	07/29/94
	11/05/96
	FOR FIRE COMMAND CENTER SYSTEM MULTI MICROPROCESSOR BASED    CONTROL CENTER. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	174
	599900JSC6027
	RELAY MODULE
	24 VOLTS 7456
	2
	 41.00 
	2
	08/01/94
	
	FOR HIGH-CURRENT LOAD SWITCHING. INCLUDES ONE AND ACCOMO-    DATES UP TO SEVEN RELAYS. EDWARDS SYSTEMS TECHNOLOGY PART    NUMBER LISTED BELOW.

	175
	599900JSC6028
	CONTROL MODULE ASSEMBLY
	OPTION TO CHANGE SERIAL COMMUNICATIONS INCLUDED, 7456  REPAIRABLE
	3
	 805.33 
	3
	07/29/94
	09/13/01
	CONTROL MODULE MOTHERBOARD CONFIGURES ITSELF IN A REGENERATIVE NETWORK UPON FAILURE OF THE MASTER. TWO SWITCHES ON THE FRONT COVER PERFORM THREE FUNCTIONS:
1. ALARM SILENCE: OPERATES IN THE REGENERATIVE MODE,            SILENCES

	176
	599900JSC6029
	EXPANDER
	STYLE Y AND STYLE Z, 8 CIRCUITS, .001 STANDBY AMPS, 7458  .065 ALARM AMPS
	2
	 198.50 
	2
	08/17/94
	08/22/03
	FOR FIRE ALARM CONTROL PANEL SYSTEM 500. CONSISTS OF A PRINTED CIRCUIT CARD THAT MOUNTS BEHIND THE IC-4. HARDWARE   AMD REMOVABLE FIELD WIRING TERMINAL BLOCKS ARE INCLUDED.  INDICATING CIRCUIT. NOTIFIER PART NUMBER LISTED BELOW.

	177
	599900JSC6036
	MODULE
	198 ADDRESSABLE DEVICES 7456
	0
	 1,093.29 
	1
	08/19/94
	08/29/07
	FOR FIRE CONTROL PANEL SYSTEM 5000. ADDRESSABLE, INITIATING AND INDICATING DEVICE CAPACITY. NOTIFIER PART NUMBER LISTED BELOW.

	178
	599900JSC6038
	EXPANDER
	STYLE D, 8 CIRCUITS, .044 AMPS, STANDBY CURRENT CONSUMPTION 7456
	1
	 182.50 
	1
	08/19/94
	
	FOR FIRE ALARM CONTROL PANEL SYSTEM 500. INITIATING ZONE.  NOTIFIER NUMBER LISTED BELOW.

	179
	599900JSC6040
	MODULE
	7456
	3
	 424.67 
	3
	08/19/94
	08/22/03
	PROVIDES EIGHT STYLE B ALARM INITIATING OR SUPERVISORY CIRCUITS, CONSISTS OF A PANEL MOUNTED PRINTED CIRCUIT CARD. NOTIFIER PART NUMBER LISTED BELOW.

	180
	599900JSC6042
	MODULE
	PROVIDES 2 RELEASING DEVICE CIRCUITS OR 3 BELL CIRCUITS 7456
	2
	 324.00 
	2
	08/19/94
	08/22/03
	FOR SYSTEM 5000 RELEASING SERVICE AND PRESIGNAL EVACUATION.  TIME CONTROL MODULE. NOTIFIER PART NUMBER LISTED BELOW.

	181
	599900JSC6043
	MODULE
	CABINET OR EXTERNAL MOUNTING 7456
	11
	 50.00 
	1
	08/19/94
	
	REDUCES COMMON MODE NOISE ON THE SIGNALING LINE CIRCUIT. CONNECTS DIRECTLY TO SIGNALING CIRCUIT, PIG-TAIL CONNECTION. NOTIFIER PART NUMBER LISTED BELOW.

	182
	599900JSC6045
	MODULE
	21.5 VOLTS DC AT 6MA SUPERVISION AND 65MA SUPERVISORY 7456 SWITCH ACTIVATED. MAXIMUM LOOP RESISTANCE: 100 OHMS
	6
	 166.57 
	6
	09/08/94
	12/20/06
	SUPERVISOR MODULE. CERBERUS PYROTRONICS PART NUMBER LISTED   BELOW.

	183
	599900JSC6046
	MODULE
	RELAY, 120 VOLTS AC, 5 AMPS 7456
	1
	 215.00 
	1
	09/08/94
	
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	184
	599900JSC6047
	MODULE
	INPUT, ADDRESSABLE, PEAK VOLTAGE RANGE 19 TO 27 VDC MAXIMUM   7456
	1
	 350.00 
	1
	09/08/94
	01/29/96
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	185
	599900JSC6048
	MODULE
	INTERFACE, ADDRESSABLE 7456
	2
	 99.76 
	2
	09/08/94
	12/09/96
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	186
	599900JSC6049
	MODULE
	INTERFACE 7456
	2
	 75.00 
	2
	09/08/94
	05/06/99
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	187
	599900JSC6050
	MODULE
	7456
	3
	 75.00 
	3
	09/08/94
	06/20/96
	FOR EMERGENCY POWER TO THE AUDIBLE SIGNAL CIRCUIT, WHEN ADDITIONAL PS-35 POWER SUPPLY IS REQUIRED. CERBERUS PYRO-    TRONICS PART NUMBER LISTED BELOW.

	188
	599900JSC6051
	CONTROL BOARD
	MAIN 7456
	1
	 1,687.50 
	1
	09/08/94
	
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	189
	599900JSC6052
	MODULE
	DUAL CONTACT ZONE INPUT 7456
	1
	 100.00 
	1
	09/08/94
	
	FOR SYSTEM 3 ALARM CONTROL. PYROTRONICS PART NUMBER LISTED BELOW.

	190
	599900JSC6053
	BOARD
	7456
	2
	 75.00 
	2
	09/08/94
	
	CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	191
	599900JSC6055
	MODULE
	SINGLE INPUT WITH RELAY 7456
	5
	 136.00 
	5
	09/09/94
	06/02/95
	FOR CONTROL PANEL MODELS XL3, MXL AND IXL. CERBERUS          PYROTRONICS PART NUMBERS LISTED BELOW.

	192
	599900JSC6057
	MOTHER-BOARD
	7456
	0
	 55.00 
	1
	11/03/94
	
	FOR ARITECH MULTISENSOR INTRUSION DETECTION SYSTEM MODEL 230. ARITECH PART NUMBER LISTED BELOW.

	193
	599900JSC6058
	MODULE
	7456
	1
	 12.00 
	1
	11/03/94
	
	FOR ARITECH MULTISENSOR INTRUSION DETECTION SYSTEM MODEL 230. ARITECH PART NUMBER LISTED BELOW.

	194
	599900JSC6607
	MODULE
	7713
	1
	 1,423.00 
	1
	07/24/96
	02/21/08
	FOR CONTROLLER MODEL IRC-3. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	195
	599900JSC6608
	MODULE
	15.2 TO 19.95 VOLTS DC OPERATING VOLTAGE RANGE, 24 VOLTS      7713  DC @ 2 AMPS AND 120 VOLTS AC @ .5 AMPS CONTACT RATING,             FORM "C" TYPE RELAY, 32 TO 120 DEGREE F (0-49 DEGREE C)            OPERATING TEMPERATUE RANGE, 0 TO 93% RELATIVE HUMIDIT
	5
	 107.91 
	5
	07/24/96
	02/22/07
	ADDRESSABLE, CONTROL RELAY, GREEN LED: NORMAL; RED LED:  ACTIVE/ALARM, HIGH IMPACT ENGINEERING POLYMER CONSTRUCTION, ONE GANG. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	196
	599900JSC6609
	MODULE
	ADDRESSABLE, WALL PLATE INCLUDED 7713
	1
	 68.00 
	1
	07/24/96
	07/30/96
	WATERFLOW TAMPER MODULE. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	197
	599900JSC6611
	MODULE
	15.2 - 19.95 VOLTS AC, 32 TO 120 DEGREE F TEMPERATURE RANGE   7713
	1
	 44.25 
	1
	07/24/96
	06/28/99
	FOR SIGNATURE SERIES SYSTEM. ANALOG ADDRESSABLE, LED INDI-   CATES GREEN FOR NORMAL STATUS AND RED FOR ACTIVE STATUS. MOUNTS TO 2 1/2 INCH DEEP GANG BOX OR STANDARD 4 INCH SQUARE BOX, WITH ONE GANG COVER. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LIST

	198
	5999012113166
	MODULE
	INPUT, INTRINSICALLY SAFE ZONE WITH DIODE SHUNT 7456  BARRIER ANDEOL RESISTOR
	2
	 481.00 
	2
	09/08/94
	02/22/05
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART        NUMBER LISTED BELOW.

	199
	5999012113167
	MODULE
	SUPPLEMENTARY RELAY, 24 VOLTS DC, SPDT, 120 VOLTS AC          7456  OR 30 VOLTS DC, 3 AMPS
	2
	 97.02 
	2
	09/08/94
	03/08/02
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART        NUMBER LISTED BELOW.

	200
	5999014513076
	MODULE
	15.2-19.95 VOLTS DC OPERATING RANGE, 250UA STANDBY CURRENT,   7713  400UA ACTIVATED CURRENT, 32 TO 120 DEGREE OPERATING                TEMPERATURE, 0 TO 93% RELATIVE HUMIDITY
	3
	 47.25 
	3
	07/24/96
	03/07/06
	SIGNAL INPUT, ANALOG ADDRESSABLE DEVICE. HIGH IMPACT ENGINEERING POLYMER CONSTRUCTION. WITH WALL PLATE. EDWARDS   SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	201
	5999014549338
	CONTROL MODULE ASSEMBLY
	15 TO 32 VDC OPERATING VOLTAGE, 80 VOLTS EXTERNAL SUPPLY  7456   VOLTAGE MAXIMUM, 32 TO 120 DEGREE F TEMPERATURE RANGE,             10 TO 93% NONCONDENSING RELATIVE HUMIDITY, 4 1/2 INCH HEIGHT, 4 INCH WIDTH, 1 1/4 INCH DEPTH
	15
	 87.02 
	18
	07/29/94
	12/19/07
	CONTROL MODULE MOTHERBOARD CONFIGURES ITSELF IN A REGENERATIVE NETWORK UPON FAILURE OF THE MASTER. TWO SWITCHES ON TH  FRONT COVER PERFORM THREE FUNCTIONS:
1. ALARM SILENCE: OPERATES IN THE REGENERATIVE MODE, SILENCES

	202
	5999014672369
	MODULE
	7456
	9
	 115.00 
	9
	08/19/94
	06/27/00
	FOR FIRE CONTROL PANEL MODELS AM2020, AFP1010, AFP200 AND SYSTEM 5000. NOTIFICATION APPLIANCE CIRCUIT OR FORM C RELAY. NOTIFIER PART NUMBER LISTED BELOW.

	203
	5999014672371
	MODULE
	STYLE B INITIATING DEVICE CIRCUIT, MOUNTS IN  7456  SINGLE GANG ELECTRICAL BOX, MINI MODULE
	15
	 66.44 
	15
	07/29/94
	09/21/07
	MONITORS ALARM OR SUPERVISORY DEVICE CONTACTS. EDWARDS       SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	204
	610500JSC7603
	MOTOR
	12 VOLTS, .32 AMPS                                            7930
	1
	 596.05 
	1
	09/20/01
	03/23/05
	FOR RETROFIT PROTEC CLOUD CHAMBER. SAFE FIRE DETECTION PART NUMBER.

	205
	613000JSC6253
	POWER SUPPLY
	ONE 24 VOLTS DC OUTPUT, 120 VOLTS, 2 AMPS, 50/60 HERTZ        7456
	4
	 529.82 
	5
	07/29/94
	09/12/05
	FOR ENCLOSURES MODELS CAB2, CAB3/F ANS CABF. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	206
	613000JSC6254
	POWER SUPPLY
	TWO 24 VOLTS DC OUTPUT, 120 VOLTS, 2 AMPS, 50/60 HERTZ,       7456  REPAIRABLE
	1
	 578.01 
	1
	07/29/94
	11/08/06
	FOR ENCLOSURES MODELS CAB2, CAB3/F ANS CABF. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	207
	613000JSC6257
	POWER SUPPLY
	REMOTE, 24 VOLTS DC, 5 VOLTS DC REGULATED                     7456
	1
	 125.00 
	1
	09/08/94
	
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	208
	613000JSC6259
	POWER SUPPLY
	7456
	2
	 287.50 
	2
	11/03/94
	
	SIMPLEX PART NUMBER LISTED BELOW.

	209
	613000JSC6260
	CONVERTER
	120/220/240 VOLTS, 50/60 HERTZ, -40 TO 70 DEGREE 7456  C OPERATING TEMPERATURE, 3 WATTS PER OUTPUT CHANNEL
	1
	 379.00 
	1
	12/05/94
	
	FOR DET-TRONICS MODULAR FIRE DETECTION SYSTEM. CONVERTS LINE VOLTAGE AC TO DC OPERATING POWER, UP TO EIGHT DEVICES.       DETECTOR ELECTRONICS PART NUMBER LISTED BELOW.

	210
	613000JSC6262
	POWER SUPPLY
	15 VOLTS DC 7456
	3
	 33.33 
	3
	12/02/94
	
	FOR GENERATOR CONDITION MONITOR. DUAL INPUT. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	211
	613000JSC6263
	POWER SUPPLY
	12 VOLTS DC 7456
	2
	 220.65 
	2
	12/05/94
	
	FOR IFD II DETECTOR. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	212
	613000JSC6266
	POWER SUPPLY
	7585
	2
	 241.67 
	2
	09/01/95
	
	FOR CIRRUS AIR SAMPLING SYSTEM. 85 TO 132 VOLTS AC INPUT LINE, 110 TO 175 VOLTS DC INPUT LINE, 47 TO 440 HERTZ, 30 AMPS IN-RUSH CURRENT LIMITING. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	213
	613000JSC6274
	POWER SUPPLY
	TWO REGULATED POWER LIMITED OUTPUTS 7748
	6
	 866.25 
	5
	10/24/96
	01/31/08
	FOR EDWARDS SYSTEM MODELS CM1 AND CM2. 120 VOLTS AC, 50/60 HERTZ, 2 AMPS, BUILT IN BATTERIES, INTEGRAL TROUBLE BUZZER.  ONE 24 VOLT DC OUTPUT FOR ENCLOSURE MODELS CAB2, CAB3/F AND CAB/F. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	214
	613000JSC6276
	POWER SUPPLY
	WITH COVER, 100 WATT                                          7912
	2
	 1,470.00 
	2
	04/20/00
	
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	215
	613000JSC6279
	POWER SUPPLY
	INPUT VOLTAGE 120 VOLTS AC, OUTPUT VOLTAGE 24 VOLTS DC,       7935  INPUT CURRENT 2 AMPS, OUTPUT CURRENT 7 AMPS, BROWNOUT              LEVEL 96 VOLTS AC, 50 TO 60 HERTZ
	2
	 901.00 
	2
	06/21/02
	03/20/08
	FOR FIRE ALARM PANEL IN BUILDINGS 29 AND 30MOW. HIGH EFFICIENCY SWITCH MODE, ELECTRONIC CURRENT LIMITING. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	216
	613000JSC6280
	POWER SUPPLY
	INPUT VOLTAGE 120 VOLTS AC, OUTPUT VOLTAGE 24 VOLTS DC,       7935  INPUT CURRENT 2 AMPS, OUTPUT CURRENT 7 AMPS, BROWNOUT              LEVEL 96 VOLTS AC, 50 TO 60 HERTZ
	2
	 1,200.57 
	2
	06/21/02
	
	FOR FIRE ALARM IN BUILDINS 29 AND 30MOW. HIGH EFFICIENCY SWITCH MODE, ELECTRONIC CURRENT LIMITING. EDWARDS SYSTEMS    TECHNOLOGY PART NUMBER LISTED BELOW.

	217
	6130012236133
	BATTERY CHARGER
	TRANSFER, FOR LEAD ACID OR SEALED NICKEL CADMIUM BATTERIES,   7456  46 MILLIAMPS NORMAL OPERATING CURRENT
	2
	 200.25 
	2
	09/08/94
	07/12/07
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART        NUMBER LISTED BELOW.

	218
	6130012841575
	POWER SUPPLY
	120 VOLTS AC, 50/60 HERTZ, 3 WIRE, 3.5 AMPS, REPAIRABLE       7456
	1
	 324.00 
	1
	09/08/94
	02/26/08
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	219
	6130014601152
	MODULE
	POWER SUPPLY, 24 VOLTS DC, 6 AMPS                             7456
	1
	 337.50 
	1
	09/08/94
	
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONIC PART NUMBER   LISTED BELOW.

	220
	6145000874343
	CABLE
	BLACK AND RED, 20 AWG, 7 STRANDS 28 AWG, 300 VOLTS,           7547  10 OHMS, 1000 FEET ROLL
	1
	 97.51 
	1
	08/25/95
	
	ELECTRICAL, 2 TINNED COPPER CONDUCTORS, 1 PAIR PVC INSULATION, UNSHIELDED, PVC CHROME JACKET. BELDEN PART NUMBER LISTED BELOW.

	221
	6145008455206
	CABLE
	BLACK/CLEAR, 20 AWG, 7 STRANDS 28 AWG, 300 VOLTS, 7547  56 OHMS, 1000 FEET ROLL
	1
	 189.05 
	1
	11/02/92
	
	ELECTRICAL, 2 TINNED COPPER CONDUCTORS, POLYETHYLENE INSULATION, TWISTED SHIELDED PAIR, ALUMINUM/POLYESTER SHIELD, PVC JACKET. BELDEN PART NUMBER LISTED BELOW.

	222
	6145012521449
	CABLE
	18 AWG, 19 STRANDS 30 AWG, 300 VOLTS, 50 OHMS, 7547  1000 FOOT ROLL
	1
	 832.82 
	1
	08/25/95
	
	4 CONDUCTORS, TINNED COPPER, FEP TEFLON INSULATED AND RED    TRANSPARENCY JACKET. BELDEN PART NUMBER LISTED BELOW.

	223
	6145012530121
	CABLE
	BLACK AND RED, 18 AWG, 19 STRANDS 30 AWG, 300 VOLTS,          7547  1000 FEET ROLL
	1
	 308.45 
	1
	08/25/95
	
	ELECTRICAL, 2 TINNED COPPER CONDUCTORS, FEP TEFLON INSULATED AND RED TINT JACKET, ALUMINUM/MYLAR SHIELDED. BELDEN PART    NUMBER LISTED BELOW.

	224
	6145013144006
	CABLE
	BLACK, 16 AWG, 19 STRANDS 29 AWG, 28 FEET, 30 VOLTS, 50 OHMS  7456
	170
	 1.76 
	100
	09/08/94
	05/11/05
	RADIO FREQUENCY, SINGLE CONDUCTOR, COPPER, MINIATURE. MONACO PART NUMBER LISTED BELOW.

	225
	615000JSC5148
	CABLE
	2 INSULATED WIRE LEAD WITH CONNECTION, WHITE, 300 VOLTS       7456
	25
	 21.20 
	25
	07/29/94
	
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	226
	615000JSC5349
	CABLE
	TOP RAIL 7937
	2
	 23.00 
	2
	06/24/02
	08/23/02
	FOR FIRE ALARM. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	227
	615000JSC5350
	CABLE
	BOTTOM RAIL 7937
	2
	 15.00 
	2
	06/24/02
	08/23/02
	FOR FIRE ALARM. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	228
	615000JSC5351
	CABLE
	RAIL 7937
	2
	 25.88 
	2
	06/24/02
	08/20/02
	FOR FIRE ALARM. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	229
	621000JSC8001
	LAMP ASSEMBLY
	REMOTE ALARM  7456
	2
	 27.00 
	2
	09/09/94
	
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	230
	621000JSC8002
	LAMP
	REMOTE ALARM  7456
	9
	 10.00 
	9
	09/08/94
	
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	231
	624000JSC5221
	INDICATOR
	 24 VOLTS DC 7456
	0
	 0.94 
	10
	11/03/94
	08/11/05
	REMOTE ALARM. FOR SIMPLEX PHOTOELECTRIC SMOKE DETECTOR SERIES 2098. SIMPLEX PART NUMBERS LISTED BELOW.

	232
	6320012839370
	CONTROL PANEL
	120/240 VOLTS, 3 AMPS, 50/60 HERTZ 7458
	1
	 606.75 
	1
	08/25/94
	02/26/08
	PERMITS EXPANSION OF SYSTEM CAPABILITY, INCORPORATES         ADDITIONAL FUNCTIONS OVER AND ABOVE THE TWO ZONE ACTUATION CIRCUITS, VISUAL AND AUDIO ANNUNCIATING DEVICES PROVIDED WITH THE BASIC PANEL. 2 ZONES AND UNIVERSAL SIGNAL CIRCUIT.  3 WIRE, UL 

	233
	6350004398831
	DETECTOR
	REVERSIBLE WHITE PLASTIC MOUNTING PLATE 7972
	84
	 11.48 
	188
	04/20/06
	02/28/07
	COMBINATION RATE-OF-RISE AND FIXED TEMPERATURE. 135 DEGREE   F (57 DEGREE C) TEMPERATURE RATING. 100 DEGREE F (38 DEGREE C) MAXIMUM AMBIENT TEMPERATURE AT CEILING. CONTACT RATING:   3 AMPS AT 6 TO 125 VAC; 1 AMP AT 6 TO 24 VDC; .3 AMPS AT 125 VDC; .1

	234
	6350009373144
	DETECTOR
	25 VOLTS, 0-300 FEET PER MINUTE AIR FLOW                      7456
	19
	 18.24 
	19
	12/05/94
	01/24/01
	RADIOACTIVE MATERIAL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	235
	635000JSC5012
	SENSOR
	6598
	1
	 999.00 
	1
	08/06/90
	08/29/07
	SMOKE DETECTOR. FOR AIR HANDLERS IN BUILDING 46. KIT CONSISTS OF THE FOLLOWING:                                       1. 1 EA. PWA SMOKE DETECTOR CNTL 24VDC, P/N 124502P1
2. 1 EA. SMOKE DETECTOR ENCLOSURE, P/N 129322G1              3. 1 EA. W

	236
	635000JSC5041
	ALARM
	.25 AMPS, 24 VOLTS                                            7456
	6
	 48.60 
	6
	07/29/94
	
	FOR PROTECTION OF LIFE AND PROPERTY. MASS SERIES IS PROGRAMMABLE FOR ONE OF EIGHT WARNING TONES, STROBE FLASHES     WARNING SIGNAL EVERY 1.5 SECONDS. SURFACE MOUNTED ON 4 INCH BACKBOX. SOUNDER STROBE.  NOTIFIER PART NUMBER LISTED BELOW.

	237
	635000JSC5042
	CABINET
	3 SPACE, 29 1/2 INCH HIGH, 15 INCH WIDE, 4 13/16 INCH DEEP    7456
	4
	 301.87 
	4
	07/29/94
	01/31/08
	HEAVY DUTY, 16 GAGE STEEL, WALL MOUNTED ENCLOSURE AND REMOVABLE BACK PLATE, KEY LOCK FRONT DOOR. EDWARDS SYSTEMS     TECHNOLOGY PART NUMBERS LISTED BELOW.

	238
	635000JSC5047
	ANNUNCIATOR
	3-24 VOLTS                                                    7456
	6
	 21.00 
	6
	07/29/94
	02/12/01
	FOR EDWARDS IONIZATION SMOKE DETECTOR MODEL 1451. 2 0R 4 WIRE SYSTEMS, FITS STANDARD NORTH AMERICAN SINGLE GANG       ELECTRICAL BOX. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LIST- ED BELOW.

	239
	635000JSC5048
	COVER
	7456
	4
	 600.00 
	2
	07/29/94
	01/19/00
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	240
	635000JSC5049
	PANEL
	24 VOLTS DC INPUT, 800 MILLIAMP STANDBY CURRENT, 7456  19 INCH LENGTH, 7 INCH HEIGHT
	1
	 5,405.55 
	1
	07/29/94
	01/18/01
	FOR FIRE COMMAND CENTER. 80 CHARACTER, 25 LINE, ELECTROLUMINESCENT. CONSISTS OF COMMON RESET SWITCHES, ALARM AND TROUBLE SILENCE, ACKNOWLEDGE, BACK PRESS FOR INSTRUCTION AND GRAPHICS. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	241
	635000JSC5050
	PANEL
	WITH KEY PAD, STANDARD 19 INCH X 3 1/2 INCH, 7456  REPAIRABLE
	1
	 1,207.00 
	1
	07/29/94
	01/18/01
	FOR FIRE COMMAND MULTI-MICROPROCESSOR BASED CONTROL CENTER.  EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	242
	635000JSC5052
	CONTROL MODULE
	STANDARD, WITH RS-485 DATA LINES, 28 PANEL ADDRESSES 7456  3000 POINTS, REPAIRABLE
	2
	 1,733.82 
	2
	07/29/94
	06/15/07
	NETWORK MASTER CONTROL MODULE CONTAINS THE SYSTEM DATABASE,  COORDINATES ALL SYSTEM NETWORKING, PRINTER REPORTS AND OUT-  PUTS, MANUAL AND OVERRIDE FUNCTIONS OF THE FRONT PANEL OR FROM THE RS-232 INTERACTIVE PORT, ALL I/L FUNCTIONS FROM THE USER DE

	243
	635000JSC5053
	DETECTOR
	15-28 VOLTS, 5M AMPS, TRADITIONAL WITH THERMAL 7456
	6
	 67.00 
	6
	08/01/94
	
	INTELLIGENT PHOTOELECTRIC SENSOR WITH INTEGRAL COMMUNICATIONS. BLINKING LED AND BUILT-IN TYPE IDENTIFICATION. COMPACT, 2-WIRE SYSTEM, -10 TO 60 DEGREE C, 14 TO -140       DEGREE F TEMPERATURE RANGE, 10 TO 15% RELATIVE HUMIDITY. EDWARDS SYS

	244
	635000JSC5054
	BASE
	6.1 INCH DIAMETER, .8 INCH HEIGHT, 1.5 X 4 INCH SQUARE  7456  BOX WITH OR WITHOUT PLASTER RING MOUNTING
	19
	 10.19 
	19
	08/01/94
	03/24/06
	FOR INSTALLATION AND MAINTENANCE OF EDWARDS ADDRESSABLE ANALOG DETECTOR. PLUG IN TYPE. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	245
	635000JSC5055
	HOUSING
	TRADITONAL, WITHOUT RELAY 7456
	2
	 133.00 
	2
	08/01/94
	02/06/02
	FOR ANALOG DUCT SMOKE SENSOR MODELS 1551F (IONIZATION) AND 2551F (PHOTOELECTRIC). HIGH IMPACT PLASTIC, CLEAR COVER FOR VIEWING OF POLLING AND ALARM LEDS. EDWARDS SYSTEMS           TECHNOLOGY PART NUMBER LISTED BELOW.

	246
	635000JSC5057
	ANNUNCIATOR
	SET INCLUDES COLOR MONITOR, COMPUTER AND KEYBOARD, 120/       7456  220 VOLTS AC, 50/60 HERTZ, 20 MEGAHERTZ, 1200 TO 9600 BAUD TRANSMISSION RATING, REPAIRABLE
	1
	 11,425.00 
	1
	08/01/94
	08/20/99
	FOR EDWARDS FCC MULTI-LINE SYSTEM. STANDARD SINGLE PORT VERSION MONITORS A SINGLE LINE NETWORK OR PROVIDES A SINGLE POINT OF CONTROL. RS-232 FORMAT. INCLUDES 13 INCH COLOR VGA SCREEN AND KEYBOARD. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER  LISTED BELO

	247
	635000JSC5059
	COVER
	7456
	16
	 300.00 
	16
	07/29/94
	
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	248
	635000JSC5060
	SENSOR
	2 WIRE, TWIST-IN, TWIST-OUT HEAD 7456
	2
	 34.65 
	2
	07/29/94
	09/02/04
	IONIZATION HEAD. FOR DUCT SMOKE DETECTOR MODEL DH400I. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	249
	635000JSC5061
	COVER
	7456
	4
	 524.63 
	4
	07/29/94
	07/02/07
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	250
	635000JSC5062
	BELL
	RED,  6 INCH GONG, 24 VOLTS 7456
	6
	 16.16 
	4
	08/17/94
	02/08/06
	FOR NOTIFIER FIRE ALARM AND BURGLARY SYSTEMS. LOW CURRENT,   INDOOR/OUTDOOR INSTALLATION, MOUNTS TO 4 INCH SQUARE ELECTRICAL BOX. NOTIFIER PART NUMBER LISTED BELOW.

	251
	635000JSC5065
	BASE
	6.2 INCH BASE DIAMETER 7456
	13
	 21.00 
	4
	08/19/94
	06/27/97
	FOR NOTIFIER INTELLIGENT IONIZATION DECTECTOR MODEL CPX-551. NOTIFIER PART NUMBER LISTED BELOW.

	252
	635000JSC5067
	BELL
	10 INCH GONG, 24 VOLTS, 92 DBA  7456
	2
	 32.71 
	2
	08/19/94
	10/12/00
	FOR NOTIFIER FIRE AND LIFE SAFETY ALARM SYSTEMS. LOW CURRENT, VIBRATING, SEMI-FLUSH, OUTDOOR AND CONCEALED CONDUIT   MOUNTING. NOTIFIER PART NUMBER LISTED BELOW.

	253
	635000JSC5068
	DETECTOR
	135 DEGREE F FIXED TEMPERATURE (58 DEGREE C), 14.25 TO 28     7456  VOLTS DC, 10 TO 93% RELATIVE HUMIDITY
	20
	 80.00 
	10
	08/19/94
	09/05/97
	ANALOG THERMAL DETECTOR, DUAL THERMISTORS, ADDRESSABLE, 2-   WIRE LOOP CONNECTION. LEXAN CONSTRUCTION, OFF WHITE COLOR.   MOUNTING BASE NOT INCLUDED. NOTIFIER PART NUMBER LISTED BELOW.

	254
	635000JSC5070
	DETECTOR
	THERMAL 7456
	4
	 62.25 
	4
	09/08/94
	06/12/03
	FOR XL3 PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	255
	635000JSC5072
	MODULE
	AUDIBLE ALARM EXTENDER, 6.5 MILLIAMPS NORMAL, REQUIRES 7456  40 MILLIAMPS PLUS 1.5 AMPS MAXIMUM FOR SIGNALING CIRCUIT
	2
	 90.00 
	2
	09/08/94
	08/20/07
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	256
	635000JSC5073
	ZONE INDICATING UNIT
	7456
	2
	 200.00 
	1
	09/08/94
	05/30/03
	FIRE AND SMOKE DETECTOR SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	257
	635000JSC5074
	HOUSING
	7456
	6
	 70.00 
	2
	09/08/94
	
	FOR AIR DUCT DETECTOR MODELS Z AND ID-60, SERIES 3. FRONT LED ALARM. CLEAR HOUSING COVER FOR IDENTIFICATION OR         DETECTOR TYPE. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	258
	635000JSC5078
	ANNUNCIA-TOR
	KEYPAD MODULE  7456
	1
	 1,422.85 
	1
	09/08/94
	02/19/04
	FOR MXL PROTECTION SYSTEM. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	259
	635000JSC5079
	DOOR
	7456
	1
	 32.50 
	1
	09/08/94
	
	FOR CONTROL PANEL MODEL CP-35 SYSTEM 3. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	260
	635000JSC5080
	BACK BOX
	7456
	1
	 212.20 
	1
	09/08/94
	
	FOR PYROTRONICS SYSTEMS 3 CONTROL PANELS, OUTPUT MODULES AND POWER SUPPLIES. HEAVY GAUGE STEEL, BLACK ENAMEL FINISH.  USED IN 8 MODULE ENCLOSURE, DESIGNED FOR MOUNTING THE Z BRACKETS AND U CHANNEL SUPPORTS. CERBERUS PYROTRONICS PART   NUMBER LIST

	261
	635000JSC5082
	DETECTOR
	16 TO 25 VOLTS, 32 TO 100 DEGREE F OPERATING TEMPERATURE,     7456  0 TO 93% RELATIVE HUMIDITY, 0-1200 FEET PER MINUTE AIR             VELOCITY
	3
	 91.49 
	7
	09/08/94
	09/11/06
	INTELLIGENT IONIZATION DETECTOR PROVIDES EXTREMELY HIGH DEGREE OF RESISTANCE TO RFI, EMI AND HUMIDITY. USES STATE-   OF-THE-ART MOTOROLA MICROPROCESSOR WITH "ON BOARD" EPROM.  PLUG-IN, TWO WIRE TYPE. CONSISTS OF SELF COMPENSATING DUAL   IONIZATION 

	262
	635000JSC5089
	DETECTOR
	7456
	2
	 300.00 
	2
	11/03/94
	01/15/97
	FOR CONTROLLERS MODELS R7300, R7301, R7302 OR R7303 ONLY.  END OF LINE RESISTOR OR CONNECTION. UV DETECTOR. DETECTOR    ELECTRONICS PART NUMBERS LISTED BELOW.

	263
	635000JSC5096
	DETECTOR ASSEMBLY
	.15 AMP CONTACT, 24 VOLTS DC, 100 DEGREE F AMBIENT 7456  TEMPERATURE, 11 SECOND RESET TIME
	2
	 185.78 
	1
	11/03/94
	08/11/05
	PHOTOELECTRIC. SIMPLEX PART NUMBER LISTED BELOW.

	264
	635000JSC5100
	BASE
	6 1/2 INCH DIAMETER, 1 15/16 INCH HEIGHT, MAPNET II 7456
	6
	 109.00 
	6
	11/03/94
	08/11/05
	SIMPLEX HEAT DETECTORS MODELS 2098 AND 4098. SIMPLEX TIME RECORDER PART NUMBERS LISTED BELOW.

	265
	635000JSC5101
	BASE
	MAPNET II, THIS IS THE REPLACEMENT PART FOR 2098-9652,        7456  WHICH INCLUDED PLASTIC BASE AND CIRCUIT BOARD, NOW                 ONLY THE CIRCUIT BOARD P/N 562-938 IS AVAILABLE
	10
	 39.23 
	10
	11/03/94
	08/09/06
	SIMPLEX HEAT DETECTORS MODEL 2098. ELECTRONIC PART OF BASE   ONLY. SIMPLEX PART NUMBER LISTED BELOW.

	266
	635000JSC5102
	PULL BOX
	SINGLE ACTION, ADDRESSABLE  7456
	4
	 5.00 
	4
	11/03/94
	01/09/04
	MANUAL, FIRE ALARM. SIMPLEX PART NUMBER LISTED BELOW.

	267
	635000JSC5104
	BELL
	RED, 6 INCH GONG, .11 AMPS, 24 VOLTS, 84 MINIMUM DECIBELS     7456
	5
	 4.80 
	4
	11/03/94
	
	HEAVY DUTY, DC SUPERVISED WITH DIODE, VIBRATING. SIMPLEX TIME RECORDER PART NUMBER LISTED BELOW.

	268
	635000JSC5107
	CONTROL
	MOTION DETECTION SYSTEM 7456
	0
	 150.00 
	1
	11/03/94
	
	SONTRIX PART NUMBERS LISTED BELOW.

	269
	635000JSC5108
	CONTROL
	ULTRA MASTER CONTROL 7456
	0
	 50.00 
	2
	11/03/94
	
	SONTRIX PART NUMBERS LISTED BELOW.

	270
	635000JSC5114
	HOUSING
	7456
	3
	 43.00 
	3
	12/05/94
	
	FOR CERBERUS PYROTRONICS AIR DUCT DETECTOR MODEL ID-60P.  CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	271
	635000JSC5115
	HOUSING
	7456
	2
	 100.00 
	2
	12/05/94
	
	ALUMINUM, FOR UV DETECTOR. DETECTOR ELECTRONICS PART NUMBER LISTED BELOW.

	272
	635000JSC5116
	SENSOR
	GENERAL PURPOSE                                               7456
	4
	 299.78 
	4
	12/05/94
	06/01/06
	FOR USE WITH DETRONICS ULTRAVIOLET UV AND UV/IR FLAME DETECTORS. DETECTOR ELECTRONICS PART NUMBERS LISTED BELOW.

	273
	635000JSC5117
	SENSOR
	HYDROGEN FIRE DETECTION 7456
	2
	 805.95 
	2
	12/05/94
	11/18/05
	FOR USE WITH DETRONICS ULTRAVIOLET UV AND UV/IR FLAME DETECTORS. DETECTOR ELECTRONICS PART NUMBERS LISTED BELOW.

	274
	635000JSC5119
	PULL BOX
	5 1/2 INCH LENGTH, 4 1/8 INCH WIDE, 1 25/64 INCH DEPTH
	4
	 35.15 
	2
	12/05/94
	12/13/05
	FIRE ALARM, STANDARD UNIT, DUAL ACTION, NON-BREAKABLE GLASS, WITH TERMINAL BLOCK. FIRE LITE PART NUMBER LISTED BELOW.

	275
	635000JSC5121
	DETECTOR
	50 VOLTS, 0-25  FEET PER MINUTE AIR FLOW                      7456
	4
	 7.50 
	4
	12/05/94
	07/17/06
	RADIOACTIVE MATERIAL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	276
	635000JSC5124
	BELL
	RED,  6 INCH GONG, 12 VOLTS 7456
	3
	 30.00 
	2
	12/02/94
	09/13/05
	FOR NOTIFIER FIRE ALARM AND BURGLARY SYSTEMS. LOW CURRENT, INDOOR/OUTDOOR INSTALLATION, MOUNTS TO FOUR INCH SQUARE      ELECTRICAL BOX. NOTIFIER PART NUMBER LISTED BELOW.

	277
	635000JSC5126
	DEVICE
	BLACK, 1/2 INCH INLET, OUTLET 7546
	2
	 510.65 
	2
	06/16/95
	06/13/06
	FOR AIR MAINTENANCE DEVICE MODEL F324. AUTOMATIC, PRESSURE   PIPE, FIELD ADJUSTABLE. GRINNELL PART NUMBERS LISTED BELOW.

	278
	635000JSC5129
	PULL STATION
	DOUBLE ACTION, PULL DOWN, PUSH-IN TAB, SWITCH: N.O. SPST,     7456  1 AMP @ 250 VOLTS AC/DC, 3 AMP @ 125 VOLTS AC/DC MAIN ACTION,      .75 AMP @ 125 VOLTS AC/DC FIRST ACTION
	3
	 111.22 
	3
	07/12/95
	06/02/06
	MOLDED POLYCARBONATE CONSTRUCTION, SHOCK AND VIBRATION RESISTANT, UL LISTED. RED MATTE FINISH, WHITE LETTERING.     CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	279
	635000JSC5130
	BELL
	RED, 10 INCH GONG, 24 VOLTS 7456
	1
	 48.00 
	1
	07/12/95
	
	FOR NOTIFIER FIRE ALARM AND BURGLARY SYSTEMS. LOW CURRENT,   INDOOR/OUTDOOR INSTALLATION, MOUNTS ON 4 INCH SQUARE ELECTRICAL BOX. NOTIFIER PART NUMBER LISTED BELOW.

	280
	635000JSC5131
	DETECTOR
	3/4 INCH ENTRY 7456
	2
	 395.00 
	2
	07/12/95
	
	ULTRAVIOLET/INFRARED DETECTIOR. CONSIST OF TWO PRE-WIRED SENSORS AND TWO SENSOR HOUSINGS MOUNTED ON A COMMON J-BOX. EXPLOSION PROOF, ALUMINUM MATERIAL. DETECTOR ELECTRONICS     PART NUMBER LISTED BELOW.

	281
	635000JSC5133
	SWITCH
	RED FINISH, 2 SETS OF SPDT (FORM C) CONTACTS, 15 AMPS AT      7456  125/50 VOLTS, 2.5 AMPS AT 0 TO 30 VOLTS DC RESISTIVE
	1
	 52.89 
	1
	07/17/95
	12/05/00
	FOR AUTOMATIC SPRINKLER GATE VALVE. OUTSIDE SCREW AND YOKE   TYPE. POTTER ELECTRIC PART NUMBER LISTED BELOW.

	282
	635000JSC5140
	BASE
	BONE WHITE                                                    7543
	2
	 16.92 
	2
	07/21/95
	
	FOR GAMEWELL SMOKE DETECTOR MODELS 70884, 70885 AND 70886.   TERMINAL DESIGNATION AT BASE FOR PERMANENT MARKINGS, WIRED   THROUGH CENTER CUT-OUT. INCLUDES CURRENT LIMITING RESISTOR, TRANSIENT SUPRESSION AND BLOCKING DIODE. GAMEWELL PART NUMBER LIST

	283
	635000JSC5141
	DETECTOR
	24 VOLTS DC, 15 TO 36.3 WORKING VOLTS DC, 42 MAXIMUM VOLTS    7543  DC, .15 AMPS AT 25 DEGREE C, -10 TO +50 DEGREE C (32 TO            120 DEGREE F) AMBIENT TEMPERATURE RANGE
	2
	 61.69 
	2
	07/21/95
	
	FOR TWIST-LOCK BASE SERIES 70891 AND 70892. PHOTOELECTRIC, LOW PROFILE. EXTERNAL MOUNTED LED. BASE DETECTOR MOUNTS      TO 3 1/2 INCH OCTAGON BOX. GAMEWELL PART NUMBER LISTED BELOW.

	284
	635000JSC5146
	SENSOR
	21.2 - 27.3 VOLTS DC                                          7456
	4
	 133.94 
	4
	12/02/94
	08/29/95
	SMOKE DETECTOR. FOR USE WITH BASE MODELS 14503655-001, 002, AND 003. HONEYWELL PART NUMBER LISTED BELOW.

	285
	635000JSC5150
	BASE
	WHITE 7713
	1
	 35.02 
	1
	07/24/96
	
	FOR EDWARDS SIGNATURE SERIES DETECTORS. HIGH IMPACT ENGINEERING POLYMER CONSTRUCTION, WITH ISOLATOR. 32 TO 120   DEGREE F OPERATING TEMPERATURE, 0 TO 93% RELATIVE HUMIDITY.  EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	286
	635000JSC5151
	BASE
	WHITE, WITH 4 INCH BOX TRIM SKIRT/RING 7713
	5
	 33.32 
	5
	07/24/96
	
	FOR EDWARDS SIGNATURE SERIES DETECTORS. HIGH IMPACT ENGINEERING POLYMER CONSTRUCTION, WITH ISOLATOR. 32 TO 120   DEGREE F OPERATING TEMPERATURE, 0 TO 93% RELATIVE HUMIDITY.  EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	287
	635000JSC5152
	INDICATOR
	CLEAR LENS, RED LIGHT EMITTING DIODE 7713
	5
	 13.60 
	5
	07/24/96
	
	FOR SIGA DETECTOR. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER    LISTED BELOW.

	288
	635000JSC5153
	FIRE ALARM STATION
	RED, PULL LEVER OPERATION 7713
	7
	 79.41 
	7
	07/24/96
	06/21/06
	MANUAL, FOR SIGA DETECTOR. HIGH IMPACT PLASTIC, STEEL        BACKPLATE, DOUBLE ACTION, UPPER DOOR MARKED "LIFT THEN PULL HANDLE". EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	289
	635000JSC5155
	FIRE ALARM STATION
	RED, TOOL OPERATED RESET 7713
	1
	 31.96 
	1
	07/24/96
	
	MANUAL, LEXAN CONSTRUCTION, DOUBLE ACTION, SCREW TERMINALS.  SINGLE POLE CONTACTS, UPPER DOOR MARKED "LIFT THEN PULL HANDLE". EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	290
	635000JSC5157
	PULL BOX
	RED WITH WHITE LETTERING, STANDARD UNIT INCLUDES WEATHER-  7458  PROOF BACK BOX (WBB OR WP-10)
	10
	 143.63 
	2
	08/17/94
	12/13/05
	MANUAL STATIONS, NON-CODED. NOTIFIER PART NUMBERS LISTED BELOW.

	291
	635000JSC5161
	HORN STROBE
	RED, 15/75 CD 7767
	7
	 70.07 
	7
	01/30/97
	08/21/07
	FOR INDOOR USE. ALERT AND ALARM SIGNAL, FOR THE HEARING IMPAIRED. WALL OR CEILING MOUNTED, RUGGED PLASTIC HOUSING.   EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	292
	635000JSC5163
	WICK
	WICK, HUMIDIFIER, FOR CIRRUS CLOUD CHAMBER, 3 PER PACKAGE     7899
	3
	 82.50 
	3
	04/20/00
	02/01/08
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	293
	635000JSC5164
	BLOWER ASSEMBLY
	DC 7916
	2
	 2,355.18 
	2
	06/14/00
	01/29/08
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	294
	635000JSC5165
	CONTROL MODULE
	250 WATT MAXIMUM @ 25/70 VRMS, 0-49 DEGREE C ENVIRONMENT 7921  TEMPERATURE, 85% NON-CONDENSING HUMIDITY
	2
	 1,254.71 
	2
	04/27/01
	04/06/04
	FOR SIGNATURE SERIES EQUIPMENT. CONTAINS ALL THE CIRCUITRY, MEMORY AND INSTRUCTIONS TO COMMUNICATE WITH THE MASTER NETWORK CONTROLLER. COMPRISES OF CONTROL MODULE MOTHERBOARD, DISPLAY PANEL, CPU CARD, COMMUNICATIONS CARD, AND OPTIONS CARDS. EDWA

	295
	635000JSC5166
	DETECTOR
	0 TO 500 FEET PER MINUTE, 32 TO 100 DEGREE F (0 TO 38         7922  DEGREE C) STORAGE AND OPERATING TEMPERATURE RANGE,                 0 TO 93% RELATIVE HUMIDITY (NON-CONDENSING), 15.2 TO               19.95 VOLTS DC OPERATING
	8
	 80.00 
	8
	04/27/01
	02/25/05
	INTELLIGENT 4D MULTISENSOR DETECTOR. INTEGRATES 3 SENSING TECHNOLOGIES: ION, PHOTO AND HEAT. ION SENSOR IS UNIPOLAR,  PHOTO SENSOR USES LIGHT SCATTERING PRINCIPLE, AND  HEAT SENS OR ALARMS AT 65 DEGREE F (35 DEGREE C) ABOVE AMBIENT. HIGH IMPACT ENGI

	296
	635000JSC5170
	CHASSIS ASSEMBLY
	 7937
	3
	 277.32 
	3
	06/24/02
	08/23/02
	FOR FIRE ALARM. SEVEN LOCAL RAIL MODULE CHASSIS, OCCUPIES ONE CHASSIS SPACE IN WALLBOX, PROVIDES SEVEN LOCAL RAIL MODULE SPACES, SPACE FOR UP TO TWO POWER SUPPLIES AND A 1/2  FOOTPRINT MODULE. EDWARDS SERVICE TECHNOLOGY PART NUMBER     LISTED BELO

	297
	635000JSC5171
	MODULE
	71 MA STANDBY CURRENT, 141 MA ALARM CURRENT, 3.5 AMP @ 7937  24 VOLTS DC
	2
	 585.24 
	2
	06/24/02
	12/04/07
	FOR FIRE ALARM. TRADITIONAL ZONE, INITIATING DEVICE CIRCUIT. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	298
	635000JSC5172
	MODULE
	1 MA STANDBY CURRENT, 1 AMA ALARM CURRENT                     7938
	2
	 142.00 
	2
	06/24/02
	09/05/02
	FOR FIRE ALARM. PROVIDES INTERFACE FOR ONE CONTROL DISPLAY MODULE. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	299
	635000JSC5173
	MODULE
	7938
	1
	 287.73 
	1
	06/24/02
	
	OFF PREMISES SIGNALING, FOR FIRE ALARM. MOUNTS ON ONE LOCAL RAIL. CAN BE CONFIGURED FOR OLD OR NEW STYLES OF REVERSE     POLARITY CENTRAL STATION OPERATION. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	300
	635000JSC5174
	MODULE
	24 VOLTS DC NOMINAL, 32 TO 120 DEGREE F OPERATING 7938  TEMPERATURE, 93% RELATIVE HUMIDITY NON-CONDENSING
	2
	 1,431.51 
	2
	06/24/02
	01/12/07
	FOR FIRE ALARM. SINGLE SIGNATURE DRIVER CONTROLLER. COMES WITH ONE 3-SDC DEVICE CARD, MOUNT ON LOCAL RAIL. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	301
	635000JSC5175
	MODULE
	15.2 TO 19.95 VOLTS DC OPERATING VOLTAGE, 32 TO 120 7941  DEGREE F OPERATING TEMPERATURE, -4 TO 140 DEGREE F                 STORAGE TEMPERATURE, 93% RELATIVE HUMIDITY
	4
	 75.84 
	4
	06/20/02
	12/09/04
	FOR FIRE ALARM. SINGLE INPUT (RISER) SIGNAL MODULE, TYPE CODE 50 (FACTORY SET). USES ONE MODULE ADDRESS, WIRING  TERMINATIONS SUITABLE FOR #12 TO #18 AWG, MOUNTING: NORTH AMERICAN 2 1/2 INCH DEEP TWO GANG BOXES AND 1 1/2 INCH DEEP  4 INCH SQUA

	302
	635000JSC5176
	MODULE
	15.2 TO 19.95 VOLTS DC OPERATING VOLTAGE, 32 TO 120 7941  DEGREE F OPERATING TEMPERATURE, -4 TO 140 DEGREE F                 STORAGE TEMPERATURE, 0 TO 93% RELATIVE HUMIDITY
	6
	 62.96 
	6
	06/20/02
	02/09/05
	FOR FIRE ALARM. SINGLE INPUT (RISER) SIGNAL MODULE, TYPE CODE 50 (FACTORY SET). USES ONE MODULE ADDRESS, WIRING       TERMINATION SUITABLE FOR #12 TO #18 AWG, MOUNTING: PLUGS INTO U102R, U106R OR U106 MOTHERBOARDS. EDWARDS SYSTEMS      TECHNOLOGY 

	303
	635000JSC5177
	MODULE
	15.2 TO 19.95 VOLTS DC OPERATING VOLTAGE, 32 TO 120 7941  DEGREE F OPERATING TEMPERATURE, -4 TO 140 DEGREE F                 STORAGE TEMPERATURE, 0-93% RELATIVE HUMIDITY
	4
	 70.34 
	4
	06/20/02
	02/24/05
	FOR FIRE ALARM. DUAL INPUT (RISER) SIGNAL MODULE. TYPE CODE 51 (FACTORY SET, USES TWO MODULE ADDRESSES, STANDARD MOUNT.  SUITABLE FOR #12 TO #18 AWG WIRE. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	304
	635000JSC5178
	MODULE
	HIGH AMBIENT TEMPERATURE OPERATION UP TO 120 DEGREE F 7941
	6
	 118.83 
	6
	06/20/02
	03/20/06
	FOR FIRE ALARM. UNIVERSAL CLASS A/B, 15 FUNCTIONS, NONVOLATILE MEMORY, INTEGRAL MICROPROCESSOR. GATHERS INFORMATION AND COVERTS IT INTO DIGITAL SIGNALS. EDWARDS       SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	305
	635000JSC5179
	CONTROLLER ASSEMBLY
	STANDBY CURRENT 100 MA, ALARM CURRENT 120 MA, CONTACT         7935 RATINGS: NON-BYPASSABLE ALARM, SUPERVISORY AND TROUBLE; FORM C CONTACT 1 A @ 30 VOLTS DC. 32 TO 120 DEGREE F               TEMPERATURE RATING, 93% MAXIMUM RELATIVE HUMIDY
	0
	 901.44 
	2
	06/21/02
	06/21/07
	FOR FIRE ALARM PANELS IN BUILDINGS 29 AND 30MOW. CENTAL PROCESSOR MONITORS THE STATUS OF ALL MODULES AND PROVIDES    THE LINK FOR NETWORK COMMUNICATIONS. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	306
	635000JSC5180
	CONTROLLER
	24 VOLTS DC OPERATING VOLTAGE, OPERATING STANDBY CURRENT 7935  230 MA, OPERATING ALARM CURRENT 310 MA, 32 TO 120 DEGREE F         OPERATING TEMPERATURE, 0-93% RELATIVE HUMIDITY NON-CONDENSING
	5
	 1,536.01 
	5
	06/21/02
	09/20/07
	FOR FIRE ALARM PANEL IN BUILDINGS 29 AND 30MOW. TWO CIRCUIT BOARDS CONSISTING OF A LOOP CONTROLLER AND A LINE INTERFACE MODULE. ANALOG ADDESSABLE. EDWARDS SYSTEMS TECHNOLOGY PART   NUMBER LISTED BELOW.

	307
	635000JSC5184
	CONTROL PANEL
	7948
	1
	 678.76 
	1
	09/10/03
	
	FOR BUILDINGS 24 AND 31 NORTH FIRE ALARM SYSTEMS. FIRE SUPPRESSION CONTROL PANEL (FSCP) INTERFACES WITH ZONE RELEASING MODULE (ZRM). FSCP PROVIDES ON BOARD ABORT SWITCH, MANUAL RELEASE SWITCH, DIGITAL COUNTDOWN TIMER, DISPLAY TIMER, FIRS

	308
	635000JSC5185
	CONTROLLER ASSEMBLY
	7961
	1
	 4,494.00 
	1
	02/17/05
	04/18/05
	FOR JSC FIRE ALARM NETWORK. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	309
	635000JSC5186
	COVER
	COVER ONLY 7961
	1
	 600.00 
	1
	02/17/05
	
	FOR JSC ALARM SYSTEM. COVER IS FOR THE EDWARDS SYSTEMS TECHNOLOGY MODEL CM1N-RM DISPLAY CONTROL PANEL. EST PART     NUMBER LISTED BELOW.

	310
	635000JSC5187
	LAMP
	REMOTE ALARM 7458
	6
	 12.00 
	6
	08/25/94
	
	FOR SYSTEM 3 ALARM CONTROL. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	311
	635000JSC5188
	DETECTOR
	16 TO 26.6 VOLTS DC, 0 TO 39 DEGREE C OPERATING TEMPERA-      7920  TURE, 93% NON-CONDENSING HUMIDITY
	6
	 64.20 
	6
	04/09/01
	02/21/07
	PHOTOELECTRIC SMOKE DETECTOR SERIES PE-11 CONTAINS AN INFRARED LED AND A LIGHT SENSING PHOTODIODE. TWO-WIRE, PLUG- IN TYPE DETECTOR. SIEMENS PART NUMBER LISTED BELOW.

	312
	635000JSC5189
	CONTROLLER
	24 VOLTS DC, 1.5 WATTS, 3.5 WATTS MAXIMUM         E990 1  7968  OPERATING TEMPERATURE -40 DEGREE F TO 158 DEGREE F, 9 1/2 INCH WIDTH, 2 INCH THICK, 7 INCH HEIGHT
	1
	 4,093.00 
	1
	01/12/06
	03/14/06
	FOR ELLINTON FIELD HANGAR 990 FIRE DETECTION AND SUPPRESSION SYSTEM. CONTINUOUSLY MONITORS UP TO 8 DETECTORS. DETRONICS PART NUMBER LISTED BELOW.

	313
	635000JSC5190
	DETECTOR
	TEMPERATURE SETTING @ 140 DEGREE F +7 OR -8 DEGREE F 7970  TOLERANCE
	12
	 147.81 
	12
	02/15/06
	12/28/06
	FOR FIRE ALARM NETWORK AT JSC. VERTICAL DETECT-A-FIRE UNIT IS FOR CONCEALED AND EXPOSED WIRING (HEXAGONAL HEAD). BLACK COLOR CODING. STAINLESS STEEL SENSING HEAD, BRASS MOUNTING   HEAD. GAUMER COMPANY PART NUMBER LISTED BELOW.

	314
	635000JSC5192
	DETECTOR
	32 TO 120 DEGREE F (0 TO 49 DEGREE C) TEMPERATURE RANGE,      7983  10 TO 93% RH NONCONDENSING HUMIDITY RANGE, 2" (51MM) H X 4.1" (104MM) DIAMETER (UNFLANGED BASE), OR 6.1" (155MM)            DIAMETER (FLANGED BASE)
	16
	 55.00 
	16
	04/11/07
	06/20/07
	LOW PROFILE, PLUG-IN PHOTOELECTRIC SMOKE DETECTOR. MOUNTING BASE DEPENDENT. SYSTEM SENSOR PART NUMBER LISTED BELOW.

	315
	635000JSC5193
	DETECTOR
	135 DEGREE F (57.2 DEGREE C) FIXED, 15 DEGREE F/MINUTE        7984  RATE-OF-RISE, 32 TO 100 DEGREE F (O TO 38 DEGREE C)                TEMPERATURE RANGE, 10 TO 93% RH NONCONDENSING HUMIDITY RANGE, 3.2" (8.1CM) H X 4" (10.2 CM) DIAMETER (UNFLAN
	200
	 31.03 
	200
	04/11/07
	01/23/08
	COMBINATION FIXED AND RATE-OF-RISE, PLUG-IN HEAT DETECTOR.   MOUNTING BASE DEPENDENT. SYSTEM SENSOR PART NUMBER LISTED    BELOW.

	316
	635000JSC5194
	DETECTOR
	-4 TO 100 DEGREE F (-20 TO 38 DEGREE C) OPERATING 7980  TEMPERATURE, 1- TO 93% RH NONCONDENSING, RATE-OF-RISE              DETECTION: 15 DEGREEF/MIN (8.3 DEGREE C/MIN), 15-32                VOLTS DC PEAK
	25
	 80.93 
	25
	04/11/07
	06/20/07
	RATE-OF-RISE THERMAL DETECTOR, LOW PROFILE PLUG-IN. SERIES 200 INTELLIGENT DETECTOR. SYSTEM SENSOR PART NUMBER LISTED BELOW.

	317
	635000JSC5195
	BASE
	32 TO 120 DEGREE F (0 TO 49 DEGREE C) OPERATING 7979  TEMPERATURE RANGE, 10 TO 93% RH NONCONDENSING                      OPERATING HUMIDITY RANGE, 4.1" (104MM) DIAMETER
	0
	 -   
	50
	04/11/07
	
	FLANGELESS MOUNTING INTELLIGENT EURO-STYLE BASE. SYSTEM SENSOR PART NUMBER LISTED BELOW.

	318
	635000JSC5196
	DETECTOR
	-4 TO 150 DEGREE F (-20 TO 66 DEGREE C) OPERATING 7982  TEMPERATURE RANGE, 10 TO 93% RH NONCONDENSING OPERATING            HUMIDITY RANGE, 4.1" DIA, 2" HIGH, THERMAL RATING:  HIGH TEMPERATURE HEAT 190 DEGREE F (88 DEGREE C), 15-
	25
	 57.70 
	25
	04/23/07
	07/19/07
	HIGH TEMPERATURE THERMAL DETECTOR. SYSTEM SENSOR AND EST PART NUMBER LISTED BELOW.

	319
	635000JSC5197
	DETECTOR
	32 TO 120 DEGREE F (0 TO 49 DEGREE C) OPERATING TEMPERATURE   7985  RANGE, 10 TO 93% RH NONCONDENSING OPERATING HUMIDITY               RANGE, 4.4" DIA, 2" HIGH, 15 TO 32 VOLTSVDC PEAK VOLTAGE           RANGE
	12
	 70.92 
	12
	04/23/07
	06/20/07
	LOW PROFILE PLUG-IN IONIZATION SMOKE DETECTOR. SYSTEM SENSOR AND EST PART NUMBER LISTED BELOW.

	320
	635000JSC5198
	DETECTOR
	32 TO 100 DEGREE F (0 TO 38 DEGREE C) OPERATING TEMPERATURE   7981  RANGE, 10 TO 93% RH NONCONDENSING OPERATING HUMIDITY RANGE, 0-4000 FPM (0 TO 20 M/S) AIR VELOCITY, 4.1" DIA, 2" HIGH, FIXED TEMPERATURE SETPOINT: 135 DEGREE F (57 DEGREE C
	25
	 78.42 
	25
	04/23/07
	03/25/08
	ACCLIMATE MULTICRITERIA SMOKE DETECTOR. COMBINES PHOTO ELECTRIC AND 135 DEGREE F THERMAL SIGNALS TO PROVIDE EARLIEST WARNING OF FIRE AND REJECT NUISANCE ALARMS. EST AND SYSTEM SENSOR PART NUMBER LISTED BELOW.

	321
	635000JSC5199
	FLANGE
	N/A
	50
	 3.26 
	50
	07/09/07
	
	RETROFIT REPLACEMENT FLANGE FOR B400 SERIES FLANGED BASES.   SYSTEM SENSOR PART NUMBER LISTED BELOW.

	322
	6350010773562
	BELL
	RED, 6 INCH, 115 VOLTS, 86 DBA 7456
	3
	 23.50 
	1
	09/08/94
	
	FOR PYROTRONICS LIFE SAFETY ALARM SYSTEMS. SINGLE STROKE BELL, AC VIBRATING. INDOOR AND OUTDOOR INSTALLATION, MOUNTS TO 4 INCH SQUARE BACK BOX, UL LISTED. CERBERUS PYROTRONICS   PART NUMBER LISTED BELOW.

	323
	6350012612030
	PULL BOX
	RED ENAMEL, 6 3/8 INCH HEIGHT, 4 1/2 INCH WIDTH 7456
	6
	 372.82 
	6
	12/02/94
	02/07/06
	FOR USE IN HAZARDOUS AREAS DUE TO PRESENCE OF FLAMMABLE GASES, VAPORS OR COMBUSTIBLE DUSTS. PULL RING TYPE.          KILLARK/HUBBELL PART NUMBER LISTED BELOW.

	324
	6350013006268
	MODULE
	DUAL ZONE INPUT, 18.3 TO 23.5 VOLTS DC, 9 MILLIAMPS 7458  SUPERVISORY CURRENT, 275 MILLIAMPS ALARM
	6
	 331.55 
	6
	08/25/94
	03/04/08
	FOR SYSTEMS 3 ALARM CONTROL. CERBERUS PYROTRONICS PART       NUMBER LISTED BELOW.

	325
	6350013010657
	BASE
	WHITE, 5 INCH OUTSIDE DIAMETER 7456
	3
	 10.00 
	3
	09/08/94
	
	FOR PYROTRONICS IONIZATION DETECTOR HEAD MODELS DI-2 AND DI- 2D. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	326
	6350013224446
	DETECTOR
	SENSOR OPAQUE, PARTICLE, INTRINSICALLY SAFE                   7456
	6
	 97.00 
	6
	09/08/94
	08/05/02
	IONIZATION, DUAL CHAMBER, HIGHLY STABLE SOLID STATE AMPLIFIER SWITCHING CIRCUIT. FIRST RESPONSE TO FIRE IN THE FORM   OF SMOKE OR INVISIBLE PRODUCTS OF COMBUSTION, UL LISTED.     CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	327
	6350013332538
	DETECTOR
	SENSOR, OPAQUE PARTICLE, HIGH AIR VELOCITY 7456
	12
	 52.00 
	12
	09/08/94
	09/07/07
	IONIZATION, DUAL CHAMBER, HIGHLY STABLE SOLID STATE AMPLIFIER SWITCHING CIRCUIT. FIRST RESPONSE TO FIRE IN THE FORM   OF SMOKE OR INVISIBLE PRODUCTS OF COMBUSTION, UL LISTED.     CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	328
	6350014060436
	DETECTOR
	135 DEGREE F RATE COMPENSATION/FIXED TEMPERATURE 7456
	5
	 204.05 
	5
	09/08/94
	06/09/05
	FIXED TEMPERATURE FIRE DETECTOR WITH INTERNAL LAMP. USED WITH CERBERUS PYROTRONICS LOW VOLTAGE SYSTEMS, UL LISTED.    CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	329
	6350014351044
	BELL
	6 INCH SHELL SIZE, 24 VOLTS, 84 DBA, VIB ACTION 7456
	4
	 38.80 
	8
	09/09/94
	04/14/06
	FOR PYROTRONICS FIRE AND LIFE SAFETY ALARM SYSTEMS. ALUMINUM SHELL, VIBRATING, SEMI-FLUSH MOUNTING TO STANDARD FOUR INCH BACK BOX. CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	330
	6350014404163
	DETECTOR
	15 TO 28 VOLTS, 0 TO 49 DEGREE C (32 TO 120 DEGREE F) 7456  AMBIENT TEMPERATURE, 10 TO 93% RELATIVE HUMIDITY
	12
	 62.54 
	12
	08/19/94
	09/02/04
	IONIZATION, DUAL CHAMBER INTELLIGENT DETECTOR. FACTORY PRESET AT 1.06% NOMINAL SENSITIVITY FOR PANEL ALARM THRESHOLD   LEVEL. 2-WIRE LOOP CONNECTION. NOTIFIER PART NUMBER LISTED   BELOW.

	331
	6350014426141
	DETECTOR
	.15 AMP CONTACT, 24 VOLTS DC, 100 DEGREE F AMBIENT  7456  TEMPERATURE, 10 SECOND RESET TIME
	16
	 1.80 
	16
	11/03/94
	07/19/06
	PHOTOELECTRIC. SIMPLEX PART NUMBER LISTED BELOW.

	332
	6350014455391
	DETECTOR
	FOR IXL, MXL AND XL3 CONTOL PANELS 7456
	6
	 79.00 
	6
	09/08/94
	01/23/08
	INTELLIGENT, PLUG-IN, TWO-WIRE, DUST RESISTANT AND FIELD CLEANABLE PHOTO CHAMBER. CERBERUS PYROTRONICS PART NUMBER    LISTED BELOW OR EQUAL.

	333
	6350014476341
	MODULE
	STYLE B OR D INITIATING DEVICE CIRCUIT, MOUNTS IN 7456  STANDARD DEEP 4 INCH SQUARE ELECTRICAL BOX
	26
	 73.30 
	26
	07/29/94
	12/12/07
	MONITORS ALARM OR SUPERVISORY DEVICE CONTACTS. EDWARDS       SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	334
	6350014505413
	BELL
	RED, 6 INCH GONG, 24 VOLTS 7747
	4
	 37.00 
	4
	10/28/96
	09/13/05
	HEAVY DUTY, CAST HOUSING, VIBRATING. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	335
	6350014505420
	ADAPTER PLATE
	RED
	3
	 71.48 
	3
	01/30/97
	04/22/97
	FOR MOUNTING ALARM BELL. EQUIPPED WITH STROBE SIGNAL. INDOOR USE ONLY. BELL NOT INCLUDED. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	336
	6350014509477
	ADAPTER PLATE
	RED
	5
	 53.50 
	5
	07/24/96
	04/14/06
	FOR MOUNTING FIRE ALARM BELL. EQUIPPED WITH STROBE SIGNAL.   INDOOR USE ONLY. BELL NOT INCLUDED. EDWARDS SYSTEMS TECH-    NOLOGY PART NUMBER LISTED BELOW.

	337
	6350014521123
	BASE
	7456
	28
	 7.65 
	28
	09/08/94
	01/02/08
	FOR PYROTRONICS DETECTOR MODELS DI-3, DI-3A, DI-3B, ID-60    SERIES, ILP SERIES, DT-3P-135, PE-3, PE-3T, DF-3 AND DF-3A.  LOW PROFILE MOUNTING BASE. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	338
	6350014521124
	SENSOR
	15-28 VOLTS (PEAK DC), 5MA CURRENT, 32 TO 140 DEGREE F 7456  TEMPERATURE RANGE
	17
	 45.98 
	17
	07/29/94
	01/04/99
	ELECTRONIC DUAL THERMISTORS, BUILT-IN TEST SWITCH, TWO VISIBLE LEDS. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	339
	6350014523182
	DETECTOR
	WHITE, FACTORY PRESET AT 1.5 NOMINAL SENSITIVITY, 7456  32 TO 120 DEGREE F TEMPERATURE RANGE, 10 TO 93%                    RELATIVE HUMIDITY
	13
	 43.95 
	13
	07/29/94
	04/26/07
	IONIZATION, DUAL UNIPOLAR CHAMBER, TWO VISIBLE LEDS BLINK IN STANDBY, 2 OR 4 WIRE OPERATION, FLAME RETARDANT NORYL        PLASTIC. UL/ULC LISTED. EDWARDS SYSTEMS TECHNOLOGY PART      NUMBER LISTED BELOW.

	340
	6350014523183
	DETECTOR
	15.2 TO 19.95 VOLTS DC OPERATING VOLTAGE, 32 TO 120 DEGREE    7713  F TEMPERATURE RANGE, 0 TO 93 PERCENT RELATIVE HUMIDITY
	12
	 84.58 
	12
	07/24/96
	08/16/07
	INTELLIGENT IONIZATION SMOKE DETECTOR IS A COMPONENT OF THE SIGNATURE SERIES SYSTEM. ANALOG DEVICE SENSES CHANGES IN AIR SAMPLES FROM ITS SURROUNDINGS, ANALYZES INFORMATION      AND DETERMINES IF AN ALARM SHOULD BE INITIATED. CONTINUALLY  MONITORS CH

	341
	6350014525541
	DETECTOR
	135 DEGREE TEMPERATURE RATING, 15 TO 32 VOLTS DC, 10 TO 95%   7456  RELATIVE HUMIDITY
	8
	 9.44 
	8
	11/03/94
	12/15/05
	RATE-OF-RISE AND FIXED TEMPERATURE HEAT DETECTOR. SHORT      DURATION HEAT FLUCTUATIONS WILL NOT CAUSE UNWANTED ALARMS.   SIMPLEX PART NUMBER LISTED BELOW.

	342
	6350014525542
	DETECTOR
	135 DEGREE F FIXED TEMPERATURE, 15.2 TO 19.95 VOLTS DC, 7713  0 TO 93% RELATIVE HUMIDITY
	5
	 46.50 
	5
	07/24/96
	12/15/05
	INTELLIGENT RATE-OF-RISE AND FIXED TEMPERATURE HEAT DETECTOR IS A COMPONENT OF THE SIGNATURE SERIES SYSTEM. HEAT SENSOR   DETECTS HEAT FROM FIRE, RATE-OF-RISE DETECTS FLAMING FIRE.   EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	343
	6350014534669
	DETECTOR
	AIR DUCT USE ONLY                                             7456
	4
	 47.00 
	2
	09/08/94
	02/21/07
	IONIZATION, DUAL CHAMBER, HIGHLY STABLE SOLID STATE AMPLIFIER SWITCHING CIRCUIT. FIRST RESPONSE TO FIRE IN THE FORM OF SMOKE OR INVISIBLE PRODUCTS OF COMBUSTION, UL LISTED.     CERBERUS PYROTRONICS PART NUMBERS LISTED BELOW.

	344
	6350014590358
	DETECTOR
	OFF WHITE, 15 TO 30 VOLTS DC, 32 TO 100 DEGREE F OPERATING    7456  TEMPERATURE, 10 TO 95% RELATIVE HUMIDITY
	0
	 51.45 
	7
	11/03/94
	09/11/07
	INONIZATION, DUAL CHAMBER DESIGN, 2 OR 4 WIRE OPERATION, RED LED PULSING POWER-ON INDICATING ALARM. SIMPLEX PART NUMBER   LISTED BELOW.

	345
	6350014613003
	DETECTOR
	16 TO 25 VOLTS, 32 TO 100 DEGREE F OPERATING TEMPERATURE,     7456  0 TO 93% RELATIVE HUMIDITY, 0-300 FEET PER MINUTE AIR              VELOCITY
	7
	 78.49 
	10
	09/08/94
	11/13/06
	INTELLIGENT IONIZATION DETECTOR PROVIDES EXTREMELY HIGH DEGREE OF RESISTANCE TO RFI, EMI AND HUMIDITY. USES STATE-OF-THE-ART MOTOROLA MICROPROCESSOR WITH "ON BOARD" EPROM.    PLUG-IN, TWO WIRE TYPE. CONSISTS OF SELF COMPENSATING DUAL   IONIZATION 

	346
	6350014650433
	DETECTOR
	15-28 VOLTS, 5M AMPS                                          7456
	86
	 60.01 
	15
	07/29/94
	05/25/99
	INTELLIGENT PHOTOELECTRIC SENSOR WITH INTEGRAL COMMUNICATIONS. BLINKING LED AND BUILT-IN TYPE IDENTIFICATION.  COMPACT, 2-WIRE SYSTEM, -10 TO 60 DEGREE C, 14 TO -140       DEGREE F TEMPERATURE RANGE, 10 TO 15% RELATIVE HUMIDITY.   EDWARDS SYS

	347
	6350014672652
	CONTROL MODULE ASSEMBLY
	NETWORK WITH DISPLAY, REVISION 5.1 OR HIGHER, REPAIRABLE      7456
	5
	 2,095.28 
	5
	07/29/94
	01/31/08
	CONTROL MODULE MOTHERBOARD CONFIGURES ITSELF IN A REGENERATIVE NETWORK UPON FAILURE OF THE MASTER. TWO SWITCHES ON TH  FRONT COVER PERFORM THREE FUNCTIONS:
1. ALARM SILENCE: OPERATES IN THE REGENERATIVE MODE, SILENCES

	348
	6350014672653
	BASE
	BASE DIAMETER 6.2 INCH, 1.1 INCH HEIGHT, 10 TO 32 VOLTS DC    7456  STANDBY
	46
	 9.45 
	30
	07/29/94
	03/26/08
	FOR EDWARDS IONIZATION SMOKE DETECTOR MODELS 1451 AND 2451.  UL/ULC VERSION, 2 WIRE LOOP TYPE. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	349
	6350014672928
	PULL BOX
	RED, WHITE LETTERING                                          7456
	2
	 42.55 
	2
	12/02/94
	12/13/05
	DOUBLE ACTION, TUMBLER LOCK FOR TEST AND RESET, SURFACE OR SEMI-FLUSH MOUNTING, SHOCK AND VIBRATION RESISTANT. FIRE     CONTROL PART NUMBER LISTED BELOW.

	350
	6350014813961
	BASE
	6 INCH DIAMETER 7920
	4
	 11.00 
	4
	04/09/01
	
	FOR USE WITH SIEMENS PHOTOELECTRIC SMOKE DETECTOR MODEL PE-11. LOW-PROFILE SURFACE MOUNT. 6 INCH DIAMETER, SCREW     CLAMP TERMINAL FOR EASY WIRING. SIEMENS PART NUMBER LISTED   BELOW.

	351
	6350015461885
	ALARM
	RATED TO 250 PSI WATER WORKING PRESSURE, TAPPED 3/4"          7975  NPT ON THE INLET AND 1" NPT ON THE DRAIN OUTLET, PACKAGE           INCLUDES: DRIVE SHAFT 16 3/4" LONG FOR WALLS 14" THICK OR LESS, 3/4" NPT STRAINER FOR INSTALLATION ON THE ALARM
	2
	 605.33 
	2
	07/12/06
	
	MECHANICAL DEVICE ACTIVATED BY FLOW OF WATER, DESIGNED TO    SOUND A CONTINUOUS ALARM WHILE A SPINKLER SYSTEM OPERATES.   VIKING PART NUMBERS LISTED BELOW.

	352
	6350015535047
	MANUAL STATION
	COLOR RED, RAISED WHITE LETTERING, 4 INCH LENGTH,             7456  5 1/2 INCH HEIGHT, 2 3/4 INCH DEPTH
	1
	 73.00 
	1
	09/09/94
	08/02/07
	FOR CONTROL PANEL MODELS MXL AND XL3. SINGLE ACTION, MOLDED POLYCARBONATE, MATTE FINISH. CERBERUS PYROTRONICS PART       NUMBERS LISTED BELOW.

	353
	662500JSC5565
	INDICATOR
	OFF-WHITE, 2 3/4 INCH WIDTH, 4 1/2 INCH HEIGHT, LAMP 6456  ASSEMBLY, REMOTE ALARM
	5
	 9.00 
	5
	09/08/94
	
	FOR CERBERUS PYROTRONICS INITIATING DEVICES CONCEALED OR     EXPOSED TO VIEW. MOUNTS ON STANDARD SINGLE GANG SWITCH BOX.  PLASTIC. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	354
	662500JSC5566
	MODULE
	LED INDICATOR PROVIDE VISUAL INDICATION OF BOTH BATTERY 7456  VOLTAGE AND CHARGER MODULES
	1
	 59.00 
	1
	09/09/94
	
	FOR USE IN CONJUNCTION WITH BATTERY CHARGER MODULE MODELS BC-35, BE-35 AND IN SYSTEMS FITTED WITH EMERGENCY STANDBY    POWER. CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	355
	662500JSC5597
	MODULE
	REQUIRES 24 VOLTS DC OPERATING POWER                          7667
	1
	 845.00 
	1
	03/28/96
	07/02/07
	MULTI-CIRCUIT CONTROL UNIT MODULE, MODEL UIO-12. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	356
	662500JSC5601
	THERMISTER ASSEMBLY
	7930
	1
	 4,200.00 
	1
	09/20/01
	02/01/08
	FOR RETRO-FIT PROTEC CLOUD CHAMBER. SAFE FIRE DETECTION PART NUMBER LISTED BELOW.

	357
	6625013716329
	ADAPTER
	1200 & 9600 BAUD TRANSMISSION RATING, FOR SCOPEMETER          7591  WITH (XON/XOFF) SOFTWARE HANDSHAKE
	1
	 164.04 
	1
	08/16/96
	
	OPTICALLY ISOLATED RS-232-C INTERFACE ADAPTER. DIGITAL HARD  COPY OUTPUT: SCOPEMETER SUPPORTS EPSON FX80 SERIES AND       THINKJET HARDWARE COMPATIBLE PRINTERS OR REMOTE CONTROL:     SCOPE AND METER MEASUREMENTS, SETUPS, WAVEFORMS AND PERFORMANCE VE

	358
	668000JSC5098
	METER
	AIR FLOW BALANCE                                              7895
	1
	 1,100.00 
	1
	04/20/00
	10/06/04
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	359
	668000JSC5099
	METER
	MANIFOLD BALANCING                                            7896
	1
	 385.00 
	1
	04/20/00
	
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC FIRE DETECTION PART NUMBER LISTED BELOW.

	360
	668000JSC5100
	SENSOR
	FLOW 7894
	2
	 202.06 
	2
	04/20/00
	10/06/04
	FOR IFD CIRRUS AIR SAMPLING FIRE DETECTION SYSTEM. PROTEC PART NUMBER LISTED BELOW.

	361
	668500JSC6004
	SENSOR
	USED WITH OR WITHOUT RANGE EXPANDER DU-284   7456
	3
	 26.67 
	2
	11/03/94
	
	FOR AIRTECH 230 SYSTEM. ULTRASONIC INTRUSION DETECTION.   WALL MOUNTING, BROWN.  AIRTECH PART NUMBER LISTED BELOW.

	362
	668500JSC6310
	RESERVOIR
	HUMIDIFIER 7703
	1
	 230.45 
	1
	05/29/96
	07/31/96
	FOR IFD II DETECTOR. ENVIRONMENT ONE PART NUMBER LISTED BELOW.

	363
	6930011263849
	MODULE
	TIME INTERVAL 30 SECONDS TO 10 MINUTES, 45 MILLIAMPS          7456
	1
	 145.32 
	1
	09/09/94
	
	TIME CONTROLLED INTERVAL 6 SECONDS TO 10 MINUTES, SIGNAL CIRCUIT ACTIVATES OR DEACTIVATES. LED INDICATOR, DELAYED SIGNAL CAPABILITY, PLACEMENT SUPERVISED, SOLID STATE LOGIC   CIRCUITRY, UL LISTED. CERBERUS PYROTRONICS PART NUMBERS LISTED BELO

	364
	701000JSC5045
	CENTRAL PROCESSING UNIT
	7950
	1
	 9,513.75 
	1
	09/10/03
	
	FOR JSC CENTRAL MONITORING SYSTEM, EMERGENCY DISPATCH        CENTER. COLOR GRAPHICS, STANDALONE, 2 PORT WOKSTATION INCLUDES:                                                      WINDOWS 2000                                                 3.5 INCH 

	365
	702500JSC5457
	PRINTER
	SERIAL,   REPAIRABLE                                          7456
	1
	 765.00 
	1
	07/29/94
	10/09/02
	FOR RECORDING LIFE SAFETY SYSTEM CHANGES OF STATE. PRINTERS CONTAIN DATE, TIME, EVENT TYPE, AND USER DEFINED MESSAGE FOR EACH EVENT. HIGH SPEED, 9 PIN, USES STANDARD CONTINUOUS      TRACTOR FEED COMPUTER PAPER. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LIS

	366
	702500JSC5458
	PRINTER
	PARALLEL, REPAIRABLE                                          7456
	1
	 859.75 
	1
	07/29/94
	07/18/06
	FOR RECORDING LIFE SAFETY SYSTEM CHANGES OF STATE. PRINTERS CONTAIN DATE, TIME, EVENT TYPE, AND USER DEFINED MESSAGE FOR EACH EVENT. HIGH SPEED, 9 PIN, USES STANDARD CONTINUOUS      TRACTOR FEED COMPUTER PAPER. EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LIS

	367
	702500JSC5468
	MEMORY EXPANSION
	7456
	1
	 1,550.00 
	1
	09/08/94
	
	FOR CENTRAL PROCESSING MODULE MODEL CPX-1. PROGRAMMED BY     AUTOMATIC CONFIGURATION GENERATOR/CUSTOM SOFTWARE GENERATOR CERBERUS PYROTRONICS PART NUMBER LISTED BELOW.

	368
	702500JSC5478
	MONITOR
	BLACK 7949
	1
	 6,825.00 
	1
	09/10/03
	09/08/04
	FOR JSC CENTRAL MONITORING SYSTEM EMERGENCY DISPATCH CENTER. USE WITH FIRE WORKS 2000 COLOR GRAPHICS WORKSTATION. 18.1 INCH LCD MONITOR WITH TOUCH SCREEN. UL864 LISTED. RACK       MOUNTED. EDWARDS SYSTEMS TECHNOLOGY PART NUMBER LISTED BELOW.

	369
	703000JSC5095
	MICROCIRCUIT
	FIRMWARE CHIP, 1 INCH LENGTH 7456
	9
	 74.81 
	9
	07/29/94
	12/20/95
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	370
	703000JSC5097
	SUPPORT KIT
	SUPPORT KIT, SOFTWARE INCLUDES: I-O-M MANUAL,                 7458  D-500 PLUS PROGRAM KIT, FLOPPY DISK BACKUP KIT                     (ONE REQUIRED PER SYSTEM)
	1
	 6,842.00 
	1
	08/24/94
	
	FOR D-500 PLUS RADIO ALARM, COMPUTER-AIDED DISPATCH          INFORMATION AND MANAGEMENT REPORTS. MONACO PART NUMBER       LISTED BELOW.

	371
	703000JSC5101
	MICROCIRCUIT
	EPROM, 1 1/2 INCH LENGTH 7456
	10
	 20.00 
	10
	07/19/95
	
	EDWARDS SYSTEMS TECHNOLOGY PART NUMBERS LISTED BELOW.

	372
	7035014382108
	LINE DRIVER
	115 VOLTS, 1.8 INCH HIGH, 5.5 INCH WIDE, 8.5 INCH DEEP 7456
	1
	 157.00 
	1
	07/17/95
	12/01/95
	FOR LAN APPLICATIONS MODEL LD400MP. STAND-ALONE, ASYNCHRONOUS 19.2 KBPS SPEED. BLACK BOX PART NUMBER LISTED BELOW.

	373
	7510012562284
	RIBBON
	BLACK, 1/2 INCH X 12 YARDS 7591
	2
	 8.75 
	2
	08/19/96
	02/11/99
	FOR FUJITSU PRINTER MODELS DX2100/2200 AND DMPG9. NUKOTE PART NUMBERS LISTED BELOW.
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