POTENTIAL REQUIREMENTS
Surface Treatment Processes
· Pickle and Passivation of Stainless Steel using QQ-P-35 Type VI & Type VIII or ASTM A 967 Type II or Type IV

· Sizes range from small screws to 20’ piping and tubing and large valve and misc components.  

· Weight can be up to 2000 lbs.

· Degreasing to remove oil, grease or any volatile residue.

· Sizes range from small screws to 20’ piping and tubing and large valves, aluminum panels up to 10’ x 20’, mild steel parts & misc components.  

· Weight can be up to 2000 lbs.

· Aluminum Cleaning

· Clean, Etch and Deoxidize per Lockheed Martin LMC-STP-3007

· Aluminum panels and misc fabricated parts of 2219, 6071, 7075 ranging in size from 2” x 4” to 4’ x 8’

· Panel thicknesses from .030”-.250” and ranging in size from 2” x 4” to 

4’ x 8’

· Quantities up to 50 per batch

· Chemical Conversion Coating per Mil-C-5541 and Mil-DTL-5541
· Aluminum panels and misc fabricated parts of 2219, 6071, 7075 ranging in size from 2” x 4” to 4’ x 8’

· Panel thicknesses from .030”-.250” and ranging in size from 2” x 4” to 

4’ x 8’

· Quantities up to 50 per batch

· Touch up of conversion coating

· Iron Phosphate of Mild Steel per TT-C-490
· Clean and phosphate coat rusty bolts, valve components, flanges and bodies

· Sizes range up to 4’ x 8’ and weigh less than 2000 lbs.

· Etch for Dye Penetrate Inspection (ASTM A 380, AMS 2649, PRC 5010)
· Sizes range up to 4’ x 8’ and weigh less than 2000 lbs.

· Titanium, Stainless Steel, Aluminum and Mild Steel

· Sizes vary, but can be spot etched

Plating Processes

· Anodizing per Mil-A-8625 Type II and III
Sizes from 6’ x 3’ x 3’

· Electroless Nickel to meet ASTM B 733, SAE AMS-C-26074 and SAE AMS 2404 Classes 3 & 4, Grades A, B & C.

· Sizes up to 24” x 24” x 24”  
· Machined part of various configurations
· Masking required
Painting
· Priming and Painting per Mil-STD-171, MSFC-Proc-547, LMC-STP-3004 and other painting procedures
· Sizes 1”x 3” x .030” to 15’x 30’ x 20’

· Paint thicknesses .0004 to 6 mil

· Masking could be required

· Time restraints following cleaning could be as little as 1 hour.

