List of Requirements for Turbo Pumps

Provide two turbo pumps with the following specifications:

        Inlet – DN 100

        Outlet – DN 16KF

        Pumping speed for: N2 – 260 l/s

                                        He – 255 l/s

                                        H   - 220 l/s

                                        Ar – 255 l/s

        Compression ratio for: N2 - >10e-11

                                             He - > 10e-8

                                             H2 – 9.10e-5

                                             Ar - >10e-11

1) Two turbo pump controllers. 
2) Two Display Control Units 180 with integrated power supply.

3) Two Power Cable- 110VAC

4)  Two Connection Cables for Turbo Pump
5) Two vent valves and cables.
6) Two air cooling units for turbo if required.
7) Two splinter shields, DN 100 CF-F, 0.8mm mesh, 488 l/s.
8) Two sets of hexagonal bolts. 
9) Two solenoid actuated angle valves DN 40 ISO-KF connection flange aluminum 100-230V
10)  Two dual total pressure display and control units.
11)  Two Compact Full range Pirani/Cold cathode gauges, measurement range 1000 50 5x10e-9 mbar DN 40 ISO-KF.
12)  Two measurement cables for compact gauges.
13)  Two adaptor pieces, CF/ISO-KF, DN 100 CF-F/40 ISO-KF.
