COMPUTER REQUIREMENTS
· The computer shall be housed in a 19 in Rack Mountable 4U with a maximum depth of 28 inches and a rail kit to support the chassis.

· The computer shall have dual (2) Quad Core Processors E5450 (3.00 GHz, wX6M L2, 1333). 

· The computer shall have a minimum of two (2) network Gigabit Ports that can be connected to the same network.

· The computer shall have a minimum of four (4) Solid State Hard Drives. Three (3) used in a Hardware Raid 5 and 1 hot spare. 

· Each drive shall be a minimum of 30GB.
· The computer shall have a Hardware RAID controller (redundant?).
· The computer shall have a pre-installed software application to provide status of Raid system.

· The computer shall have pre-installed Windows Vista Business 64-bit.

· The computer shall have pre-installed Microsoft DirecX9 or higher.

· The computer shall have pre-installed Microsoft .NET 2.0 with SP1 or higher.

· The computer shall have a minimum of 16GB of ECC SDRAM, expandable to 32GB.

· The computer shall have a TrueColor (24-bit) video display adapter with 512 MB on-board video memory and hardware DirectX 9 support using a screen size of at least 1024 x 768 pixels.

· The computer shall have two Internal USB ports.

· The computer shall have four external USB ports.

· The computer shall have two (2) redundant, hot swappable power supplies.

· The computer shall survive the following vibration specification (note that the computer is required to survive but not required to operate under the vibration environment):
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