
Attachment J-C15-1 
 

Cooling Tower Systems Chemical Treatment Requirements 
 
 
The water treatment program shall control freezing and to prevent scaling, corrosion, 
slime, and algae in open re-circulating cooling tower systems.  
 
Water Treatment Operator trained in water analysis, troubleshooting, and addition of 
chemicals to control system conditions for optimum heat exchange performance.   
 
Provide a system of weekly water treatment evaluation, analysis and corrective actions 
for each of the treated systems. 
 
Trend analysis for treatment variation and system anomalies will generate an operator 
proactive concept for each of the designated systems. 
 
 
Cooling Tower Location Number and Tonnage 
Building 4800 Fan House 1A      2 each 500 Ton 
Building 4800 Fan house #6         2 each 150 Ton 
Building 4820 Fan house #8  1 each 100 Ton 
Building 4820 1st 1 each (air compressor cooling tower)  Floor Compressor Room 
Building 4823 1 each 100 Ton 
Building 4838 Chiller in a Box 1 each 125 Ton  
Building 4840 3 each 300 Ton 
Building 703  2 each 500 Ton 
Building 4800 Shaker Lab 1 each 60 Ton 
Building 4800 2nd 1 each 40 Ton  Floor Roof BEMCO 
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