EXISTING CONDITIONS  LEGEND

GENERAL NOTES

ABBREVIATIONS

CONSTRUCTION BID SCHEDULE

o HORIZONTAL /VERTICAL CONTROL
oLP LIGHT POLE

oPP POWER POLE

oTS TRAFFIC SIGNAL

+S,0S SIGN

O MH MANHOLE

O SMH SEWER MANHOLE

WATER HANDHOLE
oV VALVE WELL

><IPIV  POST INDICATOR VALVE
o+ FH FIRE HYDRANT

oD DRAIN INLET

- CB CATCH BASIN

nTB TELEPHONE BOOTH
oFP FLAG POLE

¢ TREE

x 1902.4 SPOT GRADE

IE 1992.5 INVERT ELEVATION

— PRV  PRESSURE REDUCING VALVE ASSY
— BPA  BACKFLOW PREVENTION ASSEMBLY
/S PAINTED CROSSWALK
< CANOPY /PATIO
173 STRUCTURE OR
’ BUILDING AND NUMBER
FENCE
|
WALL MASONRY WALL
; ’ ' RETAINING WALL
C&G
CURB/GUTTER
ASPH. ASPHALT SURFACE
DIRT DIRT SURFACE
CONC. CONCRETE SURFACE
GUARDRAIL
g A TREE LINE
1750 —"> INDEX CONTOUR (5’ INTERVALS)
T —_— —  INTERMEDIATE CONTOUR (1’ INTERVALS)
T “T——  APPROXIMATE CONTOUR
I A HDWL HEADWALL
E — ELECTRICAL LINE—UNDERGROUND
L fO/H  ElECTRICAL LINF—OVERHEAD
— FUEL FUEL LINE
T TELECOMMUNICATIONS
SS SANITARY SEWER LINE
SFM SANITARY SEWER FORCEMAIN LINE
W POTABLE WATER LINE
e NON—POTABLE WATER LINE USED EXCLUSIVELY

FOR FIRE SUPPRESSION SYSTEMS
AND FIRE HYDRANTS.

NEW WORK CONDITIONS LEGEND

1. THE CONTRACTOR SHALL PROVIDE ALL LABOR AND MATERIALS TO ASSURE A COMPLETE
AND PROPER INSTALLATION OF THIS PROJECT.

2. SAWCUT, REMOVE, DISPOSE OF AND REPLACE ASPHALT PAVEMENT AND/OR CONCRETE
PAVEMENT TO MATCH EXISTING WHERE REQUIRED.

3. EXISTING SIGNS REMOVED DURING CONSTRUCTION SHALL BE REPLACED IMMEDIATELY AFTER

TRENCH HAS BEEN BACKFILLED AND COMPACTED.
USE TEMPORARY PORTABLE SIGNS WHERE REQUIRED.

4. AS—BUILT UTILITIES SHOWN INCLUDING MAINS AND
ALL LATERALS ASSUMED TO BE LIVE. EXACT LOCATIONS UNVERIFIED.

5. ALL CONSTRUCTION IS NEW UNLESS OTHERWISE NOTED.
6. ALL DIMENSIONS AND CONDITIONS SHALL BE VERIFIED IN THE FIELD BY THE CONTRACTOR.

7. THE CONTRACTOR SHALL EXERCISE EXTREME VERIFIED IN THE FIELD BY THE CONTRACTOR.

STRUCTURE, EQUIPMENT, OR UTILITIES. ANY DAMAGE SHALL BE REPAIRED AT THE
CONTRACTORS EXPENSE.

8. ALL RESULTANT DEBRIS SHALL BE DISPOSED OF OFF BASE BY THE CONTRACTOR.

9. CONTRACTOR SHALL OBTAIN AR PERMIT REGISTRATION FOR ALL PORTABLE EQUIPMENT
THAT DISCHARGE EMISSIONS (AIR COMPRESSORS, GENERATORS, EQUIPMENT WITH AN

INTERNAL COMBUSTION ENGINE OVER 50 BHP, ETC...) FROM THE KERN COUNTY AIR
POLLUTION CONTROL DISTRICT. A COPY OF THIS PERMIT SHALL BE SUBMITTED TO THE
CODE S.H. OFFICE. IN ADDITION, CONTRACTOR SHALL APPLY FOR A LOCAL PERMIT FOR
AIR COMPRESSORS FROM MR. RICHARD WONG.

10. THE CONTRACTOR SHALL INSTALL BITUMINOUS PAINT BINDER BETWEEN NEW ASPHALT
PAVEMENT AND EXISTING CONCRETE & ASPHALT PAVEMENT.

11. LEAD PAINT HAS BEEN DETERMINED TO BE PRESENT IN TAXIWAY/TOW—WAY STRIPING;
IF THEY WILL BE DISTURBED DURING CONSTRUCTION, PROPER SAFETY, HEALTH, AND
ENVIRONMENTAL PROTOCOLS MUST BE DEVELOPED AND FOLLOWED. LEAD—BASED PAINT
SHALL BE REMOVED BY A LICENSED CONTRACTOR PRIOR TO CONSTRUCTION ACTIVITIES.
ALL WORK MUST BE CONDUCTED IN A MANNER THAT DOES NOT EXPOSE WORKERS TO
LEAD AS OUTLINED IN 40 CFR PARTS 61 AND 763, 29 CFR PARTS 1910 AND 1926, AND
8CCR SECTION 5216.

12. FIRE HYDRANTS SHALL BE INSTALLED ADJACENT TO PAVED AREAS, NOT CLOSER THAN

3" AND NOT FARTHER THAN 7° FROM THE ROADWAY SHOULDER OR CURB LINE, WHERE THEY
WILL BE ACCESSIBLE TO THE FIRE DEPARTMENT APPARATUS. HYDRANT BARRELS SHALL BE
LONG ENOUGH TO PERMIT AT LEAST 18" CLEARANCE BETWEEN THE CENTER OF THE 4.5"
PUMPER CONNECTION AND GRADE.

13. CONTRACTOR SHALL REPLACE ALL PAVEMENT STRIPING TO
MATCH EXISTING THAT IS REMOVED DURING UTILITY TRENCHING.

14. CONTRACTOR HAS THE OPTION OF INSTALLING RESTRAINED JOINT THRUST RESTRAINT
INSTEAD OF THRUST BLOCKS ON NEW BELOW GROUND FIRE WATER PIPE FLANGED TEES,
BENDS, AND VALVES. [F RESTRAINED JOINTS ARE USED, THEN THEY SHALL BE INSTALLED

FOR A MINIMUM DISTANCE OF 90" ON BOTH SIDES OF A RESTRAINED JOINT FLANGED
TEE, BEND OR VALVE.
15. ALL NEW UNDER GROUND DUCTILE IRON PIPE, DUCTILE IRON PIPE FITTINGS, AND

RESTRAINED PIPE JOINT FITTINGS SHALL BE WRAPPED WITH 2 LAYERS OF
10 MIL POLYETHYLENE FOR PROTECTION FROM CORROSIVE SOILS.

16. CONTRACTOR SHALL REMOVE & DISPOSE OF ALL NON-POTABLE WATER FROM ALL
EXISTING FIRE WATER MAINS THAT ARE ABANDONED—IN—PLACE UNDER THIS PROJECT,

17. ALL EXISTING BUILDING FIRE SUPPRESSION SYSTEMS SHALL NOT BE "OUT OF SERVICE®
FOR MORE THAN 4 HOURS IN 1 WORK WEEK WITHOUT PERMISSION BY
CONTRACTING OFFICER.

18. WHEN EXISTING FIRE HYDRANT IS TAKEN "OUT OF SERVICE", THE NEW DESIGNATED
FIRE HYDRANT REPLACEMENT SHALL BE PUT "IN SERVICE” WITH IN 4 HOURS.

19. CONTRACTOR SHALL COORDINATE PHASING PLAN TO CONTRACTING OFFICER FOR
APPROVAL BEFORE CONSTRUCTION.

ASBUILT GIS SURVEY NOTES

o — EXISTING FIRE WATER PIPE TO REMAIN
R — CAP AND ABANDON EXST FIRE WATER PIPE
T — NEW PIPE CAP

6"F — NEW NON—POTABLE PVC FIRE WATER PIPE.

MIN 200 PSI RATING. SEE SPECIFICATIONS.
. G"F—é FH — NEW FIRE HYDRANT
R — NEW FIRE WATER VALVE
s PV — NEW FIRE WATER VALVE WITH POST

INDICATOR OPERATOR
®  /F—— — POINT OF CONNECTION

>—{ — NEW FIRE DEPARTMENT CONNECTION

1. THE CONTRACTOR SHALL PROVIDE ASBUILT GPS HORIZONTAL COORDINATES AND
VERTICAL ELEVATIONS FOR ALL NEW FIRE WATER UTILITY DEVICES. SURVEY SHALL BE
CONDUCTED IN NAD 27 AND NAVD 27 CALIFORNIA STATE PLANE. NEW UTILITY DEVISES
SHALL INCLUDE: FIRE WATER PIPE VALVES (TOP OF HANDHOLE), AIR RELEASE VALVES
(TOP OF PAD), BLOW OFF VALVES (TOP OF PAD), BLOW OFF RISERS (TOP OF GRADE),
FIRE HYDRANTS (TOP OF PAD), ETC... THE CONTRACTOR SHALL RECORD THIS DATA ON

THE ASBUILTS. ACCURACY SHALL BE TO THE 0.01°. CONTRACTOR SHALL ALSO FURNISH
THIS SURVEY DATA IN AUTOCAD 2004.

2. THE CONTRACTOR SHALL ASBUILT SURVEY NEW WATER PIPELINE LAYOUT. THE
CONTRACTOR SHALL PROVIDE ASBUILT GPS HORIZONTAL COORDINATES AND VERTICAL
ELEVATIONS IN NAD 27 AND NAVD 27 CALIFORNIA STATE PLANE. CONTRACTOR SHALL
SURVEY ALL NEW PIPELINE POINT OF CONNECTIONS, HORIZONTAL DEFLECTIONS, BENDS,

AND TEE'S. CONTRACTOR RECORD THIS DATA ON THE ASBUILT DRAWINGS.

AB
ACP
AC
ARV
ASPH
ASSY
A/G
AVE.

BC
BFP
BLDG
B/G
BOT
BOV
C

CL
CLR
CNTR
CO
CONT
CONC
CONN
CPE
CPLG
C/G

¢, CL.

DESC
DET
DBL
DIA, @
DI
D.I.P.
DWG.

EQ
EA

EC
EIC
EL
EMH
ETC
EW
EXP
EXST

FH
FLG

FIN.
FL
FM
FO
FS

GAL
GALV
GP
GR
GIS
GPM
GPS
GR
GV

HH
HDPE
HDWL
HORIZ
HP
HTHW
HWY

.D.

IE
IRR

MAG
MAX

MIN
MH
MFR

ANGLE N
ABANDONED \AD
ASBESTOS CEMENT PIPE

NORTH, NORTHINGS
NORTH AMERICAN DATUM

CONTRACTOR SHALL ISSUE THE BID WITH THE FOLLOWING [TEMS INCLUDED AS
DISTINCT, SEPARATE BID OPTIONS. NO OTHER SEPARATION OF OPTIONS OR

ASPHALTIC CONCRETE WEAC mg\m %’\éﬁ%\g VERTICAL DATUM ALLOWANCE ITEMS IS TO BE INCLUDED IN THE BID. SEE ENTIRE SET FOR LOCATION
AIR RELEASE VACUUM ASSY AND DESCRIPTION OF BID OPTIONS.
ASPHALT N.I.C. NOT IN CONTRACT
ASSEMBLY NPW NON—POTABLE WATER BASE BID ITEM: PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR TO CONSTRUCT
ABOVE GROUND NF NOT FOUND THE SCOPE OF WORK FOR THE REPAIR FIRE WATER INFRASTRUCTURE PROJECT AS
AVENUE NS NEAR SIDE SHOWN AND DESCRIBED IN THE CONTRACT DRAWINGS AND SPECIFICATIONS;
BELL NO,,# NUMBER LOCATED AT NASA DRYDEN FLIGHT RESEARCH CENTER, EDWARDS AFB, CA 93523:
SECIN CURVE 0/C ON CENTER WITH THE EXCEPTION OF THE WORK DESCRIBED HEREAFTER AND INCLUDED IN
BACKFLOW PREVENTER 8HD. o/ 83E§ID}5E%AMETER OR  DIMENSIONS ADDITIVE BID OPTIONS #1 THROUGH #4
BUILDING ,
BELOW GROUND OPNG OPENING
BOTTOM 0S&Y, OSY OUTSIDE STEM & YOKE - — =
_ PCC PORTLAND CEMENT CONCRETE
Ekg? 1;?&5 VALVE ASSY PL PLATE BID OPTION INDICATES BID OPTION SCOPE OF WORK
CLASS, CENTER LINE PE PLAIN END
CLEAR PE POLYETHYLENE _m_———
CENTER Pl POST INDICATOR VALVE BID OPTIONS 1 & 2 NO LONGER IN CONTRACT
CLEANOUT POC POINT OF CONNECTION
CONTINUOUS P POLE | BID OPTION o PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR TO SAFELY DEMOLISH AND INSTALL NEW 10" TO 3" FIRE FIRE
CONCRETE PRV PRESSURE REDUCING VALVE I WATER PIPING AND VALVES SHOWN CLOUDED ON C—11 AND C—12. WORK ALSO INCLUDES DEMOLISHING AND
I REPLACING PIV'S, FH’'S, FDC ASSEMBLIES, PAVEMENT, GRADING WORK, AND EARTHWORK. IF OPTION IS NOT
CONNECT, CONNECTION PSF POUNDS PER SQUARE FOOT I EXERCISED THEN THE CONTRACTOR SHALL CONNECT NEW FIRE WATER PIPING TO EXISTING FIRE WATER PIPING
CHLORINE POLYETHYLENE PSI POUNDS PER SQUARE INCH i WITH 10" DI BENDS AND ADAPTER COUPLINGS.
COUPLING PT POINT ( @
"BID OPTION PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR TO SAFELY TO INSTALL NEW 50,000 GALLON FIRE WATER
EEETBE/RGUJILEER Ego Eg?&'g g’gLREKS OFFICE - TANK, ALL TANK APPURTANCES, LEVEL SENSORS, CATHODIC PROTECTION. TANK FOUNDATION. GRADING &
2 EARTHWORK, PAVEMENT REPAIR, NEW 6" FILL PIPE, NEW 12" RECIRCULATION PIPE, NEW 20" SUCTION PIPING,
DESCRIPTION PVC POLYVINYL CHLORIDE - VALVES, TAMPER SWITCHES, AND NEW POWER WHICH ARE ALL SHOWN ON C-10, E-2, AND FA-4. WORK
DETAIL PYMT PAVEMENT > INCLUDES CONNECTION TO BLDG 4840 FIRE PUMP ROOM. WORK DOES NOT INCLUDE NEW 20—INCH MAINLINE
DOUBLE 2 RADIUS STREET PIPING AND FIRE FIRE HYDRANTS SHOWN ON DRAWING C—10.
Oy
DIAMETER RD. ROAD BID OPTION o PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR TO SAFELY DEMOLISH AND INSTALL NEW 20" FIRE FIRE WATER
DUCTILE IRON RED. REDUCER PIPING SHOWN CLOUDED ON DRAWING C-5. WORK ALSO INCLUDES DEMOLISHING AND REPLACING CONCRETE
DUCTILE IRON PIPE REF REFERENCE PAVEMENT, GRADING, AND EARTHWORK. IF OPTION IS NOT EXERCISED THEN THE CONTRACTOR SHALL CONNECT
DRAWING REINF REINFORCED NEW FIRE WATER PIPING TO EXISTING FIRE WATER PIPING WITH 20" DI BENDS AND ADAPTER COUPLINGS.
EAST, EASTINGS REQD REQUIRED
FQUAL RESTRAINED JO BID OPTION @ PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR TO SAFELY DEMOLISH AND INSTALL NEW 18" TO 6" FIRE
o RJ JOINT WATER PIPING & VALVES SHOWN CLOUDED ON C-10, C-19, E-2, AND FA-3. WORK INCLUDES DEMOLISHING
CLECTRICAL RPBP REDUCED PRESSURE BACKFLOW AND REPLACING BPA'S, PIV'S, FDC ASSEMBLIES, METERS, AND PAVEMENT. WORK INCLUDES TANK PAINTING &
PREVENTER REPLACING TANK CATHODIC PROTECTION. THE WORK INCLUDES GRADING WORK AND EARTHWORK. WORK
EEgINCEUEEVEN CHARGE S/C CONC. LINED/COATED STEEL PIPE INCLUDES TAMPER SWITCHES, TANK MONITORING, FIRE ALARM CONTROL PANEL MODIFICATIONS, FIRE ALARM
SS SANITARY SEWER DEVICE WORK, FUEL TANK WORK, AND POWER. THE WORK DOES NOT INCLUDE THE NEW 20" MAIN TO THE
£l EVATION SCH SCHEDULE WEST OF B4853. IF OPTION IS NOT EXERCISED THEN THE CONTRACTOR SHALL CONNECT EXISTING 18” AND 6"
FLECTRICAL MANHOLE S SIGN, SLOPE CONNECTIONS FROM B4853 TO THE NEW 20" MAIN LOCATED TO THE WEST OF B4853.
ETCETERA SFM SEWER FORCE MAIN e adhiansndhi i dhdRah ey
EACH WAY BID OPTION PROVIDE ALL MATERIALS, EQUIPMENT AND LABOR TO SAFELY DEMOLISH AND INSTALL NEW 20" TO 3" FIRE FIRE )
EYPANSION SIM SIMILAR WATER PIPING AND VALVES SHOWN CLOUDED ON C—-10 AND C—11. WORK ALSO INCLUDES DEMOLISHING AND
SMH SEWER MANHOLE K REPLACING PIV'S, FH'S, FDC ASSEMBLIES, PAVEMENT, GRADING WORK, AND EARTHWORK. IF OPTION IS NOT
E@ETWETER SQ SQUARE f} EXERCISED THEN THE CONTRACTOR SHALL CONNECT NEW FIRE WATER PIPING TO EXISTING FIRE WATER Pii’f)
SST STAINLESS STEEL WITH 20" DI BENDS AND ADAPTER COUPLINGS.
FIRE HYDRANT ST STREET W\Ju
FLANGE STA STATION
FINISH STL STEEL
FLOW LINE SP STANDPIPE
FACTORY MUTUAL TAP. TAPPING
FIBER OPTIC T8 THRUST BLOCK
E’E‘ETS'DE T&B TOP AND BOTTOM
T R TOTAL VAN HER HORIZONTAL AND VERTICAL CONTROL
GALVANIZED TEL. TELEPHONE
GUARD POST TMH TELEPHONE MANHOLE
GUARD RAIL TW. TOP OF WALL MONUMENT #1:
GEOGRAPHICAL INFORMATION SYSTEM TYP TYPICAL .
CALLONS PER MINUTE U/G UNDERGROUND CONCRETE MONUMENT AT CORNER OF WALKER AVE AND THOMPSON DR (NAD 27)
GEOGRAPHICAL POSITIONING SYSTEM UL UNDERWRITERS LABORATORIES NORTHERN 528,183.086'
8E¢€E\/ALVE UNK UNKNOWN EASTERN 2,033,650.182’
U.O.N. UNLESS OTHERWISE NOTED FLEVATION  2.292.15’
HIGH, HEIGHT ’ .
HANDHOLE UTIL UTILITY
HIGH DENSITY POLYETHYLENE \ VALVE MONUMENT #2:
HORIZONTAL VERT VERTICAL CONCRETE MONUMENT NEAR CORNER OF MCKAY AVE AND THOMPSON DR (NAD 27)
HIGH PRESSURE VLT VAULT NORTHERN  528.601.559’
E:SSWTAEMPERATURE HOT WATER wH m{? H\«:ggh (\)NLIETH EASTERN 2.034416.916
INTERIOR DIMENSION WLS WELDED STEEL ELEVATION 2,280.85
INVERT ELEVATION W/ WITH .
IRRIGATION 1 PLUS OR MINUS MONUMENT_#3:
ARC LENGTH, LENGTH A DELTA - ,
MAGNETIC - FLOW LINE CONCRETE MONUMENT AT CORNER OF WALKER AVE AND LILLY AVE (NAD 27)
MAXIMUM L NORTHERN 528,717.766’
MINIMUM FASTERN  2,033,320.393’
mm%&wm ELEVATION  2.305.56’
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GENERAL NOTE: FOR UTILITY WORK LEGEND SEE

SEE DRAWING T-2.

GRAPHIC SCALE: 17 = 40
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(TYP OF 3)
@ (16”X20”)

(9)(TrP)

7~ \
e*  MATCHLINE \
SEE C-10

0 4Q° 80’

TRUE NORTH

ﬁ#ﬁQ)-ﬁqﬁ - - -,*ﬁqﬁijﬁ‘--- - - ----"‘

@ NOTES:

1) INSTALL NEW DI PIPE TEE & TB (SIZE PER PLAN), SEE DETAIL m

c-11] C-13
9) INSTALL NEW 20" PVC FIRE WATER PIPE, SEE DETAL /1

12) ABANDON EXISTING FIRE WATER PIPE IN pLacE.  C~11] 6=19

13) CLOSE VALVE. REMOVE AND DISPOSE OF VALVE WELL AND CONC COLLAR IN DIRT AND
ASPH PVMT AREAS. GRADE TO MATCH EXST IN DIRT AREAS. INSTALL ASPHALT PATCH IN
ASPH PVYMT AREAS. REMOVE VALVE COVER AND FILL WITH CONC IN CONC PVMT AREAS.

16) INSTALL NEW 8” GATE VALVE, SEE DETAL 27\
C-11] C-13

17) INSTALL NEW DI PIPE REDUCER (SIZE PER PLAN).

18) REMOVE SECTION OF 8" PIPE. INSTALL (2) NEW 8" 45° BENDS

WITH THRUST BLOCKS. INSTALL NEW 8" PVC PIPE.
CONNECT TO EXISTING PIPE 3" CLEAR OF BUILDING WITH

NEW ADAPTER COUPLING. SEE DETAL /3 \
C-11]C-13

21) INSTALL 6" GATE VALVE, 6" PVC PIPE, AND FIRE HYDRANT, SEE DETAL
22) CUT & CAP OR PLUG EXISTING PIPE, SEE DETAL /1

REMOVE AND DISPOSE OF UNUSED PIPE Section, ¢~ 11 ] C=14
24) INSTALL NEW 6" PVC PIPE, SEE DETAL

28) REMOVE SECTION OF 6" PIPE. INSTALL (2) NEW 6" 45 BENDS

WITH THRUST BLOCKS. INSTALL NEW 6" PVC PIPE.

CONNECT TO EXISTING PIPE 3’ CLEAR OF BUILDING WITH
NEW ADAPTER COUPLING. SEE DETAIL

29) REMOVE AND DISPOSE OF EXISTING FIRE HYDRANT AND RISER PIPE. CAP OR C-1
PLUG PIPE A MINIMUM OF 24" BELOW FINISHED GRADE. GRADE SITE TO MATCH
EXST. IN PAVED AREAS, REPAIR ASPHALT OR CONC PVMT TO MATCH EXISTING.

30) REMOVE AND DISPOSE OF POST INDICTOR ASSEMBLY. CLOSE EXISTING VALVE.

GRADE SITE TO MATCH EXST. IN PAVED AREAS, REPAIR ASPHALT OR CONC
PVMT TO MATCH EXISTING.

31) REMOVE AND DISPOSE OF GUARD POST. GRADE SITE TO MATCH EXST.
IN PAVED AREAS, REPAIR ASPHALT OR CONC PVMT TO MATCH EXISTING.
32) SAWCUT, REMOVE, DISPOSE AND REPLACE ASPHALT PAVEMENT, SEE DETAIL m
c-11\Lc—13

36) SAWCUT, REMOVE, DISPOSE AND REPLACE 16" THICK CONC PAVEMENT, SEE DETAIL m

c—11\Lc—15
37) INSTALL NEW CHECK VALVE, GATE VALVE, PIV AND FDC, IN EXISTING VAULT

39) CONNECT TO EXISTING PIPE WITH ADAPTER COUPLING.
41) INSTALL NEW 10" PVC PIPE, SEE DETAIL m
c-11\Lc-13
42) INSTALL NEW 6" GATE VALVE, SEE DETAIL m
C-11| C-13

45) REMOVE AND DISPOSE OF EXST MH OR VAULT, FDC ON PIPE
RISER, & VALVING. CAP OR PLUG FCD PIPE RISER A
MINMUM OF 24" BELOW FINISHED GRADE, SEE DETAL /4 \

C-11] C-15
46) INSTALL NEW 10” GATE VALVE, SEE DETAIL £ 8N

2
c-11] C-13
47) INSTALL NEW POST INDICATOR, SEE DETAIL m

G—111{ €~13
48) INSTALL NEW 20" BUTTERFLY VALVE, SEE DETAL 2\

C-11] C-13

50) INSTALL NEW 10" 45 BEND WITH TB, SEE DETAIL m

c-11] C-13
51) INSTALL NEW 10" 22.5° BEND WITH TB, SEE DETAL /3\
c-11] C-13

56) INSTALL NEW 16" BUTTERFLY VALVE, SEE DETAL /2

57) PROTECT EXISTING FENCING IN PLACE. C-11] €13

58) INSTALL NEW 20” 90 DI BEND AND THRUST BLOCK, SEE DETAL [/~ 3

60) INSTALL NEW 12" PVC PIPE, SEE DETAL /"1 "\ C-11]C-13
G171 | C=13

61) INSTALL NEW 12" GATE VALVE, SEE DETAL 72y

C=11 [ C=13

63) INSTALL NEW 16” PVC PIPE, SEE DETAIL m
c-11 | C-13
65) INSTALL NEW 10" 11.25° BEND WITH TB, SEE DETAIL m

c-11] c-13
70) INSTALL NEW 12" 45' BEND WITH T8, SEE DETAL 73
86) INSTALL NEW 16" 90" BEND WITH TB, SEE DETALL m C-11|C-13
c-11| C-13
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= D —— it ‘—w;-;— o
o SPT— - A T
1) INSTALL NEW DI PIPE TEE & TB (SIZE PER PLAN), SEE DETAIL m 47) INSTALL NEW POST INDICATOR, SEE DETAIL m
12) ABANDON EXISTING FIRE WATER PIPE IN PLACE. C-12] C-13 - [ c13
13) CLOSE VALVE. REMOVE AND DISPOSE OF VALVE WELL AND CONC COLLAR IN DIRT AND 57) PROTECT EXISTING FENCING IN PLACE.
\ ASPH PVMT AREAS. GRADE TO MATCH EXST IN DIRT AREAS. INSTALL ASPHALT PATCH IN )
. ASPH PVMT AREAS. REMOVE VALVE COVER AND FILL WITH CONC IN CONC PVMT AREAS. 87) INSTALL NEW 3" GATE VALVE, SEE DETA'LC @13
17) INSTALL NEW DI PIPE REDUCER (SIZE PER PLAN). 88) INSTALL NEW 3" PVC PIPE, SEE DETAL m
SCATTERED BRUSH 22) CUT & CAP OR PLUG EXISTING PIPE, SEE DETAL /1 ST
REMOVE AND DISPOSE OF UNUSED PIPE SECTion, C—12] C-14 —
: @ S
\ 23) INSTALL NEW 8" PVC PIPE, SEE DETAIL m
C-12\J/C—13
29) REMOVE AND DISPOSE OF EXISTING FIRE HYDRANT AND RISER PIPE. CAP OR PLUG
PIPE A MINIMUM OF 24" BELOW FINISHED GRADE. GRADE SITE TO MATCH
\ EXST. IN PAVED AREAS, REPAIR ASPHALT OR CONC PVMT TO MATCH EXISTING.
— — # = - =] ==t ST - = I s L == e
Y 30) REMOVE AND DISPOSE OF POST INDICTOR ASSEMBLY. CLOSE EXISTING VALVE. - —
GRADE SITE TO MATCH EXST. IN PAVED AREAS, REPAIR ASPHALT OR CONC
PVMT TO MATCH EXISTING.
SCATTERED BRUSH
31) REMOVE AND DISPOSE OF GUARD POST. GRADE SITE TO MATCH EXST. GENERAL NOTE: FOR UTILITY WORK LEGEND SEE DRAWING T—2. _
IN PAVED AREAS, REPAIR ASPHALT OR CONC PVMT TO MATCH EXISTING. 4 T
' o
39 T TO EXISTING PIPE WITH ADAPTER COUPLING. ; , o)
/ ) CONNECT TO EXIS APTER 0 GRAPHIC SCALE: 1” = 40 =
41) INSTALL NEW 10" PVC PIPE, SEE DETAIL m / L
SCATTERED BRUSH g b-_—— 55 |
> 40 0 40 80 120
bl e L — -'d
,_
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