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AGE CONTROLS OF SYTHENTIC ELASTOMERS 
1. Age-sensitive elastomeric articles and materials conforming to the following 
specifications shall be in conformance with the applicable age controls defined in 
paragraph 3 at the time of delivery to NASA DFRC. 
 
Part Hose/Hose assemblies 

AMS-7260 MIL-P-5315 Packing, Pre-formed, Hydrocarbon Fuel Resistant 

AMS-7270 MIL-P-5510  

AMS-7271 MIL-P-5516  

AMS-7272 MIL-R-6855, (Class 1 only)  

AMS 7274 MIL-R-7362  

MIL-H-5593 HOSE, AIRCRAFT, LOW PRESSURE AIR AND VACUUM, FLEXIBLE 

MIL-H-6000 HOSE, RUBBER, AIRCRAFT, FUEL, OIL, COOLANT, WATER, AND 
ALCOHOL 

MIL-H-7061 

MIL-H-7398 

MIL-H-8788 HOSE, RUBBER, HYDRAULIC, HIGH PRESSURE (3,000 PSI), 
OPERATING TEMPERATURE RANGE -65°F to +160°F 

MIL-P-25732 

MIL-H-8790 (see 3.a & 3.b.) 

MIL-H-8794 HOSE, SYNTHETIC RUBBER - HYDRAULIC FLUID, FUEL, AND OIL 
RESISTANT  

MIL-H-8795 (see 3.a. & 3.c.) 

 

2.  These requirements do not apply to silicone rubber, fluorocarbon rubber, fuel cell 
synthetic materials, and static seals used with fasteners. 

 

 A "component" is an accessory, combination of parts, or assembly. 
 

 NASA DFRC includes legally responsible organizations or individuals 
acting for NASA DFRC, a prime contractor to NASA DFRC, or a 
subcontractor. 
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3. Age Limitations Age in Quarters 

 For articles and materials not assembled in a component, including bulk 
hose: 

 From CURE DATE to delivery to NASA DFRC:...from the manufacturer or 
his agent 4 …from other sources 6 

 For articles and materials assembled in components, provided that 
elastomer items installed in the component shall exceed 

 8 quarters from cure date to installation in such component: 

  
From ASSEMBLY DATE to delivery to NASA DFRC:... of an installed component 4 of 
an uninstalled component as a spare by the flight vehicle or 8 engine contractors, or of 
a complete engine by engine contractors 8 of a component installed in a flight vehicle  
 
4.Elastomer articles and materials manufactured or installed during any given quarter 
will not be considered one quarter old until the end of the succeeding quarter. 
Packages, which include mixed categories of cured elastomer articles and materials 
shall be marked with the assembly date of the oldest assembly in the package. 
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