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	1.  DRD Title
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	NBL Critical System Entry Control Process
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	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category:  (check one)

	This document will provide the method necessary to ensure that NBL systems are maintained properly.
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	6.  References (Optional)
	7.  Interrelationships (e.g., with other DRDs) (Optional)

	SHI-NBL-M0002, Neutral Buoyancy Laboratory Breathing Gas System Entry Control Manual
	

	8.  Preparation Information (Include complete instructions for document preparation)

	


NOTE: UPON NASA APPROVAL, THE CONTRACTOR’S NBL CRITICAL SYSTEM ENTRY CONTROL PROCESS ("The Process") BECOMES A CONTRACTUAL REQUIREMENT.

The NBL Critical System Entry Control Process shall document the process for accessing NBL systems to perform maintenance tasks and modifications, where uncontrolled entry could jeopardize the validity of acceptance tests or cause an impact to a scheduled event.  The access process shall include procedures for ensuring cleanliness for oxygen compatibility, calibration, certification, and configuration.  

The process shall incorporate those activities currently detailed in SHI-NBL-M0002, Neutral Buoyancy Laboratory Breathing Gas System Entry Control Manual.  The process shall identify those tasks requiring quality assurance verification and shall describe the process for documenting the performance of all system access as quality records.
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