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	4.  ISSUED BY:
	5.  SUBMIT OFFERS TO:

	
	MAIL:
National Aeronautics and Space Administration

	National Aeronautics and Space Administration
	Ames Research Center

	Ames Research Center
	Attn:  M/S 213-13, Rm. 216A

	Moffett Field, CA 94035-1000
	Moffett Field, CA 94035-1000

	
	FAX:
N/A

	
	HANDCARRY:  Building N213, Rm. 216A


	
	E-MAIL:  N/A

	6.  CLOSING DATE/TIME:     March 21, 2002           2:00 PM

	7.  DESCRIPTION OF REQUIREMENT

	RFO2-38062(GLH) HVAC MODIFICATIONS TO BUILDINGS N233, N233A, & N254, NASA Ames Research Center, Moffett Field, California



	8.  FOR INFORMATION, CONTACT:

	NAME     Gary Heagy
	CODE
JAZ
	TITLE
Contracting Officer

	PHONE
(650) 604-1827
	FAX
(650) 604-4984
	E-MAIL ADDRESS  gheagy@mail.arc.nasa.gov

	9.  DESCRIPTION OF AMENDMENT

This amendment makes several changes to the plans and specifications as outlined on the following pages.

1. Attached is a copy of the current planholders list for your information.

2. The Heading for pages 40 – 51 of the Solicitation should read “SECTION K” vice “SECTION L” which is currently indicated.

Page 2 has descriptions of technical changes to the drawings and specifications.

NOTE:  The posted electronic version of this amendment may not contain all information included in the hardcopy of the Amendment which was mailed to all planholders.  



	Amendment 1






                                            RFO2-38062

The following clarifications and changes are to be incorporated into the referenced specifications and drawings.

Dwgs. 233A-0001-M211 & S201. Sleepers for the new roof mounted air handler at N233A are to extend as noted on the attached markups of drawings M211 and S201 labeled Amendment #1. In lieu of timber posts, steel tubing may be used as detailed on the attached drawing. Posts are to be approximately 3632mm in length; exact height is to be measured by the Contractor. Posts are to be installed snug and shimmed to create full bearing on the supporting beams. The attached drawing shows some dimensional corrections to the original S201.

Dwgs. 233-0003-M201, M202, M203. Chilled water piping shown on drawing M202 is existing and is to be replaced with new chilled water piping. This work is to be performed inside the basement air handler. The existing piping has deteriorated as shown on the attached photos labeled “N233 Basement AH Piping (1)” and “N233 Basement AH Piping (2)”. The existing spray pump and area to be grouted is shown on the attached photo labeled “N233 Basement AH Sump Pump”. This work is to be scheduled as defined in specification Section 01000 paragraph 1.7.

Spec. Section 15628 Air Cooled Water Chillers. Paragraphs 3.2 and 3.5. The chillers (3) to be installed at N233A are Government Furnished Equipment (GFE). The startup and testing of these chillers is to be performed as a requirement of this contract.

Spec. Section 03300 Cast-in-place Concrete, paragraph 2.1. The maximum aggregate size for the air handler floor is to be 13mm (1/2”). Refer also to drawing 233-0003-M203. 

Dwg. 233-0003-M04 sheet note 5. Add the following: Painting of galvanized steel ducts: Surface shall be cleaned of all contaminants using a solvent such as lacquer thinner or xylol. After cleaning, the surface shall be etched with a phosphoric acid pre-treatment solution. Apply one coat of inhibitive metal primer compatible with zinc coating and two coats of alkyd enamel. Apply per manufacturer’s instructions. Color and finish is to match existing adjacent walls. Spray painting in these rooms will not be allowed. All paints and colors are to be submitted for approval prior to delivery to the site.

Dwgs. 233-0003-M02 and M04.  The existing north wall of room 155 is not shown correctly. Existing copper chilled water lines, key note #4, run under the access flooring, along the north wall to the middle of room 150. These lines are to be removed under this scope of work. There is an existing cooling coil unit adjacent to the ISU#4 location. ISU#4 is to be installed off center to avoid this equipment. Total duct span along available wall space is 6477 mm (21’-3”). The Contractor is to verify dimensions at the site prior to duct shop drawing submittal.

Dwgs. 233-0003-M02 and M04, elevation D.  The ductwork for the ISU#5 and ISU control shall be modified as shown on the attached markups of drawing M02 and M04 (partial), dated 1/26/02. 

Dwg. 233-0003-M02. Room 151 walls are covered with fabric acoustical panels. At new grills between rooms 151 and 150, trim acoustical panels as needed for new openings. Cover edges with matching fabric or with approved frame. 

Dwg. 233-0003-E02. All work shown on this drawing is to be considered base bid work and is not included in the “Option” scope of work.
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