QUESTIONS AND ANSWERS

RFQ NUMBER 1-057-RCA.1372

QUESTION 1

Controller data transfer rate of 7.7. Mbytes.  This can be interpreted many ways, what is the intent of this requirement.

ANSWER 1

This implies that the interface board should provide rapid data transfer capability.

QUESTION 2

Synchronized data sampling without skew?  There is always some degree of skew, how much skew is allowed?  Is this a requirement for simultaneous sample and hold?

ANSWER 2

As written in the specifications, data acquisition on all channels must synchronize without any data skew (zero skew).

QUESTION 3

Waveform generation requirement of 32 bit resolution.  What is the exact intent of the requirement.  We are unaware of any waveform generators in the industry that has the level of D/A conversion accuracy. 

ANSWER 3

Waveform generation for dynamic functions should be at least 32 bit resolution.  Literally 32 bit resolution not 16 bit or lower.

QUESTION 4

What is the waveform generation output rate? sample/sec.

ANSWER 4

This was not specified.

QUESTION 5

What are the specifications for the additional analog output channels?, i.e.. range, rate,

ANSWER 5

The controller must have a capability to afford at least four assignable analogue outputs.

QUESTION 6

Is installation and training to be quoted on site?

ANSWER 6

Yes. Need to come and install as well as train personnel to use the equipment.

