Specifications for 1-205-RCG1210.

Amendment 3

Description of Anthropomorphic Test Dummies (ATD) and Instrumentation

1. Hybrid III – 3 –year-old ATD with following instrumentation    QTY 1

QTY 1  - 6-channel Upper/Lower Neck Load Cell for 3-year-old ATD

QTY 1  - 6-channel Lumbar Spine Load Cell for 3-year-old ATD

QTY 9  - Endevco 7264c-2000-2-240 Accelerometers or equivalent with 20 ft. cables ( 3 for head, 3 for chest and 3 for pelvis )

Manufactured, tested and certified as required to meet 49 CFR, Part 572, Subpart P.

2. Hybrid III – 6-year-old ATD with following instrumentation    QTY 1
QTY 1  - 6-channel Upper Neck Load Cell for 6-year-old ATD

QTY 1  - 6-channel Lower Neck Load Cell for 6-year-old ATD

QTY 1  - 6-channel Lumbar Spine Load Cell for 6-year-old ATD

QTY 9  - Endevco 7264c-2000-2-240 Accelerometers or equivalent with 20 ft. cables 3 for head, 3 for chest and 3 for pelvis

Manufactured, tested and certified as required to meet 49 CFR, Part 572, Subpart N.

3. Hybrid III – 10-year-old ATD with following instrumentation    QTY1
QTY 1  - 6-channel Upper Neck Load Cell for 10-year-old ATD

QTY 1  - 6-channel Lower Neck Load Cell for 10-year-old ATD

QTY 1  - 6-channel Lumbar Spine Load Cell for 10-year-old ATD

QTY 9 Endevco 7264c-2000-2-240 Accelerometers or equivalent with 20 ft. cables 3 for head, 3 for chest and 3 for pelvis 

Designed with respect to Hybrid III standards.

4. Hybrid III – 5% Small Female ATD with following instrumentation    QTY 2
QTY 1  - 6-channel Upper Neck Load Cell for 5% Small Female ATD

QTY 1  - 6-channel Lower Neck Load Cell for 5% Small Female ATD

QTY 1  - minimum 5-channel Lumbar Spine Load Cell for 5% Small Female ATD

QTY 1  - minimum 5-channel Thoracic Spine Load Cell for 5% Small Female ATD

QTY 9 Endevco 7264c-2000-2-240 Accelerometers or equivalent with 20 ft. cables 3 for head, 3 for chest and 3 for pelvis 

Manufactured, tested and certified as required to meet 49 CFR, Part 572, Subpart O.

5.  Hybrid III – 50% FAA Certified* Male ATD with following instrumentation QTY 1
QTY 1  - 6-channel Upper Neck FAA Load Cell for 50% Male ATD

QTY 1  - 6-channel Lower Neck FAA Load Cell for 50% Male ATD

QTY 1  - 6-channel Lumbar Spine FAA Load Cell for 50% Male ATD

QTY 9 Endevco 7264c-2000-2-240 Accelerometers or equivalent with 20 ft. cables 3 for head, 3 for chest and 3 for pelvis 

*Manufactured, tested and certified as required to meet 49 CFR, Part 572, Subpart B &E specifications and SAE Technical Report 1999-01-1609.

6.  Hybrid III – 95% Male ATD with following instrumentation      QTY 2
QTY 1  - 6-channel Upper Neck Load Cell for 95% Male ATD

QTY 1  - 6-channel Lower Neck Load Cell for 95% Male ATD

QTY 1  - 6-channel Lumbar Spine Load Cell for 95% Male ATD

QTY 1  - minimum 5-channel Thoracic Spine Load Cell for 95% Male ATD

QTY 9 Endevco 7264c-2000-2-240 Accelerometers or equivalent with 20 ft. cables 3 for head, 3 for chest and 3 for pelvis 

Manufactured, tested and certified according to the latest SAE design parameters and calibration corridors.

All instrumentation must meet SAE J211 standards and 49CFR, Part 572 specifications.

