Glovebox specifications:  1-057-RCA.1405

1.  Approximate glove box Size:  from 50 – 45 wide, 30 – 31 Deep, 35-36 Height 

2.  Glovebox must have a sidemounted –35 deg C rectangular refrigerator mounted on left-hand box wall, as you are facing the Lexan front window, that does not take up glovebox work space. 

3.  Static eliminator

4.  Two glove ports for left hand and right hand with butyl ambidextrous gloves, and an extra ambidextrous replacement pair of gloves, and one evacueable port cover.

5.  Glove box must contain two antechamber feed throughs on right handside when facing the front of the box.  A large one from 15 inches in diameter and a small one of a diameter of  approximate size 6 inches.

6.  Manual antechamber purge system for vacuum and gas

7.  Water and oxygen scavenger system that has a  programmeable rejuvenation system with inert gas circulation

8.  Inert system must be able to maintain H20 and Oxygen levels < 1 ppm for each

9.  Fluorescent Lighting from the top front of the box

10.  Minimum of 2 shelves in back

11.  5 BNC ports preferably mounted in lower backwall in rear of box right-handside when a person is facing the lexan front window or bottom left of the lexan window, when a person is facing the lexan front window, if not obstructed by the refrigerator.   Customer and vendor must confirm locations prior to fabrication.  (please see attached drawings)
12.  Additional feedthru ports with removeable plugs for future use in back with one 2 ¾ inch CF Del Seal fittings, three KF 40 fittings,  one 1.5 inch  NPT, one .5 inch NPT, two 3/8 inch NPT, one ¼ inch NPT, two 3/8 inch swagelok fittings.  Customer and vendor must confirm locations prior to fabrication.   (please see attached drawings)

13.  dual electrical AC junction box or AC power strip inside box

14.  Glove box must be stainless steel and modular to allow the removal of a side panel for extension of another box, with stainless steel stand must be included with self-levelling feet.  

15.  Lexan window, with gaskets around each attached component

16.  Foot pedal for pressure control

17.  1 vacuum pump with pumping capacity and direct drive using an  Edwards RV8 with outlet mist filter and gravity oil return kit

18.  Inert gas circulating variable speed blower from 0 to 40-60 CFM with two 0.3 micron HEPA Filters for inlet and outlet.  Rapid Nitrogen purge system for filling glovebox with inert gas, having an inlet and outlet.

19. ISO 9001 certification








refrigerator





BNC ports, option on lexan window





gloveports





Mini-antechamber





antechamber





Lexan window





Front view of Box





Rear view of Box





Steel Frame backside





antechamber





Mini-antechamber





refrigerator





BNC port optional location 





NPT fittings location option and/or two swagelock fittings





KF 40





KF  40





CF





Refrigerator side view view





Lexan


Window


(front)





Steel Frame (back)





refrigerator





NPT fittings location option and/or two swagelock fittings








