SPECIFICATIONS FOR NUMERICALLY CONTROLLED WIRE ELECTRIC DISCHARGE MACHINE – RFQ.552-76877-912

1. Travel:  X> 12 inches, Y> 8 inches, Z= 10 inches.

2. Positional Accuracy:  +/- 0.0001 inch.

3. Repeatability:  +/- 0.00005 inch.

4. Closed Loop Operation and Absolute Position Detection on the X and Y axes.

5. Capable of 30 degree taper.

6. Submerged or Flush operation.

7. Anti-Electrolysis AC power supply as well as DC power operation.

8. Chiller included for dielectric fluid.

9. Ozone generator for dielectric fluid.

10. Use 0.004 to 0.012 inch diameter wire.

11. Automatic wire threading and automatic wire breakage repair.

12. Automatic power recovery

13. Wired for 200/220 V, 3 Phase, 60 HZ.

14. Numerical Control System with display.

15. RS-232 Interface for command inputs.

16. Software to allow machine to use Pro-Engineer drawings.

17. Installation on-site at Goddard Space Flight Center, Greenbelt, MD.

18. Training for two (2) operators.

19. Manuals.

20. Two year warranty or greater for parts and labor.

Documentation showing item meets or exceeds these specifications must accompany quote.

