Specifications for Purchase of 40 Ft. Drop Deck Flatbed Trailer (s)

The Trailer (s) shall have the following Specifications and be constructed to the current DOT requirement for Size, Length and Capacity.

Capacity

Payload Capacity                           80,000 Lbs. Evenly Distributed

                                                                           payload Capacity

Gross Vehicle Weight Capacity     80,000  Lbs. GVWR

Trailer (s) Dimensions

Flat Deck Length                       40 Ft.

Deck Drop                                 18 –22 Inches

Raised Front Deck                    120 – 130 Inches

Overall Width                            102 Inches

Front Deck Height                     58-60 Inches

Flat Deck Height from Grd        40 Inches +/- 2”

                                                  using 255/70RX22.5 Tires

Fixed Dogie fixed location         90 Inches 

Bulkhead                                    Not Required

Trailer (s) 

Front Options

5” diagonal Front 

Registration card Holder

service & emergency gladhands. 

4 steel front stake pockets.

Side Options

6” deep side rail 6.6 #/ft structural channel

Side pockets at 24” on centers

Provide 8 – 4” sliding web cinch w/ 4” x 30’-0” Nylon straps with flat hook.

SubFrames 

Front - The Trailer (s) shall have ¼”Cruciform type kingpin, approach plate, 45” wide, front 9” tapered to 3” with 4 run-up members.

Rear – Dot Standard bumper 22” maximum from ground with rubber dock bumpers.

Floor Material

Floor material shall be 1-5/16” dimensional Shiplap Hardwood with 12” crossmember spacing. Weather protective sealing shall be applied to flooring material.

Trailer (s) Support Legs

The Trailer (s) shall have 2 speed supporting leg system with 10” x 10” hinged square sand support leg shoes. 

Trailer (s) Axles

Tandem Axles fixed airride system with manual control valves wired to all axles, air brakes and automatic slack adjusters. Each wheel set shall have anti-sail mudflaps

Electrical Wiring, Visual Marking reflective Tape  and Lights

Furnish all wiring, visual marking reflective tape and lights as to comply with all DOT and industry standards.

Painting

Provide factory standard enamel finish with primer undercoat on all showing metal surfaces. Paint shall be Black or Blue in color.  

Submittals

Vendor shall provide detail submittals and delivery date with bid for review.

Delivery

Trailer (s) shall be delivery to respective contracting agent at Kennedy Space Center, Florida 

