Item #1, 500 lb Rated Surface Stud Mount load cell 

Rating Requirements

500 lb Compressive Load Rating

Specifications and Dimensional Requirements


Materials Requirements

Heat Treated PH17-4 Stainless Steel

10 ft Teflon insulated wiring

Bonded foil Strain Gauges

Sealed Construction

Certification Requirements
Include certificate of conformance for calibration for each sensor.

Include certificate of conformance per applicable commercial standards.

Delivery Requirement

Delivery: 45 days ARO.

Item #2, 1000 lb Rated Load Button with Mounting Provided load cell 

Rating Requirements

1000 lb Compressive Load Rating

Specifications and Dimensional Requirements
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Materials Requirements

Heat Treated PH17-4 Stainless Steel

10 ft Teflon insulated wiring

Bonded foil Strain Gauges

Sealed Construction

Certification Requirements
Include certificate of conformance for calibration for each sensor.

Include certificate of conformance per applicable commercial standards.

Delivery Requirement

Delivery: 45 days ARO.

Item #3, 500 lb Rated Dual Stud Mount load cell 

Rating Requirements

500 lb Compressive Load Rating

Specifications and Dimensional Requirements
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Materials Requirements

Heat Treated PH17-4 Stainless Steel

10 ft Teflon insulated wiring

Bonded foil Strain Gauges

Sealed Construction

Certification Requirements
Include certificate of conformance for calibration for each sensor.

Include certificate of conformance per applicable commercial standards.

Delivery Requirement

Delivery: 45 days ARO.

