
APPLICATION:
Part Name:
Flexible film


Process:
Laminating

This vacuum press will be used to process electronic films for actuators.

One Hydraulic Vacuum Press

APPROXIMATE DIMENSIONS:

64( L-R x 42( F-B x 78( H

CLAMP SPECIFICATIONS
· 1 – 30 ton compression force (adjustable)

· Heavy-duty, slab side construction

· 18( L-R x 18( F-B fully guided heated platens

· 650(F maximum operating temperature, sized for 15(F/minute heat-up rate

· Cartridge heaters

· Full platen insulation, including perimeter

· 1/16 DIN digital temperature controllers

· Single opening with:

· 12( open daylight

· 0( closed daylight (shut height)

· 5( bore JIC style clamp cylinder for power in both directions
(develops clamping force at 3055 psi or more)

· 12( stroke

· 42( lower platen operating height (approximate)

· Built-in lift truck tubes

The platens and bolsters are accurately ground for parallelism and flatness to within +.001(/ft. of span.

VACUUM CHAMBER
· Integral vacuum chamber, including:

· Front hinged door with interlock switch

· Rear hinged door with interlock switch

· 3( NPT port for vacuum source connection

5 HP (or more) vacuum pump system, with filter assembly and solenoid valve

HYDRAULIC SYSTEM
· Self-contained hydraulic system, including:

· 15 gallon reservoir (or larger) with access panel and gauge for oil level and temperature indication

· Dual pump system with energy-efficient TEFC motor

· Suction line strainer

· Water-cooled heat exchanger

· 70 IPM closing speed

·   5 IPM pressing speed

· 75 IPM opening speed

CONTROL SYSTEM
· NEMA-rated electrical control enclosure, including:

· Allen Bradley MicroLogix( 1200 programmable controller with Microview operator interface (to be compatible with existing software)

· Operating buttons, including two-hand “anti-tie-down” circuit for cycle initiation

· Indicating lights

· Proximity switches to control “slow close” position and “cycle reset”

· Clamp pressure relief valve and gauge

· 460/3/60 supply voltage

· NFPA 79-1997 electrical standards, including non-fused disconnect
· Pressing speed control

· Automatic low pressure system

· Automatic platen cooling

· Water saver valve

· Full machine documentation, including operating manual, spare parts list, and drawings (in English)

