COMBINATION SYOPSIS/SOLICITATION: No. 4200020641

WEAPON SPECIFICATIONS:

	Item
	Specification
	Contractor Variation to Specifications or Certification that Specifications Shall be Met

	Caliber
	.40 caliber 

Semi-automatic
	

	Slide Assembly
	Steel with a surface treatment capable of withstanding daily use under adverse weather conditions.
	

	Accessory Rail


	Manufactured into the frame in front of the trigger guard, designed to accept common lighting and aiming devices.
	

	External safety lever/decocker
	None 
	

	Action Type
	Consistent trigger pull weight and trigger travel for discharge between each shot
	

	External hammer
	None
	

	Barrel length
	Between 4.0 in. – 6.0 in.
	

	Front and rear sight style
	Trijicon or Meprolight self-luminous sights.
	

	Trigger pull weight
	5 lbs. – 9 lbs., consistent between every shot
	

	Firing pin safety
	A mechanical safety that prevents the firing pin from moving forward unless the trigger is being pulled.  The firing pin safety must disengage automatically as the trigger is being pulled.
	

	Drop safety
	A mechanical safety that prevents the firing pin from being cocked or released unless the trigger is pulled to the rear.
	

	Profession acceptability
	Must be approved for carry by multiple Federal agencies
	


PAGE  
1

