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	1.  DRD Title
	2. Date of current version
	3. DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Flight Products Interface Control Document (ICD)
	March 9, 2004
	206
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	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category:  (check one)

	This document defines the requirements for the interfaces between the flight product or payload and program interfaces required to make the product fully functional.
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	6.  References (Optional)
	7.  Interrelationships (e.g., with other DRDs) (Optional)

	EA-WI-023 "Project Management of GFE Flight Projects"  
	

	8.  Preparation Information (Include complete instructions for document preparation)

	SCOPE:  

The Interface Control Document (ICD) is the formal definition of the interfaces between products, other systems, and/or payloads and other program products.  The ICD shall fully describe the quality characteristics of the interface so that the product is fully functional upon integration.    

CONTENT:  The document is a complete description of the interface requirements and interface design details necessary to assure that the product is functional when integrated.  It addresses the engineering design parameters associated with mechanical, biological, chemical, electrical, fluid, electronic, human factors, and software design. 

FORMAT:  

Depending on the nature of the flight product, multiple ICDs using different formats may be required.  The format is defined by an outline or template associated with this data in the Design Data Management System (DDMS).  The format may be varied to match the specific nature of the products being provided. The electronic data shall be delivered in native format and be compatible with standard JSC office software loads and standard engineering software.

MAINTENANCE:  Initial version at the Preliminary Design Review; update as required through the appropriate Flight Product configuration control processes.  An up-to-date revision is required at Critical Design Review and a final revision is required at flight product acceptance.  All revisions shall be made in the DDMS.  
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