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	1.  DRD Title
	2. Date of current version
	3. DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Flight Products Verification and Validation Plan
	March 9, 2004
	209
	NNJ-BH4-HA7-4-001P

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category:  (check one)

	This plan defines the approach to verifying and validating that the flight products met the design requirements. 
	 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 

	Technical

Administrative

SR&QA

	6.  References (Optional)
	7.  Interrelationships (e.g., with other DRDs) (Optional)

	EA-WI-023  Project Management  of GFE Flight Projects, EA-WI-025  GFE Flight Project Software and Firmware Development
	Project Technical Requirements Specification DRD

Product Specification  DRD 

Flight Software Requirements Specification DRD 

	8.  Preparation Information (Include complete instructions for document preparation)

	SCOPE:  

This plan defines the Verification and Validation (V&V) activities planned to confirm that the flight products (including payloads) comply with their specifications, function properly in the complete integrated environment with other actual flight hardware and payload products, and are ready for use for a human rated environment.

CONTENT:
EA-WI-023 contains a definition of the objectives of the V&V Plan and gives the generic content for the NASA to NASA System Level V&V Plan.  The contractor shall produce this plan tailored to the type and scale of work described in the Delivery Order or Task Order.  The plan addresses how the requirements in the Product Specification are to be completely verified.

FORMAT:

A template for the V&V Plan is contained in EA-WI-023.  The template associated with this data can be accessed in the Design Data Management System (DDMS).  The format may be varied to match the specific nature of the products being provided. The electronic data shall be delivered in native format and be compatible with standard JSC office software loads and standard engineering software. 

MAINTENANCE:

The initial plan is provided at PDR and requires NASA approval.  Update of this document will be required frequently throughout all phases of the project.  At CDR a fully developed V&V Plan is submitted and requires NASA approval.  The V&V approach is changed after CDR by approval of the appropriate NASA configuration change board. The maintenance shall be performed on DDMS.  
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