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4.1.2        Record any noticeable discrepancies.

4.1.3        Inventory equipment.

4.2 QC Inspections – Critical Tasks

Perform QC inspections for critical tasks identified in C9B(N)-5, N932 Zero Gravity Aircraft Maintenance Program.

4.3 Pre-Installation Inspections

Perform “Ok-to-Install”/pre-installation inspections for items installed on the aircraft in accordance with the instructions in DRD #5.

4.4 Records Review  

The Contractor shall perform a Records Review after maintenance is performed and prior to the aircraft being release for flight.  This review shall be performed by a Contractor's Quality Control Inspector and submitted to NASA for approval, and shall include the following:

(1)
Verification of correct quality record entries required by C9B(N)-5, N932 Zero Gravity Aircraft Maintenance Program to include associated aircraft and engine logbooks. 

(2)
Provide a report (logbook record) in accordance with DRL item 2.  

4.5 Flight Readiness Review

Prior to first flight from the contractor’s facility, the Contractor shall perform a Flight Readiness Review with NASA personnel.  This review shall be performed by the Contractor and include the scope of items indicated in DRL item 2. 

4.6 Preflight, Thru-flight, and Post-flight Inspections

The Contractor shall perform preflight, thru-flight, and post-flight inspections for all flights that terminate or originate at the contractor’s facility.

4.7 Aircraft Maintenance Program 

4.7.1 Scheduled Maintenance

The Contractor shall perform the NASA Depot Maintenance Inspection in accordance with the NASA C9B(N)-5, N932 Zero Gravity Aircraft Maintenance Program, Appendix B.  The Contractor shall perform QC inspections, which are indicated in Appendix B with a “QC.” 

4.7.1.1 Scheduled Inspections

The Contractor shall perform the scheduled inspections listed on the Scheduled Inspection Report referenced in Appendix C-2 except for the following:

(a)
Circuit Breakers Mechanical Inspection

(b)
Phase A

(c)
Phase B

(d)
6300 Hr Hot Section (Right Engine)

(e) 12000 Hr Overhaul (Either engine)

All other scheduled inspections shall be performed notwithstanding the time remaining indicated on Appendix C-2.
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