JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Status Report
	04/21/04
	1
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image1.wmf] 

[image: image2.wmf] 

5.  DRD Category:  (check one)

	To provide NASA management with a report of the condition of the aircraft. 
	Technical

[image: image3.wmf] 

Administrative

[image: image4.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	
	

	8.  Preparation Information (Include complete instructions for document preparation)

	Frequency of submission.   The Contractor shall submit a Status Report weekly to the NASA COTR.  The written report shall be proceeded by a telephone report to the NASA COTR at 281-244-9879 when flight safety is involved.

Format:  The Contractor’s format will be acceptable.

Content:  The report shall contain, as a minimum, the following:

a.
Aircraft Tail Number/Engine serial number (S/N), if applicable

b.
Date

c.

Estimated time of Completion

d.
Material and Labor-hour costs 

e.
Identification of replacement components or repairs that affect the aircraft maintenance budget or mission availability.

f.
Service Change Status

g.
Chronological display (i.e., milestones) of the entire work package and the current progress on each task.  
h.
Major discrepancies found during the inspection.  

i.
Attached to the report, applicable photographs of the discrepancies which may effect delivery time or have significant cost factors.

j.
Recommendations to repair the discrepancies.

k.
Cost Estimates to repair the discrepancies.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Logbook Records
	04/21/04
	2
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image5.wmf] 

[image: image6.wmf] 

5.  DRD Category:  (check one)

	To summarize and document the maintenance performed.
	Technical

[image: image7.wmf] 

Administrative

[image: image8.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	FAA FAR 43, Maintenance, Preventive Maintenance, Rebuilding, and Alteration
	

	8.  Preparation Information (Include complete instructions for document preparation)

	Frequency of submission.  One Time.  The Contractor shall submit the Logbook Records at the competition of the maintenance performed. 

Distribution.  

Logbook Records- Original posted in the airframe, engine and APU logbooks, as applicable.

FAA Form 337- One copy to accompany the engine records package.  One copy as required by FAA FAR Part 43 to Oklahoma City, OK.

Component Maintenance Releases- Original to accompany the maintenance records package. 

Format:  The Contractor’s format will be acceptable for the Logbook Records.

Content:  

The FAA Form 337 shall contain entries required by FAA FAR 43.
The Logbook Records shall contain the minimum items indicated below. 
A.
General.

1.
Company name and address

2.
Contract Number or company work order

3.
Airframe Tail Number, Engine serial Number (S/N), or APU S/N, as applicable

4.
The date of completion of the work performed.

5.
A description (or reference to data acceptable to NASA) of the work performed.

6.
Total time in service.

7.
Maintenance Release

8.
The name of the person performing the work.

9.
The signature and certificate number of the person approving the work. 

10.
Each page of the report shall include items A.(1) through (4) and the page number of the report to include total page numbers (e.g. Page 1 of 10).

B.
Inspection Status.

The current status of inspections and next inspection due time.

C.
Life-Limited/Time Change Parts/Major Components. 

The Contractor shall provide a summary of all Life-limited, time change and major components removed, repaired and replaced during the inspection visit.  In addition the Life-Limited and Time Change section of the logbook shall be updated to include:

1.
The current status of life-limited parts to include Time Since Overhaul (TSO) and Time Since New (TSN) and next inspection due.

2.
The Contractor shall provide records for each item overhauled or repaired under this contract to include a maintenance release issued in accordance with FAA FAR Part 43.
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DRD item 2, Logbook Records Continued
NNJ04057595R

3.
Major components that are not life limited or scheduled for inspection but removed, repaired or overhauled during the inspection visit will be identified by part number and serial number and include Time Since New (TSN) and Time Since Overhaul (TSO), if applicable.  

D.
Airworthiness Directives:

The Airframe, Engine, and APU Logbook Records shall include a compliance statement of all Airworthiness Directives (AD) completed during the inspection visit.  In addition, the AD section of the logbook shall be updated.  These records shall contain the current status of all applicable AD’s to include:

1.
Number of AD

2.
Title

3.
FAR Amendment Number

3.
Effective Date

4.
Due Date

5.
Method of compliance to include, when applicable, the part number and serial number of components removed and replaced if required by the AD.  In addition, the method of compliance shall include the type inspection and specific method of compliance with reference to the AD paragraph or item number when different methods of compliance are allowed by the AD.

6.
The type of recurring inspection requirement and next due time, if applicable.

7.
Aircraft Total Time (TT) and Landings (Ldgs)

8.
Date of Compliance

9.
The name of the person performing the work

10.
The signature and certificate number of the person approving the work. 

E.
Service Changes (See SOW Appendix D, Definitions):

The Airframe, Engine, and APU Logbook Records shall include a compliance statement of all Service Changes completed during the inspection visit.  In addition, the Service Change section of the logbook shall be updated.  These records shall contain the current status of all applicable Service Changes to include:

1.
Number of Service Change/ Manufacturer identifying number

2.
Title

3.
Issued Date

4.
Due Date, if applicable

5.
Method of compliance to include, when applicable, the part number and serial number of components removed and replaced if required by the service Change.  In addition, the method of compliance shall include the type inspection and specific method of compliance with reference to the Service Change paragraph or item number when different methods of compliance are allowed by the Service Change.

6.
The type of recurring inspection requirement and next due time, if applicable.

7.
Aircraft TT, Ldgs/Engine TSN.  Include component TSN and TSO if applicable.

8.
Date of Compliance

9.
The name of the person performing the work

10.
The signature and certificate number of the person approving the work.

F.
Supplemental Type Certificates (STC):

The Logbook Records shall include a compliance statement of all Supplemental Type Certificates completed or removed during the inspection visit.  In addition, the STC section of the logbook shall be updated.  

G.
Summary of Maintenance Performed.

The Airframe, Engine, and APU Logbook Records shall contain summary statements of the type of maintenance performed.  A summary of repairs performed to include the engineering disposition control number, or repair manual reference, section and page number.  The Contractor shall include in the records an FAA Form 337, Major Repairs and Alterations, when required by FAA FAR Part 43. 

H.
Summary of Weight and Balance Data.

The logbook record shall provide a statement indicating the basic weight and balance data to include:

a.
Weight, moment, CG and limits.

b.
Total weight installed during the inspection visit, total weight removed during the inspection visit and the net change.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	AOD Form 298, Signature Record
	04/21/04
	3
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image9.wmf] 

[image: image10.wmf] 

5.  DRD Category:  (check one)

	To provide a consolidated record of personnel who perform work on NASA aircraft.


	Technical

[image: image11.wmf] 

Administrative

[image: image12.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	
	

	8.  Preparation Information (Include complete instructions for document preparation)

	Frequency of submission.  One time. The Contractor shall provide the record in the area where the work will be performed.

Distribution.  One copy to accompany the maintenance records package.

Format.:  AOD Form 298, Signature Record, or the Contractor’s equivalent format, if it includes the scope and detail.

Content:  

The record of personnel who perform work on the aircraft or engine shall contain the following:

a.
Aircraft Tail Number/Engine Serial Number

b.
Contractor

c.
Certified Repair Station Number

d.
Type Maintenance Performed (i.e. Depot, HSI)

e.
Contract Number

f.
Start date the maintenance begins.

g.
Ending date maintenance is completed.

h.
Printed or typed name of all personnel who perform maintenance on the aircraft.

i.
Company.

The name of the company the person performing the maintenance on the aircraft represents.

j.
Title.

The name of the company the person performing the maintenance on the aircraft represents.

k.
Certificate Number.

The FAA Certificate Number of the person who performs maintenance on the aircraft engine or appliance.  

m.
Phone Number.

The office or company phone number where the person may be contacted during normal business hours.

n.
Signature.

The signature of all personnel who perform maintenance on the aircraft engine or appliance.  

o.
Initials

The initials of all personnel who perform maintenance on the aircraft engine or appliance.

p.
Stamp

Quality Control Inspector’s stamp for all quality control personnel who inspect the aircraft engine or appliance.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Inspection Worksheets
	04/21/04
	4
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image13.wmf] 

[image: image14.wmf] 

5.  DRD Category:  (check one)

	To provide detailed records of the inspections performed. 
	Technical

[image: image15.wmf] 

Administrative

[image: image16.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	FAA FAR 43, Maintenance, Preventive Maintenance, Rebuilding, and Alteration
	

	8.  Preparation Information (Include complete instructions for document preparation)

	Frequency of submission.  One time at the competition of the maintenance performed. 

Distribution.  One copy to accompany the maintenance records package.

Format:  The Contractor’s format is acceptable.

Content:  As required by FAA FAR Part 43.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Removal/Installation Records
	04/21/04
	5
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image17.wmf] 

[image: image18.wmf] 

5.  DRD Category:  (check one)

	To provide detailed records of components removal and installed.
	Technical

[image: image19.wmf] 

Administrative

[image: image20.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	FAA FAR 43, Maintenance, Preventive Maintenance, Rebuilding, and Alteration
	

	8.  Preparation Information (Include complete instructions for document preparation)

	Frequency of submission.  One time at the competition of the maintenance performed.

Distribution.  One copy to accompany the maintenance records package.

Format:  AOD Form 29 or equivalent Contractor’s format, which includes the scope and detail.

Content:  As required by FAA FAR Part 43.

The Contractor shall attach, or have attached, to each item overhauled or repaired under this contract, a maintenance release issued in accordance with FAA FAR Part 43, paragraph (A).

The Contractor shall furnish, with all repaired or overhauled components, certification that the repair was accomplished in compliance with the manufacturer’s specifications and that the component is ready for installation.  

1.
Acft/Item

2.
Serial Number

3.
MCN:  Not applicable

4.
Page number and total page numbers

6.
Date Removed

7.
Nomenclature of Part Removed

8.
Manufacturer

9.
Model

10.
Part Number

11.
Serial Number

12.
Operating Hours (TSN, TSO)

13.
Mechanic Signature

14.
Same requirements for parts installed, in addition, Ok to Install, Installation Ok, and Operational Check
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Discrepancy Sheets
	04/21/04
	6
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image21.wmf] 

[image: image22.wmf] 

5.  DRD Category:  (check one)

	To provide detailed records of discrepancies found during the inspection.
	Technical

[image: image23.wmf] 

Administrative

[image: image24.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	FAA FAR 43, Maintenance, Preventive Maintenance, Rebuilding, and Alteration
	

	8.  Preparation Information (Include complete instructions for document preparation)

	Frequency of submission.  One time at the competition of the maintenance performed.

Distribution.  One copy to accompany the maintenance records package.

Format:  The Contractor’s format is acceptable.

Content:  As required by FAA FAR Part 43.

The Contractor shall provide a report of all discrepancies discovered.

The Contractor shall provide a certification statement that repairs were accomplished in compliance with the manufacturer’s specifications or data acceptable to the FAA Administrator.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Instructions for Continued Airworthiness (ICA)
	04/21/04
	7
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image25.wmf] 

[image: image26.wmf] 

5.  DRD Category:  (check one)

	To provide the detailed requirements to ensure the aircraft and associated components remain airworthy.


	Technical

[image: image27.wmf] 

Administrative

[image: image28.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	
	

	8.  Preparation Information (Include complete instructions for document preparation)

	The Contractor shall provide Instructions for Continued Airworthiness (ICA) in accordance with FAA FAR Part 21.50, Instructions for Continued Airworthiness to support any repairs or alterations to the aircraft.  These requirements shall include the technical manuals,  drawings, Flight Supplements, Flight Manuals, Flight Checklists, Maintenance Manuals, and other approved aircraft technical data.

Frequency of submission.  One time at the competition of the maintenance performed.

Distribution.  One copy to accompany the maintenance records package and one copy to the NASA quality control library.

Format:  The Contractor’s format is acceptable.

Content:  

a.
A description of the aircraft, engine or component.

b.
Description of the alteration.

c.
Operational Information or special procedures.

d.
Servicing information.

e.
Maintenance instructions.

f.
Troubleshooting information.

g.
Removal and replacement information to include the order and method of removing and replacing products, parts and any necessary precautions.  A description or reference to manufacturer's instructions to make required tests, trim checks, alignment, calibrations, etc., if any.

h.
Diagrams to gain access for inspection.

i.
Inspection Requirements.

Include any recurring inspection requirement and special inspection requirements such as X-ray, ultrasonic testing, or magnetic particle inspection, if required.

j.
Application of protective treatments to the affected area after inspection and/or maintenance, if any.

k.
Data relative to structural fasteners such as type, torque, and installation requirements, if any.

l.
List of special tools that are required, if any.

m.
Recommended overhaul periods noted when an inspection or overhaul period has been set by the manufacturer of a component, or equipment.  If there is no inspection or overhaul periods, the statement "No additional inspection or overhaul time limitations.”

n.
Airworthiness Limitations: 

Include any "approved" airworthiness limitations identified by the manufacturer or FAA Type Certificate Holding Office.  The QC inspector should not establish, alter, or cancel airworthiness limitations without coordinating with the appropriate FAA Type Certificate Holding Office.  If there are no changes to the airworthiness limitations, the ICA should state for item "No additional airworthiness limitations" or "Not Applicable."

o.
Revision: 

Include information on how to revise the ICA.   For example, a letter will be submitted to the local FSDO with a copy of the revised FAA Form 337 and revised ICA. The FAA inspector accepts the change by signing Block 3 and 
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DRD item 7, ICA Continued
NNJ04057595R

including the following statement: "The attached revised/new Instructions for Continued Airworthiness (date______) for the above aircraft or component major alteration have been accepted by the FAA, superseding the Instructions for Continued Airworthiness (date______)." Once the revision has been accepted, a maintenance record entry will be made, identifying the revision, its location, date of the FAA Form 337.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Preliminary Design Review (PDR) Data Package
	04/30/04
	8
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image29.wmf] 

[image: image30.wmf] 

5.  DRD Category:  (check one)

	
	Technical

[image: image31.wmf] 

Administrative

[image: image32.wmf] 

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	
	

	8.  Preparation Information (Include complete instructions for document preparation)

	The Contractor shall prepare and submit a Preliminary Design Review (PDR) data package no later than 5 days prior to the review.   Final presentation materials will be distributed at the PDR. 

Frequency of submission.  No later than 5 days prior to the Preliminary Design Review (PDR).

Distribution.  Two copies:  CC3, CC5.

Format:  The Contractor’s format is acceptable.

Content:  

a.
The design approach

b.
Preliminary details regarding system component selection

c.
Planned component location, and 

d.
Preliminary layouts of the entire modification and installation.  
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Critical Design Review (CDR) Data Package
	04/30/04
	9
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	[image: image33.wmf] 

5.  DRD Category:  (check one)

	
	Technical

Administrative

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	
	

	8.  Preparation Information (Include complete instructions for document preparation)

	The Contractor shall prepare and submit a Critical Design Review data package no later than 5 days prior to the review.   Final presentation materials will be distributed at the CDR. 

Frequency of submission.  No later than 5 days prior to the Preliminary Design Review (PDR).

Distribution.  Two copies:  CC3, CC5.

Format:  The Contractor’s format is acceptable.

Content:  

a.
System overview and description 

b.
Functional requirements and compliance of the design

c.
Operational criteria if any

d.
Maintenance criteria if any

e.
Safety issues/concerns 

f.
Detail design (fabrication) drawings (approximately 90% or more)

g.
Mockup/Prototype hardware

h.
T.O. changes/revisions

i.
Technical illustrations in handout form

j.
Sizing, trade study, and design study results

k.
Design analysis and reports

l.
Stress analysis and reports

m.
Materials list, if applicable

n.
Processes list, if applicable

o.
Overview of fabrication process and requirements

p.
Any changes to the design approach since PDR

q.
PDR RID’s results

r.
Test Plans (draft version)
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Financial Reporting of NASA Property 
	05/14/04
	10
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category:  (check one)

	Establishes reporting financial reporting of NASA property in the custody of contractors.
	Technical

Administrative

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	NASA FAR Supplement Clause 1852.245-73
	

	8.  Preparation Information (Include complete instructions for document preparation)

	The Contractor shall submit a NASA Form (NF 1018).

Frequency of submission:  Annually as of September 30 each year and a final report at the completion of the contract.  

Format:  In accordance with the NF 1018 format.

Content:

The content of the NF 1018 is prescribed on the NF 1018 and a copy of the form is attached as a separate file.
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JSC DATA REQUIREMENTS DESCRIPTION (DRD)

(Based on JSC-STD-123.)

	1.  DRD Title
	2.
Date of current version
	3.
DRL Line Item No.
	RFP/Contract No. (Procurement completes)

	Safety and Health Plan Reporting
	05/14/04
	11
	NNJ04057595R

	4.  Use (Define need for, intended use of, and/or anticipated results of data)
	5.  DRD Category:  (check one)

	Establishes reporting requirements for mishaps.
	Technical

Administrative

SR & QA

	6.  References (Optional)
	7.
Interrelationships (e.g., with other DRDa) (Optional)

	
	

	8.  Preparation Information (Include complete instructions for document preparation)

	The Contractor shall submit mishap reports.

Frequency of submission.  Initial report within 24 hours (NF1627, NF 1627A, and NF1627B) of the initial incident and follow up report within 10 days (NF 1627) of the incident.
Format:  NASA Mishap Report NF1627 or equivalent.

NASA Initial Safety Incident Report NF1627A or equivalent.

NASA Medical Safety Incident Report NF1627B or equivalent.

Content:  

The content of the incident report(s) is reflected on the NF1627, NF1627A, and NF1627B.  If an equivalent form is used, it shall include all the reporting requirements of the NF1627, NF1627A, and NF1627B.

Copies of the NF1627, NF1627A, and NF1627B and instructions for each form are attached as separate files.
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