Attachment 1
Request for Quotation NNL04077602Q, Brand Name or Equal Salient Characteristics/Specifications for Request for Sony Camcorder
 FAR 52.211-6    Brand Name or Equal (August 1999) applies.  If quoting "or equal" items, please provide manufacturer(s) and part number (s).
The recommended Brand and Model Numbers is as follows:

Sony HDW750PAC3 Camcorder or Equal.  HDCAM 50i/60i Camcorder w/3” VF, VCT14 and hardcase with accessories

Specifications are as follows:
 


· Mass:  Approx 5.4kg (12 lb. 15oz) with cassette and BPL-60A battery 

· Power Consumption:  34W (record mode, without HDVF-20A) 

· Operating Temperature:  0°C to 40°C (+32°F to 104°F) 

· Pickup Device:  3 Chip 2/3 type FIT CCD 

· Picture Elements:  2,200,000 pixels 

· Smear Level:  -135dB 

· Modulation Depth:  45 +/- 5% at 27.5 MHz 

· Minimum Illumination:  .15 lux (at 42dB gain) 

· Sensitivity:  f10.0 at 2000 lux 

Additional camcorder highlights: 

· F10 at 2000 lux 

· 54 dB Signal to noise ratio 

· -135dB smear 

· 10 bit A/D 

· 600% Dynamic Range 

· Turbo Gain (+42dB gain up) position 

· Built in HDSDI output 

· Dual Optical Filter Wheels 

· Dual Earphone Output

This Package should include the following PAC components:

· Model HDVFC30W - 2.7" HD Color LCD Viewfinder for the HDC / HDW Series (1 each)  


· Model HDW750H - High Definition 50/60i Fit Cam (1 each) 
 
 

· Model LCHDWF900 - Case For The Hdw700a & Hdwf900 (1 each) 
 
 

· Model VCT14 - Tripod Adaptor (1 each) 
 
 

*Offerors proposing an “or equal” product shall meet the minimum salient characteristics.

