Government Minimum Specificatons of the
Fixed Position Outdoor Security Camera Assemblies

Environmentally housed camera system with wall pole modified to mount an environmentally housed NTSC to SDI converter as described below.  The Government’s Minimum Specifications for this system are as follows:  
Fixed Position Integrated Assembly 
1. The requested fixed position assembly is a Pedestal, Pole and Wall Mount Integrated fixed position systems. 
a. Standardized CCTV mounting able to be either wall or pole mounted and positioned into a usable field of view of 180 degrees

b. Day color night monochrome switchable
c. 3.6 to 82.8mm 23X optical zoom

d. 10X electronic zoom

e. Color 0.08 lux @ 1/2 sec shutter (integration)

f. B/W 0.013 lux @ 1/2 sec shutter (integration)

g. Wall and Pole Mount configuration
h. 24 VAC input

i. Environmental

Hidden feed through electrical cabling 

Environmental housing

Light gray or white in color

Withstand 130 mph sustained wind

Corrosion resistant mounting hardware
2. Digital serial video converter

a. Converts Analog video (either composite or Y/C) to Serial Digital video.

b. 2 SDI outputs.

c. Composite or Y/C input (NTSC/PAL Autoselect) 

d. Dual Serial Digital output 

e. 4:2:2 270 Mbit SMPTE 259M 

f. 8 bit conversion minimum

g. Test Patterns built in 

h. Eye pattern jitter less than 300ps

i. No requirement for time base correction on the input

j. 5 VDC
3. System Integration consisting of:

a. Supply a NEMA enclosure and assemble/install the following:

b. Power in connector 

c. RS-422 in connector

d. Serial Digital Video Output connector

e. Camera input connector

f. DV2 converter

g. 24 VAC input power supply for DV2

h. Test components

i. Add "System" Connector in Mounting Arm

j. Set camera operations mode

k. Set auto iris

l. Performance Test camera/zoom lens

m. Install the assembly in camera housing

n. Final acceptance test of camera system

