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N233 2nd Floor HVAC, Elevator & Roof Replacement
The following clarifications and changes are to be incorporated into the referenced specifications and drawings.
Specification Section 01000 paragraph 1.2. The drawing list is in abbreviated form. Refer to drawing 233-0303-G1 for a complete list of all contract drawings.

Specification Section 01000 paragraph 3.7.1. Closeout submittals are defined in specification sections defining requirements for specific materials or equipment.
Drawing 233-0303-A8 detail 2 and drawing A4 Key Note #6. The new 4’ X 6” openings can be replaced with 6” diameter openings with outside copper escutcheons 6” x 8” to match appearance of existing scuppers. 
Drawing 233-0303-A9 Key Note #1. This work is to be bid as a base bid cost; not a Bid Option #2 cost as noted.

Drawing 233-0303-E10, A4, & A8. The existing ¾” conduit on the east and south parapet wall is to be removed and re-installed as needed to install cap sheet shown on detail 1 on drawing A8.
Drawing 233-0303-A9. The existing vertical duct chase in room 263D is to be removed as the enclosed ducting is to be removed. This enclosure is 17” x 48” x 9’-6” high, of plywood construction. The ceiling grid is to be replaced; the wall patched and painted; the access flooring is to be repaired with GFE grid and panels.
Drawing 233-0303-M02. An existing concrete equipment pad is to be demolished. The concrete pad is 44” x 95” x 4” high. It is located in the basement between column lines A & B and opposite the areaway door.
Drawing 233-0303-A4, Sheet Note #4. The existing roof consists of “two roofs”, one with ½ inch fiberglass insulation, over one roof with 2 inches of fiberglass insulation. 
Drawing 233-0303-A4 Key Note #5. This note applies to the whole roof.

Drawing 233-0303-A4. Asbestos containing material (ACM) has been found in patch mastics used on this roof and in the perimeter cap sheet. The Contractor is to remove all materials 18” from the perimeter parapet wall under requirements of Spec. Section 02080 Asbestos Abatement. The roof field has been tested and found to be negative.
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