Solicitation 100ARC37584
Minimum Specifications Line Item # 1
Active Stereo Projector - Christie Digital Mirage 6000, (refurbished)

-
Native Resolution SXGA (1280x1024)

-
Aspect Ratio 5:4

-
6000 Ansi-Lumen

-
1.2:1 Fixed Lens 

-
Required Projector Features:

o
Brightness - Minimum of 6000 ANSI lumens

o
Contrast Ratio (1.5-2.2:1 zoom lens), 300:1 ANSI; 800:1 Full Field

o
Resolution - True SXGA 1280 x 1024 chip resolution or better, 16.7 million displayable colors or better

o
Horizontal Frequency - at least 15kHz to 120kHz

o
Vertical Frequency - at least 24 Hz to 120 Hz

o
Dot Clock - 160 MHz or better

o
Field Interchangeable Optional Lenses - 1.2:1 Fixed Short Throw

o
Screen size 72" to 480" (1.8m - 12.2m) diagonal image size (lens dependent)

o
Allow up to 130% of vertical lens offset

o
Allow up to 80% of horizontal lens offset

o
Dynamic Scaling - Processing for resizing computers and workstations output up to 1600 x 1200 resolution

o
Inputs - Input 1: Allow analog RGB 5 BNC for RGBHV, YPrPb, YCbCr and YUV, Input 2: optional plug-in modules

o
Compatible with separate sync, composite sync and sync on-green signals

o
Must be HDTV Tri-level sync compatible for all known HDTV formats

o
Stereoscopic Source Compatibility - Active stereo SXGA vertical refresh rates up to 108Hz, one field delay, no frame dropping; Horizontal frequency - 111kHz maximum in 3D mode with RGB input

o
Required Enhanced Feature Set - Variable lamp power from 800 to 1200W, Password protection of service functions, Multiple language support, 100 channel memory minimum, Built-in Stereo 3D® interface module, Primary Color Adjustment (PCA™), Dark Interval Adjustment (DIA™), Auto set-up feature

o
Required Control/Networking - Auto power-up, Dual RS232 and dual RS422 communication ports, IR Remote keypad, Front and rear IR receiver, built-in backlit keypad

o
Required Lamp Specification - Color temperature range 3200K to 9300K, Minimum of 1000 hours of lamp life, User replaceable lamp, Pre-aligned lamp module

o
Required Power Requirements - Voltage range: (auto-switching) AC 220V-240V +/- 10%, Line frequency: 50 - 60 Hz nominal, Power consumption: 1700W maximum, In-rush current rating: 60A maximum, Current rating: 8.5 Amps maximum at 200VAC

o
Thermal dissipation: 5150 BTU/hr

o
Required Environmental - Operating temperature: 0 - 35° C, Operating humidity: 20 - 80% non-condensing

o
Required Diagnostics - Built-in diagnostics LCD display indicates operational status and error messages, Power and status LEDs, Full diagnostics through RS232 9-pin D connector

o
Required Size and Weight - No greater than 88 lbs (39.9 kg), No larger than 24.48" W x 30.19" L x 11.88" H (64.8cm W x 76.7cm L x 30.2cm H)

o
Required Standard Accessories - IR wireless remote (with 4AAbatteries),8' line cord, User manual with warranty card

o
Required Regulatory Approvals - Safety: CSA C22.2 No. 950, UL 1950, EN609050 European Norm "Safety of Information Technology Equipment", Must comply with relevant worldwide EMC and safety standards, Must comply with FCC Class A and EN55022 Class A requirements

o
Required Warranty - 1 year parts and labor, projector and accessories

-


