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FAR (48 CFR) 53.243

RFP NNG0612302R

Amendment 4
RFP Changes:

Update Attachment A, Section 3.3.2. Operating System
The operating system shall be: 

a. either UNIX 95 branded with delivery of a copy of the Open Group branding certificate provided with the proposal, or Linux Certified including the Linux Standard Base (LSB) Runtime Environment Version 1.3 certified with a copy of the LSB Conformance Statement provided with the proposal
1. UNIX 98 or 03 Certification (desirable)

Update Attachment A, Section 4.1.2.1. Class 1/a and 1/b Computer Systems

f. At least one of the following: STK 9310 (Powderhorn), STK SL 8500, ADIC Scalar 10000 and IBM 3494 robotic libraries.

Update Attachment A, Section 4.4.2.1. Class 4/a and 4/b Computer Servers (add requirement):

a. [Core Specification 3.2.5.a.2. replaced by]: shall be capable of operating on 108 to 125 volts or 216 to 240 volts single-phase at 60 Hz (+/-1%) or 200-208 volts 3-phase at 60 Hz (+/-1%)
Update Attachment A, Section 6.6.4.3. Routing Protocols

Routers shall provide the following routing protocols and their sub-elements:

a. TCP/IP Internet Protocol

1. Routing Information Protocol (RIP) [RFC 1058].

2. Routing Information Protocol 2 (RIP2) [RFC 1723]

3. variable length subnet masking
4. manual configuration of the broadcast address (i.e. support for all 1s or all 0s).

5. Border Gateway Protocol (BGP) [RFC 1771 - 1774] 

6. OSPF version 2 [RFC 2328].

7. Intermediate System-to-Intermediate System (IS-IS) Protocol [RFC 1195] 

8. IP Multicast 

a. PIM [RFC 2362]

b. DVMRP [RFC 1075]

c. MOSPF [RFC 1584] (desirable)

d. Source Specific Multicast (SSM) [RFC 3569]
Update Attachment A, Section 9.4. Audio Video Monitor and Display Devices

a. Wall mountable 42” Wide Plasma Display

1. Color device with up to 2,048 shades of gradation
2. 42 inch diagonal screen size

3. Native resolution at least 1024X768 

4. Typical brightness of 250 cd/m2
5. Image contrast ratio of 3000:1

6. VGA, SVGA, XGA, SXGA, UXGA (compressed) PC signal compatibility  

7. Energy Star compliant 

***********************************

Pricing Exhibit README files (CATEGORY A README.doc and CATEGORY B README.doc) updates:

In the Section “CLASS DATABASE TAB” Remove the paragraph:

Columns H & I are for Buy America information. The FAR clause 52.225-5 is included in the RFP, and the information to be provided column H is the same information required to be provided in the Offeror’s Representations and Certifications, 52.212.3. In column H, the offeror should indicate “N” for “no” if a product is not covered by any US agreement or act that provides exemption from the requirements of 52.225.5. If an item is not a domestic end item and is not covered by any US Agreement or Act that provides exemption, the offeror should put a “y” for “yes” for that item.  If applicable, the Government will apply the correct evaluation factor to items marked “y” for “yes”, in accordance with Far Part 2.105, in column I. The offeror should not assume that an item marked as “y” will automatically be adjusted during the Government’s evaluation. This cannot be known until all proposals from all offerors are received. 

Exhibits Changes:

In the Section “CLASS DATABASE TAB” change:

References to Column J to be Column H

References to Column K to be Column I

References to Column L to be Column J

References to Column M to be Column K

Update the sentence in Section “PRODUCT CLASSIFICATION” from:

To add a row to a Product Classification, click on the cell in column B with the note which begins “Add rows as needed. …” for that Classification:, then select "Insert" from the menu toolbar and select "row".

To:

To add a row to a Product Classification, click on the cell in column B with the note which begins “Add rows as needed. …” for that Classification along with the adjacent cell in Column C:, then select "Insert" from the menu toolbar and select "row".

Update the Section “SUMMARY” to:

No data input is required for this tab.  This tab is a top-level summary of the offeror’s proposed prices. 

***********************************

Pricing exhibits PE1, PE2, PE3, PE4 and PE5 Mandatory Items Worksheet were updated to fix an error in the formula in Cell I7

PE3 Class Database and Mandatory Items Worksheet change:

	17 inch Monitor - Class b

	19 inch Monitor - Class a


To:

	19 inch Monitor - Class b

	21 inch Monitor - Class a


***********************************

MM1 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


MM1 change:

	4.1.2.1.g. support STK 9310, STK SL 8500, ADIC Scalar 10000, IBM 3494 robotic libraries
	Y/N


To:

	4.1.2.1.g. support STK 9310, STK SL 8500, ADIC Scalar 10000, or IBM 3494 robotic libraries
	Description


EM1 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


DF1 change:

3.3.2.a.1. Opengroup UNIX03 Brand

To:

3.3.2.a.1. UNIX98 or UNIX03 Brand

MM2 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


EM2 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


DF2 change:

3.3.2.a.1. Opengroup UNIX03 Brand

To:

3.3.2.a.1. UNIX98 or UNIX03 Brand

MM3 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


EM3 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


DF3 change:

3.3.2.a.1. Opengroup UNIX03 Brand

To:

3.3.2.a.1. UNIX98 or UNIX03 Brand

MM4 remove:

3.3.2.b. POSIX 1003.1

MM4 replace:

	3.2.5.a.1. Operate on 108-125 volts (if office environment)

	3.2.5.a.2. Operate on  108-125 volts or 216-240 volts (if nonoffice environment)


With:

4.4.2.1.q. Server power requirements

MM4 change:

	4.4.2.3.c. 4/a 128 CPUs

	4.4.2.3.c.1. 4/a expandable to 256 CPUs


To:

	4.4.2.3.c. 4/b 128 CPUs

	4.4.2.3.c.1. 4/b expandable to 256 CPUs


EM4 remove:

3.3.2.b. POSIX 1003.1

EM4 replace:

	3.2.5.a.1. Operate on 108-125 volts (if office environment)

	3.2.5.a.2. Operate on  108-125 volts or 216-240 volts (if nonoffice environment)


With:

4.4.2.1.q. Server power requirements

EM4 change:

	4.4.2.3.c. 4/a 128 CPUs

	4.4.2.3.c.1. 4/a expandable to 256 CPUs


To:

	4.4.2.3.c. 4/b 128 CPUs

	4.4.2.3.c.1. 4/b expandable to 256 CPUs


MM5 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


EM5 change:

	3.3.2.a. either UNIX 98 or LSB certfied OS

	3.3.2.b. POSIX 1003.1


To:

	3.3.2.a. either UNIX 95 or LSB certified OS


DF5 change:

3.3.2.a.1. Opengroup UNIX03 Brand

To:

3.3.2.a.1. UNIX98 or UNIX03 Brand

MM7 change:

	6.6.4.3.a.3. All routers: EGP

	6.6.4.3.a.4. All routers: variable length subnet masking

	6.6.4.3.a.5. All routers: broadcast address configuration

	6.6.4.3.a.6. All routers: BGP

	6.6.4.3.a.7. All routers: OSPF OEM2

	6.6.4.3.a.8. All routers: IS-IS Protocol

	6.6.4.3.a.9. All routers: IP Multicast

	6.6.4.3.a.9.a. All routers: RIM

	6.6.4.3.a.9.b. All routers: DVMRP

	6.6.4.3.a.9.d. All routers: SSM


To:

	6.6.4.3.a.3. All routers: variable length subnet masking

	6.6.4.3.a.4. All routers: broadcast address configuration

	6.6.4.3.a.5. All routers: BGP

	6.6.4.3.a.6. All routers: OSPF OEM2

	6.6.4.3.a.7. All routers: IS-IS Protocol

	6.6.4.3.a.8. All routers: IP Multicast

	6.6.4.3.a.8.a. All routers: RIM

	6.6.4.3.a.8.b. All routers: DVMRP

	6.6.4.3.a.8.d. All routers: SSM


MM7 change:

	6.7.2. Hi Capacity ATM (10 GBps) - OEM 1

	6.7.2.a. Hi ATM OEM1: OC3c

	6.7.2.b. Hi ATM OEM1: 100 or 155 Mbps UNI card

	6.7.2.c. Hi ATM OEM1: OC12 Nis


To:
	6.7.2. Med Capacity ATM (10 GBps)

	6.7.2.a. MedATM OEM1: OC3c

	6.7.2.b. Med ATM OEM1: 100 or 155 Mbps UNI card

	6.7.2.c. Med ATM OEM1: OC12 Nis


EM7 change:

	6.6.4.3.a.3. All routers: EGP

	6.6.4.3.a.4. All routers: variable length subnet masking

	6.6.4.3.a.5. All routers: broadcast address configuration

	6.6.4.3.a.6. All routers: BGP

	6.6.4.3.a.7. All routers: OSPF OEM2

	6.6.4.3.a.8. All routers: IS-IS Protocol

	6.6.4.3.a.9. All routers: IP Multicast

	6.6.4.3.a.9.a. All routers: RIM

	6.6.4.3.a.9.b. All routers: DVMRP

	6.6.4.3.a.9.d. All routers: SSM


To:

	6.6.4.3.a.3. All routers: variable length subnet masking

	6.6.4.3.a.4. All routers: broadcast address configuration

	6.6.4.3.a.5. All routers: BGP

	6.6.4.3.a.6. All routers: OSPF OEM2

	6.6.4.3.a.7. All routers: IS-IS Protocol

	6.6.4.3.a.8. All routers: IP Multicast

	6.6.4.3.a.8.a. All routers: RIM

	6.6.4.3.a.8.b. All routers: DVMRP

	6.6.4.3.a.8.d. All routers: SSM


EM7 change:

	6.7.2.a. Hi ATM OEM1: OC3c

	6.7.2.b. Hi ATM OEM1: 100 or 155 Mbps UNI card

	6.7.2.c. Hi ATM OEM1: OC12 Nis


To:

	6.7.2.a. Med ATM OEM1: OC3c

	6.7.2.b. Med ATM OEM1: 100 or 155 Mbps UNI card

	6.7.2.c. Med ATM OEM1: OC12 Nis


DF7 change:

6.6.4.3.a.9.c. All routers: MOSPF

To:

6.6.4.3.a.8.c. All routers: MOSPF

MM10 change:

	9.4.c.4. Plasma Display: .9x68mm dot pitch

	9.4.c.5. Plasma Display: 250 cd/m2 bright.

	9.4.c.6. Plasma Display: 3000:1 contrast

	9.4.c.7. Plasma Display: VGA, SVGA, XGA, SXGA, UXGA PC compatibility

	9.4.c.8. Plasma Display: Energy Star


To:

	9.4.c.4. Plasma Display: 250 cd/m2 bright.

	9.4.c.5. Plasma Display: 3000:1 contrast

	9.4.c.6. Plasma Display: VGA, SVGA, XGA, SXGA, UXGA PC compatibility

	9.4.c.7. Plasma Display: Energy Star


EM10 change:

	9.4.c.4. Plasma Display: .9x68mm dot pitch

	9.4.c.5. Plasma Display: 250 cd/m2 bright.

	9.4.c.6. Plasma Display: 3000:1 contrast

	9.4.c.7. Plasma Display: VGA, SVGA, XGA, SXGA, UXGA PC compatibility

	9.4.c.8. Plasma Display: Energy Star


To:

	9.4.c.4. Plasma Display: 250 cd/m2 bright.

	9.4.c.5. Plasma Display: 3000:1 contrast

	9.4.c.6. Plasma Display: VGA, SVGA, XGA, SXGA, UXGA PC compatibility

	9.4.c.7. Plasma Display: Energy Star
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