Attachment 1 - Specifications
The following fence standards shall apply:
Fabric. The standard fence fabric shall be at least 9-gauge zinc- or aluminum-coated steel-wire-chain link with mesh openings not larger than 2 inches per side and a twisted and barbed selvage at top and bottom.

Fabric ties. Only 9-gauge-steel ties with coating compatible with the fabric shall be used. In lieu of wire ties on fence posts, approved fabric clamps can be used. In lieu of wire ties on bottom and top taut wires, hog clamps may be used. Spacing between ties should not exceed 12 inches. 

Height. The preferred height of any NASA security fence is 9 feet. This includes, at a minimum, a fabric height of 8 feet, plus a 1-foot barbed-wire top-guard. Concertina (Razor) wire may be used in lieu of the barbed-wire top-guard to provide added protection against intrusion for areas of high sensitivity.

Fencing posts, supports, and hardware. All posts, supports, and hardware for security fencing shall meet the requirements of Federal Specification RR-F-191K/GEN of May 14, 1992, unless superceded by later issuance. All fastening and hinge hardware shall be secured in place by peening or spot welding to allow proper operation of components, but prevent disassembly of fencing or removal of gates. All posts and structural supports shall be located on the inner side of the fencing. Posts shall be positively secured into the soil to prevent shifting, sagging, or collapse. Fence posts should be placed no more than 10 feet apart and mounted in concrete 36 inches deep. The diameter of the concrete shall not be less than 10 inches for line posts, and not less than 12 inches for corner and gate posts.

Reinforcement. Taut reinforcing wires (at least 9 gauge) shall be woven through, or affixed with, the fabric along the top and bottom of the fence for stabilization of the fence fabric. Top and center rails should not be used, as they may provide added assistance for climbing.

Ground clearance. The bottom of the fence fabric must be within 2 inches of firm soil, or buried sufficiently (concrete footings or gravel may be used) in soft soil to compensate for shifting soil.

Culverts and openings. Openings under a fence (greater than 2”) shall be secured with barbed wire spaced no more than 2” apart.
Fence placement. No fence should be located so that the features of the land (its topography) or structures (buildings, utility tunnels, light and telephone poles, fire escapes, ladders, etc.) defeat its purpose by allowing passage over, around, or under the fence.

Topguards. Topguards are constructed on perimeter fences. A topguard is an overhang of barbed wire along the top of a fence, facing upward and outward, at approximately a 45-degree angle. Topguard supporting arms shall be permanently affixed to the top of fence posts to increase the overall height of the fence by at least 1 foot. Three strands of 12-gauge barbed wire, spaced no more than 6 inches apart, must be installed on the supporting arms. The topguard of fencing adjoining gates may range from a vertical height of 18 inches to the normal 45-degree outward protection, but only for sufficient distance along the fence to open the gates adequately.
Gates shall provide protection equivalent to the outer fences or barriers of which they are a part when not in use. These gates shall be locked to form an integral part of the established perimeter when secured.  All gates shall have keepers that allow them to lock in the open position.
