

   Amendment #4 – Slip Sheet

SECTION C-  DESCRIPTION/SPECIFICATION/WORK STATEMENT


Modify Drawing 79K36709, sheet M-104, to add the following:
“Drawing 79K36709, sheet M- 104 is revised to incorporate Attachment B.  Attachment B states that the existing SHWS/R piping from AT 223, AT 225 and AT 228 is existing and is to remain.  This piping is not to be demolished and removed.   Drawing 79K36709, sheet M-6, Note K is changed to read “NOT USED”.   The SHWS/R piping to AT 223, AT-225 and AT 228 is to remain.”  
Drawing 79K36709, sheet E-114, Flag Note F, Raised Floor Support Bracket Grounding is changed to “ F  ATTACH 4/0 COPPER CONDUCTOR TO THE UNDERFLOOR SUPPORT BRACKET BASE PLATE VIATHE EXOTHERMICALLY WELDED BOLT.”

Drawing 79K36709, Sheet E-3, Specific Note E is changed as follows:

From:  “E  REMOVE EXISTING SIGNAL GROUNDING BUSSES”

            To:      “E  NOT USED”

Drawing 79K36709, Sheet E-105, Note J is revised to read “NOT USED.”
Specification 79K36710, Section 22 00 00.00 40. Paragraph 2.2.1 is corrected to read:  

“Hubless Cast Iron – Floor drain piping shall be hubless cast iron piping, service grade.  Pipes and fitting shall conform to ASTM A 888.  Stack fittings shall be ASME B16.46, hubless cast iron.  Shielded couplings shall be ASTM C 1277 assembly of metal shield or housing, corrosion resistant fasteners, and rubber sleeve with integral, center pipe stop.” 

(c) "Or Equal" Items
Throughout the Technical Specifications and on the drawings of this contract, where certain manufacturers’ trade names and model numbers are specified and followed by the term "or equal," the manufacturer's name and data as specified shall represent the minimum standard type, quality, and capacity acceptable for incorporation into the work covered by this contract.  The products of other manufacturers will be considered as being acceptable, provided that such products fully meet or exceed all minimum structural or use and operational features of
the particular manufacturers’ items as specified, and provided that the other manufacturers’ items is easily interchangeable and can be adequately incorporated within the allocated space in the building or structure.  In all cases, the acceptability of "or equal" items shall be at the Contracting Officer's discretion, based upon approval data submitted by the Contractor in accordance with the requirements under Shop Drawings herein.
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(d)  Omissions from the drawings or specifications, or the omission or misdescription of details of work which are manifestly necessary to carry out the intent of the drawings and specifications, or which are customarily performed, shall not relieve the Contractor from performing such omitted or misdescribed details of the work but they shall be performed as if fully and correctly set forth and described in the drawings and specifications.

(e) The Contractor shall check all drawings furnished him immediately upon their receipt and shall promptly notify the Contracting Officer of any discrepancies.  Figures marked on drawings shall in general be followed in preference to scale measurements.  Large scale drawings shall in general govern small scale drawings.  The Contractor shall compare all drawings and verify the
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