Solicitation 100ARC46187

LCD Monitors
Technical Specifications
The equipment in this purchase request describes 2 different types of LCD monitors that are needed to support the Kennedy Space Center (KSC) Public Affairs Office (PAO) HDTV upgrade.
The items listed in the purchase request provide the following capabilities:

Line Item 1 - 40 each x BT-LH1700W – 17” LCD Monitor
These will be the main source monitors used throughout the facility and for remote camera operations.  These monitors must be stand or rack-mountable.  They have display a variety of signals, including HDTV in 720p 59.94hz and 60.0hz, 1080i 29.97hz, NTSC video in component and composite.  Serial digital and analog inputs for HDTV are needed as well as component and composite NTSC.  Note this part number includes a desk stand with each monitor   

Line Item 2 - 32 each x RAK1700 – Rack Mount
These are rack mounts for item 1.

Line Item 3 - 3 each x BTYUC1700 - Hard Case
These are hard shipping cases for item 1 and are needed for use with remote camera operations.  
Line Item 4 – 5 each x HOOD1700 - Sunshade
These are snap-on sunshades needed for remote camera operations.  
Line Item 5 – 2 each x BTLH2600W – 26” LCD Monitor 

These are large screen monitors that will be used for Preview & Program monitoring functions in the production control room.  Note this part number includes a desk-stand.

Line Item 6 – 2 each x TYWK32LR1S – 26” LCD Monitor Wall Mount Bracket 

These brackets allow wall mounting of the 26” LCD Monitors.    

Technical Requirements for the LCD Monitors:  

Items 1 -4:

1. 17” Minimum screen size, diagonal measure 
2. Rack mountable in a 19-inch EIA standard rack.

3. Maximum height, 12.25”, 7 RU

4. Maximum Depth, 18”

5. Package includes 32 Rack Mounts
6. Package includes desk stand for each monitor
7. Minimum vertical and horizontal viewing angle of 170°

8. Minimum 1280 x 720 pixel display (up to 1366 x 768 is acceptable)

9. 720p59 or 720p60 images display natively at a 1:1 size ratio and a 1.78:1 aspect ratio

10. Ability to display 720p 59.94/60.0, 1080i and 480i signals via serial digital input

11. Minimum of 2 Serial Digital Inputs either capable of displaying HD and SD (SMPTE-292 & SMPTE-259 interfaces)

12. Ability to display 480i/p, 720p 59.94/60.0, and 1080i  via component analog inputs

13. Ability to display 480i via composite analog input 

14. Color Space Conversion to convert LCD native color to approximation of ITU-R BT.709 color response

15. White point of 6500° Kelvin

16. Black and White Balance RGB levels independently adjustable by on-screen menu operation
17. Peak White Output of 50 foot-lamberts or greater (171 cd/m2)

18. Contrast Ratio of 450:1 or greater

19. If 2-piece monitor, connecting cable no less than 10’, no greater than 12’

20.  Hard cases are suitable for shipping via commercial carrier

21.  Snap-on sunshades 

Item 5 & 6:

1. Same Manufacturer as Item 1 with matching color characteristics as 17” monitors

2. 26” Minimum screen size, diagonal measure

3. Maximum Height, 19.25”, 11 RU

4. Maximum Width, 31”

5. Maximum Depth (Panel Only, less Mounting Hardware) 6”

6. Package includes a desk stand for each monitor
7. Package includes a Wall Mount bracket for each monitor
8. Minimum vertical and horizontal viewing angle of 170°

9. Minimum 1280 x 720 pixel display (up to 1366 x 768 is acceptable)

10. 720p59 or 720p60 images display natively at a 1:1 size ratio and a 1.78:1 aspect ratio

11. Ability to display 720p 59.94/60.0, 1080i and 480i signals via serial digital input

12. Minimum of 2 Serial Digital Inputs either capable of displaying HD and SD (SMPTE-292 & SMPTE-259 interfaces)

13. Ability to display 480i/p, 720p 59.94/60.0, and 1080i  via component analog inputs

14. Ability to display 480i via composite analog input 

15. Color Space Conversion to convert LCD native color to approximation of ITU-R BT.709 color response

16. White point of 6500° Kelvin

17. Black and White Balance RGB levels independently adjustable by on-screen menu operation
18. Peak White Output of 50 foot-lamberts or greater (171 cd/m2)

19. Contrast Ratio of 450:1 or greater

20. If 2-piece monitor, connecting cable no less than 10’, no greater than 12’
