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5.  The specifications are revised/changed as follows: 
A.  On sheet 226-E1, change General Note 32 to read “(E) FACP shall be reprogrammed by the contractor to include new devices”.  On sheet 245-E1, change General Note 32 to read “(E) FACP shall be reprogrammed by the contractor to include new devices”.  Contractor is responsible for connecting all new devices to the fire alarm control panel.  All devices are to be compatible with the existing system.  All wiring is to be compatible with the existing system.  It is the responsibility of the contractor to reprogram the FACP and to test the system to insure that the system is operational before final acceptance test by the government.

B.  Modify existing sprinkler coverage at new stairwell enclosures to meet requirements of NFPA 13 in building N245.  Provide shop drawings per section 01330 of the project specifications.  Provide wet pipe sprinkler coverage at new stair enclosure at penthouse lever per NFPA 13.  Sprinkler heads shall match existing sprinkler head type and temperature rating.  Sprinkler coverage shall be designed for Ordinary Hazard Croup 1 Classification.  Fire sprinkler system modification shall be performed by a contractor holding a current California C-16 license.  Reference sheet 226-FP-1 for additional information.  See attached as-builts for sprinkler head locations.  Contractor shall field very locations.

C.  Replace specification section 09920 with the attached.
D. Reference specification section 08710 hardware group six.  Astragal shall be by Pemko model number 303 (smoke and fire-rated) with brushed aluminum finish.  Omit door coordinator.  Exit device shall be by Von Duprin model number 9947F-LBR (fire-rated and less bottom release).  Hardware opposite exit device shall be lever type with blank escutcheon (996L).
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