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Attachment J-1.3
FSS & RSS Hardware For Integration

**Note:  The division of mounting locations between the Instrument Unit and the US Core structure will be defined in the US Design Definition Document USO-CLV-SE-25704, based upon Trade Study CLV-TS-US-009, and further design evolution.
	Components
	Source
	Qty  for 1 LV

	Upper-Stage Range Safety UHF Communication**
	
	 

	Command/Receiver/Decoder (CRD)
	GFE
	2

	Hybrid Coupler, FTS
	GFE
	1

	Directional Coupler
	GFE
	1

	Lightning Stub
	GFE
	1

	Dummy Load
	GFE
	1

	Silver -Zinc Battery
	GFE
	2

	Cabling/Harness
	GFE
	1

	UHF RS Antenna
	GFE
	2

	Coax 
	GFE
	1

	Upper-Stage C-Band Radar RSS Support**
	
	 

	C-Band Transponder
	GFE
	1

	C-band Antenna
	GFE
	2

	Hybrid
	GFE
	1

	Coax
	GFE
	1

	Controller
	GFE
	1

	Battery
	GFE
	1

	Cabling/Harness
	GFE
	1

	Developmental Flight Instrumentation (DFI)**
	
	

	Master Unit
	GFE
	1

	Remote Units
	GFE
	2

	Power Distribution Units/Batteries
	GFE
	2

	Downlink System
	GFE
	1

	DFI Cables
	GFE
	1

	Sensors/Transducers:  Approximately 1568 Sensors

(Pressure, temperature, Strain Gage, Head Flux, Acoustic, Accelerometer, Leak Detection)
	GFE
	Approximately 1568 total sensors; Approximately 116 located within the Instrument Unit.


[End of Attachment]
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