REQUEST FOR INFORMATION AND ANSWERS
RFI #1: 
[image: image1.emf]
Answer to RFI #1:

The website is as follows: http//prod.nais.nasa.gov/cbi-bin/EPS/bizops.cgi?gr=D&pin=21

RFI #2: 
[image: image2.emf]
Answer to RFI #2:

The bid date is 15 May 2007

RFI #3: 
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Answer to RFI #3:

No, the options have been deleted from the scope of work.

RFI #4: 
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Answer to RFI #4:

Government furnished equipment includes protective relays and metering devices.

RFI #5

[image: image5.emf]
Answer to RFI #5: 
The losses are not to exceed as follows:

             1. 18KW for no-load losses

             2. 60KW for load losses

RFI #6: 
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Answer to RFI #6:

The existing top hat pull box shown on detail B of A1-406-E25 is to be removed and will be replaced with a new one if required.

RFI #7: 
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Answer to RFI #7:

Sections 16000.2.1.1 and 16000.2.1.4 applied to the entire project where applicable.

RFI #8: 
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Answer to RFI #8:

English units required for the entire project.

RFI #9: 
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Answer to RFI #9:

Note #21 on A1-0406-G4 applied for all manholes work in both packages.

RFI #10: [image: image10.emf]
Answers to RFI #10:


Revise note #21 on A1-0406-G4 as follows:

1. For quantities, see drawing E07 TO READ For details, see drawing E07.

2. Relocate existing cables in 15 manholes TO READ Relocate existing cables in manholes.

RFI #11: 
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Answer to RFI #11:

Plastic covers shall be installed at the end of each workday during the construction period.

RFI #12
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Answer to RFI #12: 
WP #1 indicates oil test data in ppm as shown on A1-0503-E70. Other equipment such as OCB and building transformers are PCB contaminated at less than 500ppm, however contractors shall recertify it prior to removal and disposal.

RFI #13:
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Answer to RFI #13:

 “Buy America” required.

RFI #14:  
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Answer to RFI #14:

Only protective relays returned to the government.

RFI #15: 
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Answer to RFI #15:

Yes, as long as it won’t create power outage and N233 work shall be done in accordance to the phasing plan.

RFI #16: 
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Answer to RFI #16:

No, MH150 as shown on the A1-0406-E11 won’t be relocated.

RFI #17: 
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Answer to RFI #17: 

Yes, New feeder from SW599 to VCB404 required as shown in WP#2 and the other three feeders are NIC.

RFI #18: 
[image: image18.emf]
Answer to RFI #18:

A new pad for T-1 required as indicated on phase 1-3 description.

RFI #19: 
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Answer to RFI #19:

6” above finished ground required for all new equipment pads as shown on details A and B on A1-0406-E6.

Note 16 refers to new pads both indoor and outdoor where required.

Detail 3 on A1-0406 applied when installing on existing pads.

RFI #20: 
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Answer to RFI #20:

T-1 is to be relocated to make space for a new pad that is at16’6” wide including the 9” margin on the sides.

RFI #21: 
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Answer to RFI #21:

Yes, a new pad required when installing the ETLP-2.

RFI #22: 
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Answer to RFI #22:

Yes, a new grounding required for the ETLP-2 comes from the existing DP-3.

RFI #23: 
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Answer to RFI #23:

NEMA 1 required for MCC-CT. See sections 16000 and 16145 for wiring requirements.

RFI #24: 
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Answer to RFI #24:

B.3/9.8 and B.2/13.7 not understood.

Drawing A1-0406-E21-2 shows the following:

(ER) stands for existing to be relocated

7 fixtures with R (relocated)

4 existing fixtures retrofitted

RFI #25: 
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Answer to RFI #25:

Provide metal plate covers after removing the duct.

RFI #26: 
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Answer to RFI #26:

9” margin required as shown on detail A on A1-0406-E6.

RFI #27:
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Answer to RFI #27:

Conduits running from PB-1B to PB-1C are existing and phase 2-5 description should be revised accordingly.

RFI #28: 
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Answer to RFI #28: 

Phase 1-5 and phase 1-13 revised to remove existing cables to PB-1B, not PB-1C

RFI #29:
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Answer to RFI #29:

No work on DP4 and transformer T138 (option deleted)

RFI #30: 
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Answer to RFI #30:

MBG and MCG that are to be connected to the existing main service grounding points are main buses for new grounding connections.

