Statement of Work for the SA Assembly
The Government request that the quoting vendor, quote this request in the following manner:

As shown in NASA Drawing 060213MFA701, vendor shall quote only the rolled outer straight cone skin without the top and bottom flanges welded to the outer skin. The vendor shall use the NASA Drawing 060213MFA931 for the weld prep of the outer straight cone skin welding and use NASA Drawing 060213MFA932 to prep the top and bottom edges of the outer skin. No gussets as shown in views “Detail E, F, G, and H shall be required in this quote. 
Vendor shall fixture and/or brace the finished SA Assembly, so that during manufacturing, handling and shipping to NASA Glenn the SA Assembly shall conform to the dimensions as specified on the NASA Drawing.
All certification of conformance, inspection and NDT reports and weld documentation as specified on the drawings will be required.
The Vendor shall note the top diameter dimension of the SA Assembly as shown on NASA Drawing 060213MFA701 [198.00”] shall be changed to read, [198.125” – 197.875”]

The following General Notes shall be deleted from NASA Drawing 060213MFA701:

General Notes: 1, 3, 5, 11, 14, 15, 16, 18, 19, 20, 21, 22, 23 and 24.
In General Note 6 and 7 the following documents GRC-ARES-I-1-Req-061 and Aerospace Welding Requirements Addendum shall be used by the vendor instead of the GRC Welding Manual (GLM-QE-8730.2).

Quote shall contain the following:

· Total cost for one SA Assembly, shipped to NASA Glenn with certification, inspection reports and weld documentation

· What the material cost for the one assembly

· Delivery schedule in weeks

