
5"

1/4"

NOTE:
SEE PLANS FOR JOINTING PATTERN

SAW-CUT JOINT (DEPTH =
1/4 THICKNESS OF SLAB)

SAND SUBGRADE

PREPARED SUBGRADE

5"

9" 9"

1/2"

EQ
.

EQ
.

TOOLED EDGE AND SEALANT

NOTE:
SEE PLANS FOR JOINTING PATTERN

PREFORMED JOINT FILLER -
FULL DEPTH OF SLAB

DOWEL CAP - LUBRICATE
THIS END

SMOOTH DOWEL BARS, 18"
LONG, 12" O.C. AND PARALLEL
(#5 BARS IN 5" CONC. OR
#6 BARS IN 8" CONC.)

SAND SUBGRADE

5"

9" 9"

1/2"

EQ
.

EQ
.

TOOLED EDGE AND SEALANT

NOTE:
SEE PLANS FOR
JOINTING PATTERN

PREFORMED JOINT
FILLER - FULL DEPTH
OF SLAB

DOWEL CAP - LUBRICATE
THIS END

SMOOTH DOWEL BARS, 18"
LONG, 12" O.C. AND PARALLEL
(#5 BARS IN 5" CONC. OR
#6 BARS IN 8" CONC.)

EXIST. PAVING. DRILL
FOR NEW DOWEL BARS

SAND SUBGRADE

5"

21
/ 2

"

4"

LIGHT BROOM FINISH PER-
PENDICULAR TO PEDESTRIAN
FLOW UNLESS NOTED ON
PLANS

SAW-CUT JOINT (1/4 OF
PAVEMENT THICKNESS)

CONCRETE

WWF 6 X 6
W 1.4 X W 1.4

SAND SUBGRADE

PREPARED SUBGRADE

6' 
- 0

"
3' 

- 1
0 1

/2"
6' 

- 0
"

6' - 0" 15' - 1" 18' - 7 1/2"

1' 
- 3

 1/
2"

EQ
EQ

EQ

CONCRETE RAMP

CONCRETE RAMP

CONCRETE
LANDING

EXISTING CONCRETE
RISERS

MAIN ENTRANCE PATH FROM STREET

PLANTED GREENERY

REMOVE EXISTING RAILING.
PROVIDE RAILING AS
SHOWN IN 5 / A-29-1.

15.70

16.70

17.70

4' - 0" MIN

EXISTING WALK
TO REMAIN

EXISTING
PAVING

6' - 0"

ADA TRUNCATED
DOME SURFACE

VIF

8"

1' 
- 0

"

3' 
- 0

"

EXISTING
RAMP
SURFACE

BOTTOM LANDING

1' - 0"

1' - 0"

TOP LANDING

3' 
- 0

"

RAILING NOM. 1 1/4"
40 GALV. STEEL PIPE

1 1
2

TRANSFORMER
RE: ELEC.

1' 
- 6

"

8" 8"

8"

COMPACTED
SUBGRADE
AS SPEC.

EXISTING SOLAR ARRAY

EXISTING DRIVE

EXISTING DRIVE

EXISTING WALK TO
REMAIN

BUILDING 34

BUILDING 7

EXISTING DRIVEWAY

EXISTING
PARKING AREA

EXISTING WALK TO
REMAIN (TYP)

REMOVE EXISTING TERRACE
PAVING; PROVIDE NEW TERRACE
PAVING, RE: 1 / A-29-21

EXISTING GRASS AREA.  PROVIDE SOD AT AREA
DISTURBED BY NEW PAVING (TYP).

EXISTING WALK
TO REMAIN (TYP)

FI
FT

H 
ST

RE
ET

BUILDING T-585

BUILDING 29
C.A.I.L.

EXISTING
CONCRETE
PAVED YARD
TO REMAIN

EXISTING CANOPY TO REMAIN

LINE OF 2ND FLOOR
OVERHANG

EXISTING ELECTRICAL
EQUIPMENT TO REMAIN

ACCESSIBLE ROUTE FROM
PASSENGER  LOADING
ZONE TO ENTRANCE

RELOCATED
MAIN BUILDING

ENTRANCE

16.03
DATUM ELEVATION
CORRESPONDING TO
"LEVEL 1 RECESSED - 0'-0" "
IN THESE PLANS

EXISTING
RAMP

UTILITY YARD
RE: COMPOSITE PLAN
FOR PAVING NOTES BORE UNDER PAVEMENT FOR

GROUNDING LOOP

BORE UNDER EXIST.
CONC. WALK@
GROUND LOOP

EXISTING
CANOPY TO
REMAIN

ACCESSIBLE ROUTE FROM
PARKING TO ENTRANCE

PARKING FOR FUEL EFFICIENT
VEHICLES SIGN, RE: 5 / A-29-34

NO PARKING SIGN
NO PARKING SIGN NO PARKING SIGN

GROUNDING LOOP,
RE: ELECTRICAL

EXISTING CANOPY
TO REMAIN

EXISTING CANOPY
TO REMAIN

EXISTING
CANOPY
TO REMAIN

EXISTING RAMP
TO REMAIN

REMOVE EXISTING
1:16 CURB RAMP
AND REPLACE WITH
NEW RAMP AS
NOTED IN 7 / A-29-1

ACCESSIBLE
PARKING SIGN,
RE: 5/A-29-34

ACCESIBLE ROUTE

EXISTING WALK TO
REMAIN

EXISTING A.C.
UNIT

NO PARKING

CONC. BOLLARD

EXIST. CONC.
BOLLARD (TYP.)

EXIST. CONC. BOLLARD
ELECTRICAL DUCT

10
" S

AN
.

10
" S

AN
.

EXIST. ELECTRICAL
DUCT

U.
G.

 S
T.

 LT
. C

AB
LE

U.G. ST. LT. CABLE

10" SAN.

EXIST. METAL
BOLLARD (TYP.)

TUNNEL
EXIST. AC.

UNIT

MOTORCYCLE PORT

BETA LINK

1 1
4

PROVIDE TRANSFORMERS &
EQUIPMENT; RE: ELECTRICAL

VAN

BORE UNDER
PAVEMENT FOR
GROUNDING LOOP

EXISTING WALK
TO REMAIN (TYP)

EXISTING PARKING

EXISTING PARKING

BORE UNDER EXIST.
CONC. WALK@
GROUND LOOP

CONSTRUCTION TRAILER
LOCATION

CONSTRUCTION FENCE
LOCATION

BID ALTERNATE #2: REPLACE STREET AND
PARKING LOT LIGHTING, AND RELATED WORK,
IN ACCORDANCE WITH THE CONTRACT
DOCUMENTS.

(TYP)

BID ALTERNATE #2: REPLACE STREET AND
PARKING LOT LIGHTING, AND RELATED WORK,
IN ACCORDANCE WITH THE CONTRACT
DOCUMENTS.

(TYP)

6
1 1|

PROVIDE CONC.
WALK

5' - 0"

EXISTING GRASS AREA.
PROVIDE SOD AT AREA
DISTURBED BY NEW
PAVING (TYP).

1 1
7

1 1
7

9' - 0"
VIF

PROJECT BOUNDARY FOR
PURPOSES OF LEED. NOT A
PROPERTY LINE.

PROJECT BOUNDARY FOR
PURPOSES OF LEED. NOT A
PROPERTY LINE.

1

6' 
- 0

"

EXIST. CURB

5' - 0"

MAXIMUM SLOPES
RAMP: 1:12

CROSS SLOPE: 1:50

DN

ADA TRUNCATED
DOME SURFACE W/
CONTRASTING COLOR

6" 6"

WALK WIDTH
RE: PLAN

VI
F

3
1 1|

3" VIF

EXIST. RAIL
SLEEVE (VIF)

EXIST. CONC.
RAMP

PROVIDE NEW HOT-DIP
GALV. STEEL RAILING
NOM. 1 1/4" SCH. HO.
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SITE PLAN & DETAILS

PLAN
NORTH

0 10 20 40 FT

 1/4" = 1'-0"1 1

ENLARGED PLAN - EXISTING RAMP4

0 2 4 8 FT

 1/2" = 1'-0"11

CURB RAMP SECTION3

0 1 2 4 FT

 1/2" = 1'-0"11

ACCESSIBLE RAILING - ELEVATION5

0 2 4 8 FT
 1/2" = 1'-0"1 1

TRANSFORMER 'MOAT' SECTION6

0 2 4 8 FT

 1" = 20'-0"11

SITE PLAN1

AT

T
S

XETE FO

S
A

R
EX

KI

RB
YCRISW

ELL

17 9 3 6

R
EG

IS

TE
RED ARCHITEC

T

4/29/08 ISSUE FOR BID AND CONSTRUCTION

 1/2" = 1'-0"1 1

CURB RAMP7

0 2 4 8 FT

 1/2" = 1'-0"1 1

HANDRAIL POST ANCHORING2

0 2 4 8 FT

 1 1/2" = 1'-0"11

CONC. CONTROL JOINT8

 1 1/2" = 1'-0"11

CONC. EXPANSION JOINT9

 1 1/2" = 1'-0"11

EXP. JOINT @ EXIST. PAVING11
 1 1/2" = 1'-0"11

TYP. PAVING SECTION10

0 1 2 4 FT 0 1 2 4 FT

0 1 2 4 FT

0 1 2 4 FT

5/23/08 AMENDMENT 31


