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 Specifications for V20 / Sunspot Gate Valves
Item 1: Electro-pneumatic High vacuum gate valve, with 8” ID Port and ASA
             Flanges
Model:
GNB model G8CSOP or equivalent

Qty:
2







Specifications:
· 304 stainless steel construction

· Bead blast finish inside and outside

· Dual o-ring sealed electro-pneumatic actuation

· 120 vac solenoid  - Fail close upon loss of power

· Viton o-rings at the bonnet, gate and shaft seals

· Magnetic position indicators for open / closed indication
· ASA Flange; O-Ring groove on one side only
· Viton O-Ring for each O-Ring Groove
· Positive seal design when closed
· Safety issue – Requires air actuation to open

· Seals both ways with 1 atmospheres differential

· Operates in any position without reducing cycle life

· Cleaned for high vacuum service

· Leak checked to <1x10^-9 std cc/sec He 

· Outline drawing require for approval before manufacturing starts
· Valve shall mate directly to LNT8D
· One Year Warranty
Item 2: Electro-pneumatic High vacuum gate valve, with 8” ID Port and ASA
             Flanges
Model:
GNB model G8CSOP or equivalent

Qty:
2

Specifications:
· 304 stainless steel construction

· Bead blast finish inside and outside

· Dual o-ring sealed electro-pneumatic actuation

· 120 vac solenoid  - Fail close upon loss of power

· Viton o-rings at the bonnet, gate and shaft seals

· Magnetic position indicators for open / closed indication
· ASA Flanges; o-ring groove both sides
· Viton O-Rings for each O-Ring Groove
· Positive seal design when closed
· Safety issue – Requires air actuation to open

· Seals both ways with 1 atmospheres differential

· Operates in any position without reducing cycle life

· Cleaned for high vacuum service

· Leak checked to <1x10^-9 std cc/sec He 

· Outline drawing require for approval before manufacturing starts
· Valves shall mate directly to LNT8D
· One Year Warranty
Item 3:  Liquid Nitrogen Trap with 8” ID ports and ASA Flanges
Model:
GNB model LNT8D or equivalent

Qty:
2
Specifications:
· 304 stainless steel construction

· Copper Chevron Assembly, Optically Dense
· Horizontally positioned only
· ASA Flanges: Top flange shall have thru holes, bottom flange shall have tapped holes
· O-Ring groove on downward facing flange

· Viton O-Ring for each O-Ring Groove
· LNT8D shall mate directly to G8CSOP
· Weld integrity shall be tested to 1 x 10-9 cc/sec maximum leak rate
· Pressure testing of all tubing and fitting brazed joints, hydrostatic to 350 psig
· Outline drawing require for approval before manufacturing starts
· One year warranty









