Salient Features for Eddy Current System
Same as or equal to Autosigma 3000 Base Instrument (non-datalogger) (or equivalent) includes the following or their equivalents (GE pt# 072-100-024) :
Quantity 3:
47P001 (General Electric) Conductivity Probe (60 and 500 KHz) Straight Probe with
 a. 0.50 inch tip diameter


b. Conductivity Set-Up Block

c. AA Alkaline Batteries (3 each)

d. Probe Lead (60 inch)

e. Probe Shoe for Radiused Surface

f. Plastic Carrying case

g. Carrying bag with Shoulder strap

h. Operating manual

i.  Certification of Conformity

Quantity 3 each of the following reference blocks or their equivalents:

1. 47A013 – 9.0 Nom. Value % IACS – Nickel/Silver Conductivity Reference Block pt# 078-540-022   
2. 47A016 – 28.3 Nom. Value % IACS – Aluminum Conductivity Reference Block pt# 078-540-026  
3. 47A018 – 43.1 Nom. Value % IACS – Aluminum Conductivity Reference Block pt# 078-540-027  
4. 47A020 – 59.5 Nom. Value % IACS – Aluminum Conductivity Reference Block pt# 078-540-028  
5. 47A022 – 9.0 Nom. Value % IACS – Copper Conductivity Reference Block pt# 078-540-031   
6. 47A010  Holder, for 5 reference blocks  


