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Specification  220092408
A. Attachments

The following NASA Drawings and Document are attached hereto and made a part hereof to describe the components and welding that make up the Half Ring Assemblies, in accordance 

with NASA Drawings 060213MFA765, A768 and A777: 

         Drawing                   Date                    Description                        Qty.
              060213MFA766     09/24/2008          Half Ring 2 US-1 Angle              4

            060213MFA767     09/16 2008         Half Ring 2 US-1 Cover              8

       060213MFA769    09/22/2008          Half Ring Angle - US1 - Clear    12

            060213MFA772     09/24/2008          Half Ring Gusset                        80

            060213MFA773     09/16/2008          Half Ring Cover                          24

            060213MFA774     09/24/2008          Half Ring US1 - Angle                4

            060213MFA775     09/16/2008          Half Ring Cover US1                  8

        Document
       GRC-ARES-I-X-REQ-061          Aerospace Welding Requirements

B. Specifications

1. The Contractor shall furnish the following Data with Item 1:

· Certification of conformance for all type A36 steel as specified on the drawings.

· Certification of conformance for the Acrysheild A590 (White) and Rustsheild A120 

                       (Buff)  Paint as specified on the drawings.

· Certification of conformance for all Welding and inspection as specified on the drawing.

2. The Contractor shall furnish the Commercial Parts as listed on NASA Drawings 060213MFA765, A768 and A777, balloon No. 1, with Item 1.

· Quantity required: 175

· Fasteners shall be procured with a CMTR (certified material test report), which also certifies all fasteners of a certain size in that buy come from one unique lot.

· Fasteners shall be domestic

· Certification of Conformance for material and vespel locking strip.

· Original mill certification is preferred, but CMTR is sufficient.

· Plating certification not required.

