
GL-1 VISION

GL-2 SPANDREL GLASS

MOTORIZED OPERABLE WINDOW, GL-1
PROVIDE SINGLE CHAIN FOR WINDOWS UP TO 4'-0"

WIDE & DUAL CHAINS FOR WINDOWS WIDER THAN 4'-0"

MANUAL OPERABLE WINDOW, GL-1

NOTES:

1. PROVIDE SAFETY GLAZING AT HAZARDOUS LOCATIONS PER
CBC SECTION 2406.3

2. VERIFY ALL CURTAIN WALL DIMENSIONS IN FIELD.

3. FOR ALUMINUM AND GLASS TYPES, SEE FINISH SCHEDULE.

4. FOR ALL CURTAIN WALL TYPES EXCEPT TYPE D, USE
PROFILE 3 (6"); FOR CURTAIN WALL TYPE D, USE
PROFILE 4 (7 1/2").

5. CURTAIN WALL & WINDOW DETAIL CALLOUTS TYP FOR ALL
CURTAIN WALL TYPES, UON
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8.2

8.3

256"

11
'-0

"

2'
-6

"
3'

-0
"

2'
-6

"
3'

-0
"

EQEQ

TYPE B1: 18'-9 1/2"
TYPE B2: 22'-11 1/2"
TYPE B3: 18'-4"
TYPE B4: 21'-4"
TYPE B5: 19'-2"
TYPE B6: 22'-5"

TYPE B - FIRST FLOOR

8.2

GL-1

8.3

GL-1

8.2

GL-1

8.3

8.2

GL-1

8.3

8.2

GL-1

8.3

GL-2 GL-2 GL-2 GL-2

2'-0"EQ EQ

8
A713

SIM 5
A713

SIM

3
A713

SIM

3
A713

SIM

6
A713

SIM4
A713

SIM4
A713

SIM

1
A713

SIM

TYP
TYP

TYP

TYP
TYP

TYP

TYP

TYP

2
A713

SIMTYP

14
A713

SIM
13

A713

SIMTYP

9
A713

SIMTYP

14
A713

SIM

4
A712

SIMTYP

15
A713

SIMTYP

11
'-0

"

2'
-6

"
3'

-0
"

2'
-6

"
3'

-0
"

128 1/2"

TYPE C - FIRST FLOOR

8.2

GL-1

8.3

8.2

GL-1

8.3

GL-1

GL-2 GL-2

EQ EQ 2'-0"

TYPE C1: 12'-7"
TYPE C2: 10'-8 1/2"

8
A713

SIM

9
A713

SIM

TYP

TYP

5
A713

SIM
3

A713

SIM

1
A713

SIM

TYP

TYP

TYP

2
A713

SIMTYP

6
A713

SIMTYP

14
A713

SIM
14

A713

SIM
15

A713

SIMTYP

13
A713

SIMTYP

4
A712

SIMTYP

10
'-0

"

2'
-6

"
2'

-6
"

2'
-6

"
2'

-6
"

256"

TYPE E1: 18'-9 1/2"
TYPE E2: 22'-11 1/2"
TYPE E3: 18'-4"
TYPE E4: 21'-4"
TYPE E5: 19'-2"
TYPE E6: 22'-5"

TYPE E - SECOND FLOOR

8.2

GL-1

8.3

8.2

GL-1

8.3

8.2

GL-1

8.3

8.2

GL-1

8.3

GL-1

GL-2 GL-2 GL-2 GL-2

EQEQ2'-0"EQ EQ

8
A713

SIM

4
A713

SIM 4
A713

SIM

5
A713

SIM

9
A713

SIM

3
A713

SIM3
A713

SIM

6
A713

SIM

TYP

TYP

TYP

TYP

TYP
TYP

TYP

TYP

4
A712

SIMTYP

15
A713

SIMTYP 13
A713

SIMTYP
14

A713

SIM
14

A713

SIM

8
A712

SIMTYP

8
A712

SIMSIM

10
'-0

"

2'
-6

"
2'

-6
"

2'
-6

"
2'

-6
"

128 1/2"

TYPE F - SECOND FLOOR

8.2

GL-1

8.3

8.2

GL-1

8.3

GL-1

GL-2 GL-2

2'-0"EQ EQ

TYPE F1: 12'-7"
TYPE F2: 10'-8 1/2"

8
A713

SIM

5
A713

SIM

9
A713

SIM

6
A713

SIM4
A713

SIM

3
A713

SIM

TYP

TYP

TYP

TYP

TYP

TYP

4
A712

SIMTYP

13
A713

SIMTYP

15
A713

SIMTYP

14
A713

SIM
14

A713

SIM

8
A712

SIMTYP
8

A712

SIM

TYPE A - FIRST FLOOR

SEE DOOR
SCHEDULE FOR
DOOR TYPE

8.2

GL-1

GL-1

GL-1

GL-1
GL-1

GL-1

GL-1

10'-10"

3'
-0

"
2'

-6
"

3'
-0

"
2'

-6
"

11
'-0

"

SCHEDULE

SEE DOOR

9
A713

SIM

8
A713

SIM

1
A713

SIM

4
A713

SIM

6
A713

SIM

5
A713

SIM
TYP

TYP

TYP

TYP

TYP

TYP

6
A712

SIMTYP

7
A713

SIMTYP

4
A712

SIMTYP

1
A712

SIM

2
A712

SIM

EQ EQEQ

1
A102

SIM TYPTYP

2
A712

SIMTYP

GL-1

A

SEE DOOR SCHEDULE
FOR DOOR TYPETYPE D -  FIRST FLOOR

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

11
'-0

"

3'
-0

"
2'

-6
"

3'
-0

"
2'

-6
"

225 25/32"

18'-9 1/2"

EQ EQ

ELECT OPERATOR
COVER

9
A713

SIM

1
A713

SIM

8
A713

SIM

10
A712

SIM

11
A712

SIM

TYP

TYP

TYP

TYP

TYP

10
A713

SIMTYP

8.2 8.2
3

A713

SIMTYP

4
A713

SIMTYP

4
A712

SIMTYP

5
A713

SIM

1
A102

SIMTYP

TYPE H - SECOND FLOOR
SEE DOOR
SCHEDULE FOR
DOOR TYPE

8.2

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

10'-10"

2'
-6

"
2'

-6
"

2'
-6

"
2'

-6
"

10
'-0

"

SCHEDULE

SEE DOOR

8
A713

SIM9
A713

SIMTYP TYP

9
A713

SIM

5
A713

SIM

TYP

TYP

6
A712

SIMTYP
7

A713

SIMTYP

4
A712

SIMTYP

6
A713

SIMTYP

2
A712

SIM

1
A712

SIM

8
A712

SIM

TYP

TYP

EQ EQ EQ

TYP

1
A102

SIMTYP

GL-1

A

First Floor
0' - 0"

Second Floor
14' - 6"

TYPE J
(FLATTENED VIEW)

SEE DOOR SCHEDULE
FOR DOOR TYPE

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

8.2 8.2

8.2 8.2 8.2

GL-1 GL-1 GL-1

GL-1 GL-1 GL-1 GL-1

GL-1

GL-1 GL-1
GL-1

GL-1

GL-1

GL-1

GL-1

8.2

GL-1

GL-1

8.2

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

4'-0"

1
A713

SIM

11
A713

SIM

12
A713

SIM

8
A713

SIM

4
A713

SIMTYP

9
A713

SIMTYP

TYP

TYP

TYP

TYP

8.2

8.2

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

GL-1

3'
-0

"
2'

-6
"

3'
-6

"
2'

-6
"

2'
-6

"
2'

-6
"

3
A713

SIMTYP

6
A713

SIMTYP

10
A713

SIMTYP

3'
-0

"
2'

-6
"

4
A712

SIMTYP

4
A713

SIM

4
A713

SIM

TYP

TYP

4'-0"4'-0"4'-0"4'-0"

19'-11 1/2" 1'-11" 7'-5 1/2"

1
A102

SIM

6
A712

SIM

1
A712

SIM

TYP

TYP

TYP

2
A712

SIMTYP

25307

N232 COLLABORATIVE SUPPORT FACILITY

SIZE REV

SCALE

DESIGNED

CHECKED

PROJMGR

REQUESTOR

R&QA

SAFETY

SUPERVISOR

DATE

CAGE CODE

INDEX SHEET OF

Moffet  Field,  California

DRAWN

DATE

DATE

DATE

DATE

DATE

DATE

DATE

D A232-0800-

PROJECT STATUS

ISSUE

MARK DESCRIPTION

BID SET  04/30/09

J GRANT

R SCHULER

S FRANKEL

DATE INITIAL

5/
20

/2
00

9 
5:

16
:3

9 
P

M

CURTAIN WALL TYPES

A103

J MASCARINAS

R PRADHAN

W JOFFRION

0' 1' 3' 7' 10'-8"

SCALE: 3/8" = 1'-0"

A  05/26/09 REMOVED LOWER OPERABLE WINDOWS AT CURTAIN WALL TYPES A AND H

A

JG

05/26/09



E

3 4

F

8.18

5.8

5.18

7.16

8.6

A107

2

C1= 24'-8"  (NORTH WING)
C2= 24'-1"  (SOUTH WING)

3
A107

GRID GRID

GRID

GRID

EQ. EQ. EQ. EQ.
EQUAL METAL GRATE PANELS

-

Second Floor (T.O. Steel)
13' - 3"

5.18

5.1

3
A107

GRID GRIDA107
4

SIM

Second Floor (T.O. Steel)
13' - 3"

5.18

5.1

5'-9 1/2"7 1/2"

GRIDGRID

A107
4

SIM

1312

G

H

A107

6

7 
1/

2"
6'

-0
 1

/2
" ,

 +
/-,

 V
IF

.

GRID GRID

GRID

GRIDGRID

7
A107

SIM

5.19

EQ EQ. EQ EQ

24' - 6" +/-, VIF. (SOUTH ELEVATION)

19' - 6 1/2"  +/- VIF. (NORTH ELEVATION)

Roof (T.O. Steel Beam)
26' - 10"

5.19 5.1
GRID

A107
8

SIMTYP.

Roof (T.O. Steel Beam)
26' - 10"

E F5'-9 1/2"7 1/2"

5.19

5.1

GRID GRID

A107
8

SIMTYP.

Roof (T.O. Steel Beam)
26' - 10"

BIPV @ ROOF -
BID OPTION #1

5.1

5.4

A107
12

2nd  Floor Level and

8.8

GRID GRID

5.21

13.1

7

A

8
A107

10GRID GRID
11

A107

SIM

8'
-6

"
1'

-0
"

3'-8" 2" 3'-8" 2" 3'-8" 2" 3'-8" 2" 3'-8"

19'-0"

8.8

BIPV @ ROOF -
BID OPTION #1

1'
 - 

6"
1'

 - 
6"

1'
 - 

6"
1'

 - 
6"

1'
 - 

6"
1'

 - 
0"

13.1

A

Roof (T.O. Steel Beam)
26' - 10"

GRID
8'-6" , GLASS PANEL, TYP.1'-0"

5.4

5.1

8.8 BIPV @ ROOF -
BID OPTION #1

5 1/2"

7.16

1'-0" 1'-6" 1'-6" 1'-6" 1'-6" 1'-6"

5.21

2nd Floor Level and

13.1
A

1/2"

END PANEL INTERMEDIATE PANEL

2 LAYER FRITTED
LAMINATE GLASS
PANEL, TYP.

OVERHANG, TYP.

STAINLESS
STEEL BOLTS
AND CAPS, TYP.

BLACK
NEOPRENE
WASHER, TYP.

 WELDS, TYP. LATERAL STRUCTURAL
STEEL, TYP.

1/
2"

 L
A

M
IN

AT
E

D

3/4" , TYP.

FRAMED PERFORATED METAL
PANEL SHOWN DASHED FOR
CLARITY.

STRUCTURAL STEEL BEAM

BLACK NEOPRENE SEPARATOR,
CONTINUOUS.

STAGGER
BOLTS, 24" OC.

1/
8"

ALUM. ANGLE WELDED TO STEEL
BEAM, 3 SIDES, OPEN ON BUILDING
SIDE. BOLT  36" O.C.

1.5" DEEP ALUMINUM BAR
GRATING, SHOWN DASHED FOR
CLARITY.

STRUCTURAL STEEL BEAM

ALUM. SQUARE PLATE AT CORNERS.

BLACK NEOPRENE
SEPARATOR, CONTINUOUS.

1/
8"

1 
5/

8"

25307

N232 COLLABORATIVE SUPPORT FACILITY

SIZE REV

SCALE

DESIGNED

CHECKED

PROJMGR

REQUESTOR

R&QA

SAFETY

SUPERVISOR

DATE

CAGE CODE

INDEX SHEET OF

Moffet  Field,  California

DRAWN

DATE

DATE

DATE

DATE

DATE

DATE

DATE

D A232-0800-

PROJECT STATUS

ISSUE

MARK DESCRIPTION

BID SET  04/30/09

J GRANT

R SCHULER

S FRANKEL

DATE INITIAL

5/
20

/2
00

9 
5:

18
:0

8 
P

M
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REF: SCALE:  1/4" = 1'-0"A107

1
SHADE TYPE S5 (METAL GRATING) -
PLAN

REF: SCALE:  3/4" = 1'-0"A107 A107

2
SHADE TYPE S5 (METAL GRATING) -
ELEVATION

REF: SCALE:  3/4" = 1'-0"A107 A107

3
SHADE TYPE S5 (METAL GRATING) -
SECTION

REF: SCALE:  1/4" = 1'-0"A107

5
SHADE TYPE S6 (PERFORATED METAL
PANEL) - PLAN

REF: SCALE:  3/4" = 1'-0"A107 A107

6
SHADE TYPE S6 (PERFORATED METAL
PANEL) - ELEVATION

REF: SCALE:  3/4" = 1'-0"A107 A107

7
SHADE TYPE S6 (PERFORATED METAL
PANEL) - SECTION

REF: SCALE:  3/4" = 1'-0"A107 A107

10
SHADE TYPE S7 (GLASS PANEL
OVERHANG) - ELEVATION

REF: SCALE:  1/4" = 1'-0"A107

9
SHADE TYPE S7 (GLASS PANEL
OVERHANG) - PLAN

REF: SCALE:  3/4" = 1'-0"A107 A107

11
SHADE TYPE S7 (GLASS PANEL
OVERHANG) -SECTION NOTE: SEE SHEET A001 FOR

MATERIAL KEYNOTES

REF: SCALE:  3" = 1'-0"A107 A107

12

SHADE TYPE S7 (GLASS PANEL
OVERHANG) - CONNECTION DETAIL,
TYP.

(FRITTED GLASS - BASE BID / BIPV - BID OPTION #1)

(FRITTED GLASS - BASE BID / BIPV - BID OPTION #1)

(FRITTED GLASS - BASE BID / BIPV - BID OPTION #1)

(FRITTED GLASS - BASE BID / BIPV - BID OPTION #1)REF: SCALE:  3" = 1'-0"A107 A107

8
METAL PANEL CONNECTION AT
STRUCTURAL STEEL

REF: SCALE:  3" = 1'-0"A107 A107

4
METAL GRATE CONNECTION DETAIL @
SECOND FLOOR LEVEL

(PERFORATED METAL PANEL - BID OPTION #3B)

(PERFORATED METAL PANEL - BID OPTION #3B)

(METAL GRATE - BID OPTION #3A)

(METAL GRATE - BID OPTION #3A)

(PERFORATED METAL PANEL - BID #3B)(METAL GRATE - BID OPTION #3A)

NOT TO SCALE.

A 05/26/09 REVISE GLASS PANEL DIMESION FROM 7'-10" TO 8'-6" DEPTH.
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REF: SCALE:  3/32" = 1'-0"A301 A202

15 NORTH WING - NORTH ELEVATION

REF: SCALE:  3/32" = 1'-0"A301 A202

14 NORTH WING - SOUTH ELEVATION

REF: SCALE:  3/32" = 1'-0"A301 A202

5 NORTH WING - EAST ELEVATION
REF: SCALE:  3/32" = 1'-0"A301 A202
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KEYNOTES

DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS
5.22 ARCHITECTURALLY EXPOSED STRUCTURAL STEEL

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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KEYNOTES

DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS
5.22 ARCHITECTURALLY EXPOSED STRUCTURAL STEEL

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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KEYNOTES

DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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KEYNOTES

DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS
5.22 ARCHITECTURALLY EXPOSED STRUCTURAL STEEL

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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Second Floor (T.O. Steel)
13' - 3"

10
"

5"

9.2 5.6

3.1

10.10

5.3

8.6

5.11 7.16

3"

4" (INFILLS
WHERE REQ'D)

5.6

3.1

TYP

5.4

5.16MC12

SEE
STRUCT
TYP

7.21

PAINT TO
MATCH PANEL

1' - 2"

7.12

5.3

5.6

A

Second Floor
14' - 6"

10.2

GUARDRAIL INFILL PANEL, TYPE
VARIES. REFER TO SHEET A105

HANDRAIL

POST

GUARDRAIL PANEL HOLDER PER
MANUFACTURER INSTRUCTIONS

HANDRAIL EXTENSION BRACKET

SIDEWALL FASTENING. WELD THREADED
ANCHORS TO STEEL STRUCTURE. GRIND
SMOOTH FOR FLUSH CONTACT OF
FASTENING PLATE TO STRUCTURE. SECURE
WITH MANUFACTURER PROVIDED NUT.
PROVIDE A 5 1/4"  DIA. STAINLESS STEEL
CYLINDRICAL EXTENSION AS NEEDED. WELD
TO STRUCTURE. GRIND SMOOTH AND POLISH.

F.O. STRUCTURE

A
LI

G
N

8"

HSS 4x4x1/4, TYP
6.3 5.6

4"

7.16

2"

30" LONG x 3/8" TH. GALV
STL BENT PLATE
FASTENED TO HSS 4x4

8"

7.12

SEE STRUCTURAL DETAIL
14/S006, TYP

CONC CURB BELOW

ROOF FLASHING
HOT-AIR WELD TO
PLATE

T.O. Parapet
32' - 0"

11
A721

4'-0" 8"13
A721

SIM

6"

CONC CURB

7.167.16

4"
2'

-6
"

2'
-1

0"

7" WIDE x 30" LONG
x 3/8" TH. GALV STL
PLATE FASTENED
TO HSS 4x4, TYP

GUARDRAIL INFILL PANEL, TYPE
VARIES. REFER TO SHEET A105

GUARDRAIL PANEL HOLDER PER
MANUFACTURER INSTRUCTIONS
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EXTERIOR DETAILS

A702

G JOHNSON

R PRADHAN

W JOFFRION

REF: SCALE:  1" = 1'-0"A702 A502

5 BALCONY SECTION
REF: SCALE:  1/2" = 1'-0"A702 A221

9 ENLARGED BALCONY PLAN

REF: SCALE:  1/2" = 1'-0"A702 A611

7 TYP ENTRANCE MAT SECTION

REF: SCALE:  1 1/2" = 1'-0"A702 A251

2
DETAIL OF CONNECTOR ROOF &
CEILING SEISMIC JOINTS

REF: SCALE:  1 1/2" = 1'-0"A702 A623

16
EXTERIOR WALL DETAIL @ STAIR 3
ROOF, GATE JAMB HINGE DETAIL

REF: SCALE:  3" = 1'-0"A702 A721

4 EXTERIOR WALL TOP DETAIL @ DECK

REF: SCALE:  1 1/2" = 1'-0"A702 A611

1
DETAIL OF CONNECTOR FLOOR
SEISMIC JOINT

REF: SCALE:  1 1/2" = 1'-0"A702 A702

11
BALCONY SECTION DETAIL @
EXTERIOR WALL

REF: SCALE:  1 1/2" = 1'-0"A702 A702

13 RAILING - @ BALCONY

REF: SCALE:  1 1/2" = 1'-0"A702 A623

15
STAIR 3 ROOF GATE JAMB LATCH SIDE
DETAIL

REF: SCALE:  1" = 1'-0"A702 A203

12 STAIR 3 ROOF GATE ELEVATION

A  05/26/09 REVISE METAL GRATE BALCONY TO BE METAL DECK WITH CONCRETE

05/26/09

A

JG



KEYNOTES

DIVISION 03 - CONCRETE
3.1 CAST IN PLACE CONCRETE
3.2 6" CONC HOUSEKEEPING PAD
3.3 VAPOR BARRIER
3.4 GRANULAR FILL
3.5 CANE DETECTION AREA - SMOOTH PEBBLE STONE IN

CONC. TOPPING.

DIVISION 05 - METALS
5.1 STEEL BEAM
5.2 STEEL COLUMN
5.3 METAL DECK
5.4 STEEL ANGLE
5.5 STEEL PLATE
5.6 TUBULAR STEEL
5.7 STEEL BENT PLATE
5.8 STAINLESS STEEL FRAME
5.9 OPEN WEB STEEL JOIST
5.10 S.S. BOLLARD (6" SQ)
5.11 EXT. COLD FORMED METAL FRAMING, SEE STRUCT.
5.12 CANE DETECTION RAIL
5.13 GUARDRAIL
5.14 STAINLESS STEEL HANDRAIL
5.15 METAL FRAMED STAIR
5.16 STEEL CHANNEL
5.17 VISUALLY CONTRASTING STAINLESS STEEL STRIP, SEE

SHEET 1/A002 FOR ACCESSIBILITY REQUIREMENTS
5.18 ALUMINUM FLOOR BAR-GRATING (BID OPTION #3A)
5.19 DECORATIVE PERFORATED METAL PANEL (BID OPTION #3B)
5.20 DECORATIVE METAL MESH VINESCREEN
5.21 STAINLESS STEEL BOLTS AND CAPS

DIVISION 06 - WOOD, PLASTIC & COMPOSITES
6.1 WOOD BLOCK/NAILER, PRESSURE TREATED
6.2 3/4" PLYWOOD UNDERLAYMENT, FIRE RETARDANT TREATED
6.3 5/8" GLASS MAT FACED GYP SHEATHING
6.4 PLASTIC LAMINATE
6.5 SOLID-SURFACING MATERIAL COUNTERTOP
6.6 (NOT USED)
6.7 SS SHIM AS REQUIRED

DIVISION 07 - THERMAL & MOISTURE PROTECTION
7.1 STAINLESS STEEL FLASHING/COUNTERFLASHING
7.2 PVC ROOFING
7.3 MEMBRANE EDGE FASTENER @ 12" O/C
7.4 1/4" PROTECTION BOARD
7.5 RIGID ROOF INSULATION OF AGED R=30 (UON)
7.6 BATT INSULATION R=19
7.7 PVC MEMBRANE FLASHING
7.8 EXTRUDED ALUM TRIM
7.9 ALUM FLASHING
7.10 FORMED SHEET SS COPING
7.11 BELOW GRADE DAMP/WATERPROOFING
7.12 SEALANT WITH BACKER ROD
7.13 20 GA GALVANIZED SPLASH PAN
7.14 DOWN SPOUT
7.15 WATERPROOFING MEMBRANE
7.16 INSULATED METAL PANEL CLADDING
7.17 PVC ROOF SEISMIC JOINT COVER
7.18 EXTERIOR WALL SEISMIC JOINT COVER
7.19 INTERIOR WALL SEISMIC JOINT COVER
7.20 CEILING SEISMIC JOINT COVER
7.21 FIRESTOPPING
7.22 SAND COATED ROOF WALKWAY
7.23 METAL SPANDREL PANEL (INSULATED)
7.24 THERMOPLASTIC MEMBRANE PARAPET FLASHING
7.25 THERMOPLASTIC MEMBRANE COVER STRIP, HOT-AIR WELDED
7.26 EXTRUDED ALUM BAR W/ FASTENERS @ 12" O.C.MAX
7.27 FLOOR SEISMIC JOINT COVER
7.28 S.S. PERFORATED RIBBED METAL PANEL 36" WIDE (20 GA)
7.29 METAL PANEL SOFFIT
7.30 1" RIGID INSULATION BOARD
7.31 WATERPROOF TRAFFIC COATING
7.32 COMPRESSION SEAL
7.33 SILICONE SEALANT
7.34 NEOPRENE SPACER (BLACK).
7.35 OVERFLOW SCUPPER, 8" W x 6" H (BY ROOFING MFR)
7.36 1/2" FOIL-BACKED RIGID INSULATION
7.37 VAPOR BARRIER

DIVISION 08 - OPENINGS
8.1 DOOR & FRAME
8.2 MOTORIZED OPERABLE WINDOW
8.3 MANUAL OPERABLE WINDOW
8.4 AUTOMATIC DOOR BOTTOM
8.5 THRESHOLD
8.6 GLAZED ALUM CURTAIN WALL SYSTEM
8.7 1" INSULATED GLAZING
8.8 FRITTED GLAZING
8.9 SPANDREL GLAZING
8.10 VISION GLASS (SAFETY WHERE REQUIRED)
8.11 (NOT USED)
8.12 AUTOMATIC ENTRANCE DOOR
8.13 SKYLIGHT
8.14 WEATHERSTRIPPING
8.15 MTL SECURITY GATE
8.16 DOOR PULL
8.17 AUTOMATIC DOOR OPERATOR
8.18 EXTRUDED ALUMINUM SUNCONTROL LOUVERS

DIVISION 09 - FINISHES
9.1 1/2" GWB TYPE X
9.2 5/8" GWB TYPE X
9.3 1" GWB SHAFT LINER
9.4 20 GA MTL STUD @ 16" O/C
9.5 SLOTTED SLIP TRACK
9.6 METAL STUD TRACK
9.7 COLD FORMED FURRING CHANNEL
9.8 SHAFT WALL STUD MIN 20 GA @ 24" O/C
9.9 FRAMING ANGLE, MIN 20 GA GALV
9.10 FURRING CHANNEL MIN 20 GA, SIZE AS NOTED
9.11 SHAFT J RUNNER
9.12 CERAMIC TILE
9.13 REINFORCED MORTAR SETTING BED
9.14 SCHEDULED FLOORING
9.15 SUSPENDED GYP BOARD CEILING SYSTEM
9.16 SCHEDULED WALL BASE
9.17 PAINT
9.18 5/8" CEMENTITIOUS TILE BACKER BOARD
9.19 5/8" GLASS MAT FACED TILE BACKER BOARD
9.20 3/4" RECLAIMED WOOD FLOORING
9.21 SOUND ATTENUATION BLANKET
9.22 ACOUSTICAL INSULATION 3" (UON)
9.23 SUSPENDED ACOUSTICAL CEILING
9.24 STONE TILE
9.25 RECLAIMED WOOD WALL PANEL
9.26 METAL COATINGS AND SEALER
9.27 1/8" ALUMINUM ANGLE TRANSITION STRIP
9.28 OPEN OFFICE CARPET TILE, BACKING &

RESILIENT BASE(BID OPTION #6)

DIVISION 10 - SPECIALTIES
10.1 TOILET PARTITION
10.2 (NOT USED)
10.3 METAL LOCKER
10.4 FIRE EXTINGUISHER CABINET
10.5 DOOR STOP
10.6 ALUM LIGHT SHELF, INTEGRAL COMPONENT OF CURTAIN

WALL (BID OPTION #4)
10.7 VINE SCREEN SYSTEM
10.8 EXTRUDED ALUM LOUVER AIRFOIL (BID OPTION #2)
10.9 STAINLESS STEEL DIMENSIONAL SIGNAGE
10.10 ACCESS FLOORING- 10" HIGH (LAYOUT BY MFR.)
10.11 EXTERIOR CANOPY

DIVISION 11 - EQUIPMENT
11.1 MOTORIZED PROJECTION SCREEN
11.2 PROJECTOR

DIVISION 12 - FURNISHINGS
12.1 MOTORIZED WINDOW SHADE
12.2 SYSTEM FURNITURE, NIC
12.3 ENTRANCE FLOOR MAT & FRAME
12.4 RADIOMETER

DIVISION 13 - EQUIPMENT
13.1 BUILDING INTEGRATED PHOTOVOLTAIC GLASS CANOPY
(BID OPTION #1)

DIVISION 14 - EQUIPMENT
14.1 HYDRAULIC HOLELESS ELEVATOR, 3500 LB

DIVISION 21 - FIRE PROTECTION
21.1 FIRE SPRINKLER HEAD
21.2 FIRE SPRINKLER PIPING

DIVISION 22 - PLUMBING
REFER TO P601 FOR TOILET FIXTURE SCHEDULE
22.1 ROOF DRAIN
22.2 NOT USED
22.3 VENT THROUGH ROOF
22.4 ELECTRIC WATER COOLER
22.5 KITCHEN SINK
22.6 SERVICE SINK
22.7 FLOOR DRAIN
22.8 FILTERED WATER SYSTEM FAUCET
22.9 DUAL FLUSH TOILET
22.10 HIGH EFFICIENCY TOILET
22.11 LOW CONSUMPTION URINAL
22.12 COUNTERTOP SINK
22.13 ELECTRONIC LAVATORY FAUCET / AUTOMATIC

HANDSOAP DISPENSER, TYP.
22.14 HAND SHOWER SET WITH SLIDE BAR
22.15 URINAL ELECTRONIC FLUSH VALVE

DIVISION 23 - HVAC
23.1 BOILER FLUE
23.2 DUCT
23.3 PERIMETER HYDRONIC HEATER
23.4 FIRE DAMPER
23.5 RADIANT CEILING PANEL
23.6 MECHANICAL SHAFT OPENING
23.7 RADIANT FLOOR SLAB SYSTEM
23.8 MECHANICAL PIPING
23.9 ROOF MOUNTED MECH EQUIPMENT

DIVISION 26 - ELECTRICAL
26.1 LIGHT FIXTURE
26.2 CARD READER
26.3 PHOTOVOLTAIC INVERTER
26.4 POWER - DUPLEX
26.5 POWER - QUAD
26.6 POWER/DATA OUTLET COMBINATION
26.7 SWITCH
26.8 FUTURE CCTV CAMERA

DIVISION 28 - FIRE PROTECTION
28.1 FIRE ALARM MANUAL PULL STATION

DIVISION 32 - EXTERIOR IMPROVEMENTS
32.1 CONCRETE PAVING

NOTE: CONTRACTOR TO REFER TO SHEET A105 FOR FINISHES AND
SPECIFICATIONS FOR FURTHER INFORMATION ON PRODUCTS LISTED.
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8.6

23.3

E
Q

1'
-8

-1
/4

" A
T 

S
E

C
O

N
D

 F
LO

O
R

2'
-2

" A
T 

FI
R

ST
 F

LO
O

R
E

Q

7.6

MTL PANEL, PAINT
FINISH COLOR TO
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SLOPE TYP
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a - PLAN VIEW Second Floor
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FINISH FLOOR
0'  -  0"

b - SECTION
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/ M
FR
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FEC

WALL TYPE
PER PLAN

7

6
A801

First Floor
0' - 0"

FIN. CARPET, NIC

1/8" TILE/CARPET
METAL TRANSITION
ANGLE, SATIN
CHROME FINISH

SAND AND
FINISH. 3 COATS, CLEAR.

9.2

10.10

7.36

7.33 CONTINUOUS.

3.1 SEALED.

9.27

6.2

. SAW CUT CONC. SLAB.

SAND AND FINISH. 3
COATS, CLEAR.

1/8" ANGLE, SATIN
CHROME FINISH.

SEALED AND
FINISHED WITH 2
COATS, CLEAR.

9.2

9.27

3.1

7.37

6.2

PARTITION PER
SCHEDULE

INTEGRAL WOOD
BASE AT WOOD
PANEL.

         RECLAIIMED OAK
STRIP FLOOR FOR
FLOORING AND WALL
PANELS.

PROVIDE BLOCKING AS
REQ'D FOR WOOD PANEL
ATTACHMENTS

         PRE-ASSEMBLED
RECLAIMED OAK STRIPS
ADHERED TO MASONITE
PANEL BOARDS.  LAY
WOOD STRIPS
HORIZONTAL.

2"

LUNCHROOM
THIS SIDE.

HALLWAY
THIS SIDE.

ALIGN.          CONT.
1/16" METAL
TRANSITION
STRIP. 1/

4"

9.25

1/2"

9.20

3.1

9.27

Level 1
0' - 0"

1/8"

INTEGRAL WOOD
BASE AT WOOD
PANEL.

        SEPARATOR
BETWEEN CONC &
WOOD.

         PRE-ASSEMBLED
RECLAIMED OAK STRIPS
ADHERED TO MASONITE
PANEL BOARDS.  LAY
WOOD STRIPS
HORIZONTAL.

STAIR 1 THIS
SIDE.

9.25

9.27

9.29

TREATED WOOD
BLOCKING AS REQ'D.
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INTERIOR DETAILS

A802

G JOHNSON

R PRADHAN

W JOFFRION

REF: SCALE:  1 1/2" = 1'-0"A802 A802

2
TYP PERIMETER HYDRONIC HEATER
EDGE DETAIL

REF: SCALE:  1 1/2" = 1'-0"A802 A501

3
TYP PERIMETER HYDRONIC HEATER
SECTION

REF: SCALE:  1 1/2" = 1'-0"A802 A241

8 WINDOW SHADE & LIGHT SHELF DETAIL

REF: SCALE:  3" = 1'-0"A802

7 TYP. INTERIOR DOOR HEAD (JAMB SIM.)

REF: SCALE:  6" = 1'-0"A802

6 TYP DOOR SILL W/ SOUND GASKET

REF: SCALE:  1" = 1'-0"A802 A112

5 SECTION @ RATED SHAFT BOX
REF: SCALE:  1" = 1'-0"A802 A211

9
FIRE EXTINGUISHER CABINET
(SEMI-RECESSED) TYP

REF: SCALE:  1 1/2" = 1'-0"A802 A221

11
FIRE EXTINGUISHER CABINET @
SECOND FLOOR STAIR 1

REF: SCALE:  1" = 1'-0"A802 A222

10
FIRE EXTINGUISHER CABINET
(FULLY-RECESSED) TYP

REF: SCALE:  1 1/2" = 1'-0"A802 A211

12
FIRE EXTINGUISHER CABINET @ FIRST
FLOOR STAIR 1

REF: SCALE:  1 1/2" = 1'-0"A802 A613

13 LOBBY - WOOD FLOOR TRANSITION

REF: SCALE:  6" = 1'-0"A802 A612

14 CONCRETE - WOOD FLOOR TRANSITION

REF: SCALE:  3" = 1'-0"A802 A612

15 WALL BASE - WOOD BASE

REF: SCALE:  3" = 1'-0"A802 A613

16
WALL BASE - PEBBLE STONE / WOOD
WALL

NOT USED

A

A  05/26/09 RATED SHAFT BOX DETAIL REVISIONS

05/26/09

A

JG
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