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1.

GENERAL NOTES

SELECTED CONTRACTOR SHALL ADHERE TO ALL OWNERS SAFETY AND CONSTRUCTION
REQUIREMENTS AND THOROUGHLY FAMILIARIZE WITH THE REQUIREMENTS.

CONTRACTOR SHALL BE RESPONSIBLE TO VISIT THE SITE AND MAKE FIELD OBSERVATIONS
AND MEASUREMENTS TO VERIFY THE INTENT OF THE DRAWINGS AS TO AVOID PHYSICAL
INTERFERENCES.

NEW MATERIALS SHALL BE USED UNLESS OTHERWISE NOTED. CONTRACTOR SHALL BE
RESPONSIBLE FOR MATERIALS DAMAGED PRIOR TO INSTALLATION.

DESIGN, DETAILING, FABRICATION, AND ERECTION OF STRUCTURAL STEEL
SHALL BE IN ACCORDANCE WITH:

AISC MANUAL OF STEEL CONSTRUCTION, LATEST EDITION (ASD)

MATERIALS SHALL CONFORM TO THE FOLLOWING SPECIFICATIONS:

STRUCTURAL STEEL ASTM A36, UNO
STRUCTURAL PIPE ASTM A583, GRADE B
STRUCTURAL TUBE ASTM A500, GRADE B
WELDING ELECTRODES AWS D1.1, E70XX

STENCILS NEEDS TO BE MADE PRIOR TO GUSSET PLATES FABRICATION DUE TO GEOMETRICAL
COMPLEXITY.

ALL JOINTS ARE TO BE WELDED ALL AROUND (TYP UNLESS NOTED OTHERWISE) USING MAX
ALLOWABLE WELD SIZE.

PRIOR TO ANY MODIFICATIONS HINGE TO BE REALIGNED AND OFFSET TO COMPENSATE FOR
HEAD WEIGHT.

REALIGN THE DOOR AFTER THE MODIFICATIONS AS NECESSARY.
ALL TUBE STEEL ENDS TO BE SEALED WITH 1/2" THICK END PLATES.

REFERENCE AUTOCLAVE MANUFACTURERS DRAWINGS
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