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1.  INSTALL PER MANUFACTURERS INSTRUCTIONS.
2.  INSPECT LOCATION OF SHAFT CENTERS AT INDICATED ELEVATION FOR INSTALLATION OF MATING HOLES ON COVER WELDMENT ASSEMBLIES 339-0901-M006
3.  SILVER BRAZE ASSEMBLY IN A VACCUM CHAMBER TO ACHIEVE A HERMETIC SEAL OF INNER CHAMBER. FABRICATOR SHALL SUBMITT A BRAZING PROCEDURE FOR APPROVAL
     THE PROCEDURE SHALL AS A MINIMUM SPECIFY THE BRAZE ALLOY, MAXIMUM TEMPERATURE AND CLEANING PROCEDURES TO BE USED
4.  AFTER BRAZING INSPECT FOR A .002"-.003" DEPRESSION IN UPPER SURFACE, RELATIVE TO UPPER SURFACE AT A NEARBY INTERNAL SUPPORT, AT THE LOCATIONS SHOWN TO VERIFY VACUUM IN CHAMBER.
     AN ALTERNATE METHOD: LAY A  STRAIGHT EDGE  ACROSS THE PART AT THE SPECIFIED SECTIONS AND SHINE A LIGHT ON THE BACK SIDE OF THE STRAIGHT EDGE TO VERIFY FOUR CRESENT SHAPED DEPRESSIONS EXIST.
5.  ITEM 4 TO BE SUPPLIED BY NASA 
6.  HARD NICKLE PLATE OR EQUIV. SURFACE FOR SCRATCH RESISTANCE 
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DETAIL Y 
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-1 VALVE ASSEMBLY

1 339-0901-M004
2 339-0901-M005
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PARTS LIST
CODE NO.DESCRIPTION/NOMENCLATUREIDENTIFYING NO.QTY REQ'D PER ASSY
CAGE ITEMZONEMATERIAL SPECIFICATIONPART OR

Ames Research Center
Moffett Field, California 94035-1000

FMAT 3-94

DATE

SURFACES TO BE
ALL MACHINED

AXIS TOTAL RUN OUT
DIAMETER ON SAME

ALL DIMENSIONS AND TOLERANCES APPLY AFTER SURFACE TREATMENT.
UNLESS OTHERWISE SPECIFIED ALL DIMENSIONS IN INCHES.

DRAWING DATE

DATEDESIGNED
TOLERANCE UNLESS OTHERWISE SPECIFIED
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DRILLED HOLE TOLERANCES

0VER 2.000
1.001-2.000

.501-1.000

.126- .500

.000- .125

 SHEET

8 7 6 5 4 3 2

A

B

C

D

1345678

D

C

B

A

.XXX ± .005
.XX ± .01

DATE

DATE

DATE

DATECHECKED

DATEDRAWN

 DWG. NO.  REV SH.

A
SCALE:  AS NOTED INDEX DATE

D
SIZE CAGE CODE

25307
OF

 FILE NAME:

DO NOT SCALE

.X ± .1
FRACTIONAL ± 1/16

ANGULAR ± 0 -15'

REV DESCRIPTION DATE APPROVAL
REVISIONS

BREAK SHARP CORNERS     MAX REV

TOLERANCE

APPLICATION

NEXT ASSYNO.

339-0901-M013

VALVE ASSEMBLY

+.005-.001
+.010-.002
+.015-.002
+.030-.003
+.060-.005

STRESS

PROJ MGR

SUPERVISOR

XXX.SLDDRW

AIR REVITALIZATION SYSTEM
CO2 COMPRESSOR

339-0901-M013.02.005

125
2-15-2008 1 1

-

B KOSS 2-12-2008

-A 1

1 -

http://www.seals.saint-gobain.com/Media/Documents/S0000000000000001018/OmniSealTypicalInstallations.pdf

	Sheet1
	Drawing View1
	Drawing View2
	Section View A-A
	Section View B-B
	Drawing View12
	Detail View Y (4 : 1)


