	Specifications ±6GHz Tunable filter: BW = 6 GHz

	 
	 
	 
	 

	Optical Parameters
	 
	 
	 

	Center wavelength @25ºC (referenced to air)
	slow axis
	
	nm

	   Tolerance
	±
	0.5
	nm

	Reflection bandwidth @ -3 dB (FWHM)
	 
	6
	GHz

	   Tolerance
	±
	1
	GHz

	Reflectivity
	>
	95
	%

	Tunability
	±
	10
	GHz

	SMSR
	>
	20
	dB

	 
	 
	 
	 

	Mechanical Parameters
	 
	 
	 

	Fiber type
	 
	Corning SM-15
	 

	Pigtail length (at each ends)
	 
	1
	m

	Packaging
	 
	TDCX
	 

	 
	 
	 
	 

	 
	 
	 
	 


1. Prototype; +/- 6 GHz Tunable 1558.96 +/- .5 nm; BW= 6 GHz (see specifications above)

Number 1

2. Prototype; +/- 6 GHz Tunable 1559.93 +/- .5 nm; BW= 6 GHz (see specifications above)

Number 2

	Specifications ±6GHz Tunable filter: BW = 4 GHz

	 
	 
	 
	 

	Optical Parameters
	 
	 
	 

	Center wavelength @25ºC (referenced to air)
	slow axis
	
	nm

	   Tolerance
	±
	0.5
	nm

	Reflection bandwidth @ -3 dB (FWHM)
	 
	4
	GHz

	   Tolerance
	±
	0.5
	GHz

	Reflectivity
	>
	95
	%

	Tunability
	±
	10
	GHz

	SMSR
	>
	10dB; 20dB best effort
	dB

	 
	 
	 
	 

	Mechanical Parameters
	 
	 
	 

	Fiber type
	 
	Corning SM-15
	 

	Pigtail length (at each ends)
	 
	1
	m

	Packaging
	 
	TDCX
	 


3. Prototype; +/- 6 GHz Tunable 1558.96 +/- .5 nm; BW= 4 GHz (see specifications above)

Number 2

3. Prototype; +/- 6 GHz Tunable 1559.93 +/- .5 nm; BW= 6 GHz (see specifications above)

Number 2

