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ODIN hardware offerings are updated quarterly.  
Current offerings are:

	
	PC Desktop - Dell Optiplex 755 
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System Unit: Dell Optiplex Series 3.0GHz, Q35 chipset
CPU: 3.0GHz Intel Core 2 Duo (E8400), 
Cache: 4MB L2 cache 
RAM: 2GB 667MHz DDR 2(667MHz)(two sticks)
Video RAM: 256MB PCI-E
Bus speed: 1333MHz FSB
Bus slots: (2)PCI, (1)PCI-E 1x, (1)PCI-E 16x
HDD: 160GB, SATA 7200 rpm
DVD/CD-RW: 16xDVD+/-RW SATA
USB Flash Drive: 1GB
USB: 2.0 (9 USB ports)
Power Supply: 305Watts
Network Interface Card: 10/100/1000 TX, (Intel)
Video card: ATI Radeon HD 2400 PCI-E, 256Mb (supports dual displays)
Sound Card: SoundMax Digital AC97 integrated audio 
Monitor: 17" LCD FP 
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	PC Workstation - Entry; Dell PWS T5400 Workstation 
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System Unit: Dell T5400 Workstation
CPU: Single (Dual-Core) Intel Xeon 3.3GHz (5260) (Dual Processor Capable), (32bit)
Cache: 6MB L2
RAM: 2GB DDR2 SDRAM (667MHz)(two sticks), Video RAM 512MB
Bus speed: 1333MHz FSB
Bus slots: (1)PCI, (2)PCI-X, (2)PCI-E 8x, (1)PCI-E 16x, (2)PCI-E 64x
HDD: 250GB SATA 7200rpm
DVD+/-RW: 16x
USB Flash Drive: 1GB
USB: 2.0 (8 USB ports)
Power Supply: 875Watt
Network Interface Card: 10/100/1000 TX, (Broadcom)
Video Card: NVidia FX1700, 512Mb (DVI/VGA dual monitor capable)
Sound Card: Integrated AC97 Full duplex audio
Monitor: 17" LCD FP 
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	PC Workstation - Mid Level;: Dell Precision T7400 Workstation 
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System Unit: Dell Precision T7400 Workstation
CPU: Quad Core Xeon (E5430) 2.66GHz, 1600MHz FSB
Cache: 2 x 4MB L2
RAM: 4GB 667MHz DDR2 (4 sticks), Video RAM 512MB
Bus speed: 1600MHz FSB
Bus Slots: (1) PCI, (3) PCI-X8, (3) PCI-X16, (2) PCI-X64, 
HDD: (2) 300GB SAS 10K RPM
DVD+/-RW: 16x
USB Flash Drive: 1GB
USB: 8 ports
Power Supply: 750Watt
Video Card: NVIDIA Quadro FX3700 PCI-E
Network Interface Card: 5752Gb, 10/100/1000, (Broadcom)
Sound Card: Integrated HD sound 64bit
Monitor: 17" LCD FP 
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	PC Workstation - High Level;: Dell Precision T7400 Workstation - 64bit 
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System Unit: Dell Precision T7400 Workstation
CPU: (2) Quad Core Xeon (E5430) 2.66GHz (Dual Processor), 1600MHz FSB
Cache: 2 x 4MB L2
RAM: 8GB 667MHz DDR2 (4 sticks), Video RAM 768MB
Bus speed: 1600MHz FSB
Bus Slots: (1) PCI, (3) PCI-X8, (3) PCI-X16, (2) PCI-X64, 
HDD: (2) 300GB SAS 10K RPM
DVD+/-RW: 16x
USB Flash Drive: 1GB
USB: 8 ports
Power Supply: 750Watt
Video Card: NVIDIA Quadro FX4600 PCI-E 
Network Interface Card: 10/100/1000, (Broadcom)
Sound Card: Integrated HD sound 64bit
Monitor: 17" LCD FP 
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	PC Laptop: Dell Latitude E6500 
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System Unit: Dell Latitude E6500, 
Weight: 5.2 lbs.
CPU: 2.53GHz Intel Core 2 Duo T9400
Bus speed: 1067MHz FSB
Cache: 6MB L2 ECC
RAM: 2GB 800MHz DDR (two sticks), 
Video RAM: 256Mb,
HDD: 160 Gb SATA 5400 rpm,
DVD+/-RW: 8x,
USB Flash Drive: 1GMB,
Power Supply: 90 Watt AC,
Network Interface Card: 10/100/1000, IEEE 802.11a/g,
Modem: 56K (V.92),
USB: 2.0 (3 ports),
Firewire: (1 port)
Sound Card: 24-bit (analog-to-digital and digital-to-analog),
Video Card: NVidia Quadro NVS 160M, TFT WXGA 15.4" viewable LCD (1280x800),
Carrying Case: Nylon 
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	PC Laptop - Lightweight: Dell E6400
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System Unit: Dell Latitude E6400,
Weight: 3.3 lbs.,
CPU: 2.4GHz Intel Core 2 Duo SP9400,
Bus speed: 1067Mhz,
Cache: 6MB L2 ECC,
RAM: 2GB 1066MHz DDR (two sticks), 
Video RAM: 256MB,
HDD: 160Gb SATA 5400 rpm,
DVD+/-RW: 8x
USB Flash Drive: 1GB
Power Supply: 65 Watt AC,
Network: 10/100/1000Base TX, IEEE 802.11a/g,
Modem: 56K (V.92),
USB: 2.0 (2 ports),
Firewire: (1 port),
Sound Card: High Definition Audio 16bit Sound Blaster Pro compatible,
LCD Screen: WXGA 13.3" viewable LCD (1280x800),
Carrying Case: Nylon 




	[image: image18.png]



	PC Laptop - Tablet: Fujitsu T5010
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System Unit: Fujitsu T5010,
Weight: 4.9 lbs.,
CPU: 2.53GHz Intel Core 2 Duo T9400,
Bus speed: 800Mhz,
Cache: 4MB L2 ECC,
RAM: 2GB 667MHz DDR (two sticks), 
Video RAM: 256MB,
HDD: 120Gb SATA 5400 rpm,
DVD+/-RW: 8x
USB Flash Drive: 1GB
Power Supply: 80 Watt AC,
Network: 10/100/1000Base TX, IEEE 802.11a/b/g,
Modem: 56K (V.92),
USB: 2.0 (3 ports),
Firewire: (1 port),
Sound Card: Integrated 16bit Sound Blaster Pro Compatible,
Video Card: Intel GMA X3100, TFT XGA (1024x768) 13.3" viewable LCD,
Carrying Case: Nylon 
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	PC Laptop - Rugged: Dell Latitude ATG D630 
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System Unit: Dell Latitude ATG D630,
Weight: 4.47 lbs.,
CPU: 2.5GHz Intel Core 2 Duo T9300,
Bus speed: 800Mhz,
Cache: 4MB L2 ECC,
RAM: 2GB 667MHz DDR (two sticks), 
Video RAM: 128MB,
HDD: 120Gb SATA 5400 rpm,
DVD+/-RW: 8x
USB Flash Drive: 1GB,
Power Supply: 90 Watt AC,
Network: 10/100/1000Base TX, IEEE 802.11a/g,
Modem: 56K (V.92),
USB: 2.0 (4 ports),
Firewire: (1 port),
Sound Card: Integrated 16bit Sound Blaster Pro Compatible,
LCD Screen: WXGA (1280x800), 13.3" viewable LCD,
Carrying Case: Nylon 
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	PC Laptop - Tablet-Rugged Dell iX104C Plus 
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System Unit: Dell iX104C Plus,
Weight: 4.95 lbs.,
CPU: 1.4GHz Pentium M,
Bus speed: 400Mhz,
Cache: 4MB L2 ECC,
RAM: 2GB 667MHz DDR (two sticks), 
Video RAM: 64MB,
HDD: 80Gb SATA 5400 rpm,
DVD+/-RW: 8x
USB Flash Drive: 1GB,
Power Supply: 19v DC,
Network: 10/100/1000Base TX, IEEE 802.11a/g,
Modem: 56K (V.92),
USB: 2.0 (2 ports),
Sound Card: AC-97 Codec,
LCD Screen: XGA (1024x768), 10.4" viewable LCD,
Carrying Case: Nylon 
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	PC Laptop - Workstation: Dell Precision M6300 
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System Unit: Dell Precision M6300,
Weight: 8.5 lbs.,
CPU: 2.6GHz Intel Core 2 Duo T9500,
Bus speed: 800Mhz,
Cache: 6MB L2 ECC,
RAM: 4GB 667MHz DDR (two sticks), 
Video RAM: 512MB,
HDD: 250Gb SATA 7200 rpm,
DVD+/-RW: 8x
USB Flash Drive: 1GB
Power Supply: 130-watt a/c adapter,
Network: 10/100/1000Base TX, IEEE 802.11a/g/n,
Modem: 56K (V.92),
USB: 2.0 (6 ports),
Sound Card: 16-Bit Sound Blaster Compatible,
LCD Screen: WUXGA (1920x1200), 17" viewable LCD,
Carrying Case: Nylon 
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	Laptop Docking Combo Services 
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Port Replicator:   D/Dock, Expansion Station
Monitor:   See Monitor Options
Keyboard:    USB-PS/2 Kybd US
Mouse:     2 Button Optical Scroll
Speakers:     6 Watt speakers
Network:     Supports 10/100 Base-T
Power Supply:    AC Adapter Port
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	SERV1 PC: Dell PowerEdge R900 
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System = PowerEdge R900
CPU Type & speed = XeonTM Quad Core/ 2.4GHz 
Hard Disk Size = 5 x 146.0GB 
CD-ROM = DVD 24X
Memory = 4.0GB DRAM
Video RAM = 32MB SGRAM
Ports = 1 serial, 2 USB
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	SERV1 PC User Site : Dell PowerEdge R900
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	System = PowerEdge R900 CPU Type & speed = XeonTM Quad Core/ 2.4GHz Hard Disk Size = 5 x 146.0GB CD-ROM = DVD 24X Memory = 4.0GB DRAM Video RAM = 32MB SGRAM Monitor = based on service level Tape Backup = 200/400GB, Half Height Tape Backup Software = Veritas Server, Power Suite Ports = 1 serial, 2 USB 
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	MAC - Desktop: Mac Pro Tower 
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Model: Mac Pro Tower,
CPU: (2) Dual Quad Core 2.8GHz processors, 1.6GHz FSB, (64bit)(Dual processor) 
Cache: 8MB 667MHz,
RAM: 2GB 667MHz DDR (2 sticks),
Video RAM: 256MB SDRAM,
HDD: SATA 320GB 7200RPM,
USB: 1GB Flash drive,
SuperDrive: 16x,
Network Card: 10/100/1000,
Modem: 56Kbs V.92,
Sound Card: built-in, 
Video Card: ATI Radeon HD 2600 XT, 
Monitor: Various 17" Flat panel 
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	MAC - Workstation; Mac Pro Tower 
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Model: Mac Pro Tower, 
CPU: (2) Dual Quad Core 3.2GHz processors, 1.6GHz FSB, (64bit)(Dual processor) 
Cache: 8Mb 667MHz,
RAM: 2Gb 667MHz (PC4200) DDR (4 sticks),
Video RAM: 512Mb SDRAM,
HDD: SATA 500Gb 7200RPM,
USB: 1GB Flash drive,
SuperDrive: 16x,
Network Card: 10/100/1000,
Sound Card: built-in,
Video Card: NVidia GeForce 8800 GT (dual DVI), 
Monitor: 17" LCD FP 
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	MAC - Laptop: Apple 15" MacBook Pro
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Model: Apple 15" MacBook Pro, Laptop 
Weight: 5.4 lbs, 
CPU: 2.60GHz Intel Core 2 Duo, 
Cache: 3MB L2 ECC,
RAM: 2GB 667MHz DDR2 (two sticks), 
HDD: SATA 200GB 5400 rpm, 
Video RAM: 256MB, GDDR3,
Optical drive: SuperDrive 8x
USB: 1GB Flash drive
Battery: 85W AC with 60 watt-hour lithium ion battery, 
NIC: 10/100/1000, Airport Extreme (IEEE 802.11b/g), Bluetooth
Sound Card: built-in
Video Card: GeForce 8600M GT DVI, 
Speakers: built-in,
Modem: 56kbps V.92,
Display: TFT 15.4" 1440 x 900
Laptop Bag: Nylon





	[image: image48.png]



	MAC - Laptop - Lightweight: Apple 13.3" MacBook
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Model: Apple 13.3" MacBook, Laptop 
Weight: 5.1 lbs, 
CPU: 2.4GHz Intel Core 2 Duo, (64bit)
Cache: 3MB L2 ECC,
RAM: 2GB 667MHz DDR (2 sticks), 
HDD: SATA 160GB 5400 rpm,
Video RAM: 144MB (shared), 
Optical drive: SuperDrive 8x
USB: 1GB Flash drive
Power: 55W AC with lithium ion battery, 
NIC: 10/100/1000, Airport Extreme (IEEE 802.11b/g), Bluetooth,
Modem: External 56K
Sound Card: built-in
Video Card: Intel GMA x3100 graphics processor, 
Speakers: built-in,
Display: TFT 13.3" 1280 x 800 
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	MAC Laptop Docking Combo Services 
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Port Replicator:   BookEndz Docking Station
Monitor:   See Monitor Options
Keyboard:    Apple Keyboard
Mouse:     Apple Mouse
Speakers:     6 Watt speakers
Network:     Pass Through 10/100 Base-T
Power Supply:    AC Adapter Port
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	SERV1 Apple: Apple X-Serve Quad
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CPU Type & speed = Intel Dual Quad Core 3.0GHz
Hard Disk Size = 3X1.0TB 
CD-ROM = DVD/CDRW Combo
Memory = 8.0GB DRAM
Video RAM = 64MB SGRAM
Monitor = based on service level
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	SUN (Entry Level): Ultra 40 2M2 
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* CPU: 2 x 2.6GHz
* Cache: 1MB L2
* Memory: 4GB (4 sticks)
* HDD: 2 x 250GB SATA
* DVD-RW: Internal
* Floppy: Internal 1.44MB
* Network: 10/100/1000 Base T
* Video Card: FX1500 Graphics 64mb
* Display: 24" Flat panel
* Sound card: Integrated
* Speakers: Internal 
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	SUN (Mid Level): Ultra 40 3M2 
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* CPU: 2 x 3.0GHz
* Cache: 1MB L2
* Memory: 12GB (6sticks)
* HDD: 2 x 300GB SAS
* DVD-RW: Internal
* Floppy: Internal 1.44MB
* Network: 10/100/1000 Base T
* Video Card: XF3500 Graphics 256mb
* Display: 24" Flat panel
* Sound card: Integrated
* Speakers: Internal 
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	SUN (High Level): Ultra 40 3M2 
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* CPU: 2 x 3.0GHz
* Cache: 1MB L2
* Memory: 20GB (8sticks)
* HDD: 2 x 300GB SAS
* DVD-RW: Internal
* Floppy: Internal 1.44MB
* Network: 10/100/1000 Base T
* Video Card: XF4600 Graphics 512mb
* Display: 24" Flat panel
* Sound card: Integrated
* Speakers: Internal 
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	SUN (Entry Level): Ultra 45  
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* CPU: 1.6GHz
* Cache: 1MB L2
* Memory: 4GB (4 sticks)
* HDD: 250GB SATA
* DVD-RW: Internal
* Floppy: Internal 1.44MB
* Network: 10/100/1000 Base T
* Video Card: XVR2500 Graphics 256mb
* Display: 24" Flat panel
* Sound card: Integrated
* Speakers: Internal 
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	SUN (Mid Level): Ultra 45  
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* CPU: (Dual) 1.6GHz
* Cache: 2 x 1MB L2
* Memory: 8GB (6 sticks)
* HDD: 2 x 250GB SATA 
* DVD-RW: Internal
* Network: 10/100 Base T
* Video Card: XVR2500 Graphics 256mb
* Display: 24" Flat panel
* Sound card: Integrated
* Speakers: Internal 
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	SUN (High Level): Ultra 45  
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* CPU: (Dual) 1.6GHz
* Cache: 2 x 1MB L2
* Memory: 16GB (8 sticks)
* HDD: 3 x 250GB SATA 
* DVD-RW: Internal
* Network: 10/100 Base T
* Video Card: XVR2500 Graphics 256mb
* Display: 24" Flat panel
* Sound card: Integrated
* Speakers: Internal  
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 PDAs: 
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	MC1: BlackBerry 8830 Domestic or International 
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System Unit = 8830 Domestic (Bluetooth Enabled)
System Unit = 8830e International (Bluetooth Enabled)
Talk/Standby Time = 3.66 hours/216 hours
Memory = 64MB RAM/64MB Flash
Battery = Integrated rechargeable lithium ion, 1400 mAh
Operating system = Blackberry OS
Size = 4.5 x 2.6x 0.6 (inches)
Keyboard = Backlit 33 keys
Display = High resolution, full-color display supporting over 65,000 colors (320 x240 pixels)
Includes: Belt clip style case, Docking cradle, Car charger, Ear bud 
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	MC2: TREO 755p Domestic
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System Unit = Treo 755p Domestic (Bluetooth enabled)
Talk/Standby Time = 4.5 hours/300 hours
CPU = 312 MHz processor
Memory = 128MB RAM
Battery = Integrated rechargeable lithium ion, 1800 mAh
Operating system = Palm OS 5.4
Size = 4.4 x 2.3 x 0.9inches; 11.2 x 5.9 x2.3 cm 
Keyboard = Built in QWERTY
Display = Bright CSTN backlit display, 320 x 320 Pixels
Includes: Belt clip style case, Docking cradle, Car charger, Ear bud 
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	MC3: TREO 700wx Domestic
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System Unit = Treo 700wx Domestic
Talk/Standby Time = 5 hours/360 hours
CPU = 312 MHz processor
Memory = 128MB RAM
Battery = Integrated rechargeable lithium ion, 1800 mAh
Operating system = Windows Mobile 5.0
Size = 4.4 x 2.3 x 0.9inches; 11.3 x 5.9 x2.3 cm 
Keyboard = Built in QWERTY
Display = Bright CSTN backlit display
Includes: Belt clip style case, Docking cradle, Car charger, Ear bud 
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	MC3: Verizon Wireless XV6800
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System Unit = Verizon Wireless XV6800
Talk/Standby Time = 324 hours/340 hours
CPU = 312 MHz processor
Memory = 64MB RAM/256 ROM
Battery = Integrated rechargeable lithium ion, 1500 mAh
Operating system = Windows Mobile 6.0
Size = 4.3 x 2.3 x 0.7 inches 
Keyboard = Built in QWERTY
Display = portrait and landscape; 2.8" 240x320 pixel; 64-bit color TFT
Includes: Belt clip style case, Docking cradle, Car charger, Ear bud 
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 Cell Phones: 
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	Motorola V3M 
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CDMA Talk Time = Up to 200 minutes
Standby Time = 325 hours
Battery = Standard lithium ion battery 780 mAh
Size = 3.86" x 2.08" x 0.57"
Keyboard = Backlit keypad
Display = 2.2" 176x220 pixel, 65K color TFT





