Rapid Prototype 3-D Printer minimum specifications:
In addition, vendors are expected to make a fair market price offer for our existing Rapid Prototype 3-D Printer.  The existing machine is a 3D system, model SLA 3500 (serial number 970180).
The Requirements for the machine are as follows:

Layer Thickness (Z-axis) 16-micron

Tray Size (X×Y×Z)  260×260×200 mm

Net Build Size (X×Y×Z) 255×252×200 mm

Maximum Build Resolution

X-axis: 600 dpi

Y-axis: 600 dpi

Z-axis: 1600 dpi

Dual Printing Modes 

High Quality (HQ): 16-micron

High Speed (HS): 30-micron

Accuracy

0.1– 0.2 mm minimum

Material Supported in cartridge format

FullCure®720 Model transparent

VeroWhite Opaque material

VeroBlue Opaque material

VeroBlack Opaque material

TangoBlack, rubber like flexible material

TangoGray, rubber like flexible material

TangoPlus, rubber like flexible material

Durus opaque material

Support Type

FullCure®705 Support

Non-toxic gel-like photopolymer support

easily removed by WaterJet

Materials Cartridges

Sealed 4×3.6 kg cartridges

Automatic switching between cartridges

Easily and instantly replaced through a

frontloading door

Power Requirements

110 – 240 VAC 50/60 Hz

1.5 KW single phase

Machine Dimensions (W×D×H) maximum

870×735×1200 mm

Warranty

1 year warranty on parts

6 month warranty on pump
Software features:

Suggested build orientation and speed,

Auto-placement

Optimax-printing optimization package

Automatic real time support structure

generation

Slice on the fly

Materials Management

Network version

Input Format STL and SLC File

Jetting HeadsSHR (Single Head Replacement), 8 units

Network Communication

LAN – TCP/IP 

Compatibility

Windows XP, Windows 2000
