New 2008 Dump Truck
(2EA.)
Cab and Chassis 25,500 GVWR, 242 “ wheel base, steel frame
10’ Square, Painted Dump Bed 8-10 yd.

8000 lb. single front axle
10,000 lb. taper leaf front suspension
17,500 lb. single rear axle with 4.88 rear axle ratio
Driver controlled traction differential

21,000 lb. 52” variable rate multi-leaf spring with leaf spring helper

Front and rear shocks

Air brake package

Engine: Mercedes Benz 250 H.P. and all other standard equipment 

To include off/low/high compression exhaust brake

Transmission:  Fuller manual or automatic transmission 
Cab Exterior: 106” BBC raised Steel conventional cab with all standard features.

Cab Interior: Standard features to include the following options
 Heater, air conditioner and defrost
Between the seats console

2 cup holders

2 ½ lb. fire extinguisher
Automatic self rest circuit breakers

12 volt power supply in dash

Triangle reflectors without flares

Mid back air suspension driver seat with lumbar support, vinyl

Mid back non suspension passenger seat, vinyl

Driver seat armrest

Controls and Instruments: All standard equipment to include the following options
AM/FM Radio

Rear brake valve, hand control- spring loaded

Chassis Equipment: All Standard Equipment to include the following options
12” chrome bumper

Front tow hooks

Round collar chassis fasteners

50 gallon rectangular aluminum fuel tank right side

50 gallon rectangular aluminum fuel tank left side

Fuel filter/water separator
Standard tires, hubs and wheels

Back up Alarm

Paint: One solid color to be agreed upon before sale

Delivered to NASA, Marshall Space Flight Center

